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Dear Business Partner,

Since 1995, we have successfully brought
together reliable products in the automotive
industry and garage equipment as well as air and
mechanical hand tools with users. While carrying
the pioneering spirit of entrepreneurship open to
the world and development, all our efforts have
been to create innovations for professionals.

In this context, we offer a product range of
mechanical torque wrenches, torque boosters,
digital torque wrenches and torque testers in
2019 and Shut-off series products in 2021.

In 2022, Impulse and Cordless products We are
expanding our range even further.

Also, we have incorporated Flex Hand Tools and
Sumake Pneumatic Hand Tools in 2023.

Our Vision

In our industry can respond to the needs and technical assistance sought, professionals aiming to
become a leading partner in the Republic of Turkey within the borders of each point capable of delivering
these solutions is to grow together with our stakeholders by becoming a company. Our main goal is to
deliver all the innovations that develop in the sector to our stakeholders and to make life easier.

Our Mission

Our journey, which started in 1995, by keeping customer satisfaction at the highest level without
sacrificing quality and high technology, to bring reliable brands of service and garage equipment and air
and mechanical hand tools together with users and thus create value. Our company supplies solutions and
innovative products based on advanced technology to meet the changing needs of our daily life. We exist
to solve the problems of professionals with creative products and offer world-class products in competitive
conditions. It is our mission to present products that make life easier with an understanding of excellent
service.

Customer Happiness

With our experienced sales team and after sales technical team supporting the sales team, all
suggestions and complaints of our customers are answered in a short time. Our technical team is to provide
the most accurate and fast solution to the solution-oriented demands of our customers as a result of on-site
examinations.
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AIR TOOLS |

e Nut Removers ® Ratchet Motors ® Drills ® Screwdrivers ¢ Micro and @@

Molder Grinders e Abrasives ® Wire Brush - Saw - File  Caulking Chisel
and Hammer © Nibler - Sheet Metal Cutting - Side Cutter e Sausage - 7@
Silicone - Grease - Rivet Machines

TORQUE WRENCHES

e Mechanical and Digital Torque Wrenches e Torque Multipliers
¢ \/DE Torque Wrenches

TORQUE CONTROLLED TRIMMER (SHUT-OFF)

e Air Spinners ¢ Impulse Spinners ¢ Cordless Spinners ® Electric Spinners

FLEX HAND TOOLS

¢ Cordless Hand Tools ® Power Tools

AUXILIARY PRODUCTS

e Air Accessories ® Balancers ® Hoses ® Sockets ¢ Led Lamps
e Pneumatic Records ® Patches










GAV.

SINGLE HAMMER
Capacity Bolt Size M8
Square Drive 1/4”
Length 150 mm
Free Speed 12.500 RPM
Max. Torque 68 Nm
Air Hose 8 mm
Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,90 Kg
Quantity/Box 10

m AIR IMPACT WRENCH 3/8” m

SINGLE HAMMER

Capacity Bolt Size M12
Square Drive 3/8”
Length 135 mm
Free Speed 10.000 RPM
Max. Torque 100 Nm
Air Hose 10 mm
Air Consumption 115 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,95 Kg
Quantity/Box 20




GAV.

m AIR IMPACT WRENCH 3/8” 100§

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

TWIN HAMMER
Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

SINGLE HAMMER

M 12
3/8”
112 mm
10.000 RPM
102 Nm
8 mm
100 LT/Min.
6,3-8,0 Bar
1/4"
1,10 Kg
20

COMPOSITE BODY
M 14
3/8”

150 mm
11.000 RPM
541 Nm
10 mm
120 LT/Min.
6,3-8,0 Bar
1/4"
1,25 Kg
10




GAV.

m AIR IMPACT WRENCH 1/2”

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

TWIN HAMMER

M 16
1/2”
170 mm
8.000 RPM
660 Nm
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4'
2,50 Kg
10

m AIR IMPACT WRENCH 1/2” m

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

TWIN HAMMER

M18
1/2”
180 mm
8.000 RPM
720 Nm
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4"
2,65 Kg
10




3
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m MINI AIR IMPACT WRENCH 1/2” m

JUMBO HAMMER
Capacity Bolt Size M 14
Square Drive 1/2”
Length 111 mm
Free Speed 9.800 RPM
Max. Torque 520 Nm
Air Hose 10 mm
Air Consumption 170 LT/Min.
Working Pressure 6,3 - 8,0 Bar
Air Inlet 1/4”
Weight 1,6 Kg
Quantity/Box 10

m MINI AIR IMPACT WRENCH 1/2” m

TWIN HAMMER ONE HAND CONTROL
Capacity Bolt Size M 16
Square Drive 1/2”
Length 109 mm
Free Speed 9.500 RPM
Max. Torque 677 Nm
Air Hose 10 mm
Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1,50 Kg
Quantity/Box 10




GAV.

AIR IMPACT WRENCH 1/2" 280 $

88

241

TWIN HAMMER
Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

ONE HAND CONTROL
M 14
1/2”

88 mm
9.500 RPM
472 Nm
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4"
1.45 Kg
10

AIR IMPACT WRENCH 90° 1/2” 360 §

10

SINGLE HAMMER
Capacity Bolt Size M 16
Square Drive 1/2”
Length 332 mm
Free Speed 6.000 RPM
Max. Torque Right~Left 271 Nm
Adjustable Torque 61~271 Nm
Air Hose 10 mm
Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1,98 Kg
Quantity/Box 10




GAV.

m AIR IMPACT WRENCH 1/2” m

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

TWIN HAMMER

M19
1/2”
180 mm
8.000 RPM
1.486 Nm
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4"
2,60 Kg
8

m AIR IMPACT WRENCH 1/2” 300§

TWIN HAMMER
Capacity Bolt Size
Square Drive
Length
Free Speed
Max. Torque
Air Hose
Air Consumption
Working Pressure
Air Inlet
Weight
Quantity/Box

COMPOSITE BODY

M 19
1/2"
180 mm
8.000 RPM
1.486 Nm
10 mm
120 LT/Min.
6,3-8,0 Bar
1/4"
2,00 Kg
10

11




GAV.

CEAN

AIR IMPACT WRENCH 3/4"

Capacity Bolt Size

oo NS -h.-aM’r*ll Il Square Drive

Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

AIR IMPACT WRENCH 3/4"

410 §

PIN HAMMER

M 28
3/4”
245 mm
4.800 RPM
1.085 Nm
12 mm
220 LT/Min.
6,3-8,0 Bar
1/4"
4,90 Kg
4

240 $

A
@

C
@

12

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

AIR IMPACT WRENCH 3/4"

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

TWIN HAMMER

M 20
3/4”
245 mm
6.000 RPM
1.200 Nm
13 mm
133 LT/Min.
6,3-8,0 Bar
3/8"
4,80 Kg
4

%3

TWIN HAMMER

M 30
3/4”
245 mm
4.200 RPM
1.600 Nm
12 mm
220 LT/Min.
6,3-8,0 Bar
1/4"
6,80 Kg
2




GAV.

m AIR IMPACT WRENCH 3/4” 600§

TWIN HAMMER
Capacity Bolt Size M 32
Square Drive 3/4”
Length 210 mm
Free Speed 5.500 RPM
Max. Torque 1.780 Nm
Air Hose 12 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 4,60 Kg
Quantity/Box 4

m AIR IMPACT WRENCH 3/4”

TWIN HAMMER
Capacity Bolt Size M 32
Square Drive 3/4”
Length 360 mm
Free Speed 5.500 RPM
Max. Torque 1.780 Nm
Air Hose 12 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 4,75 Kg
Quantity/Box 4




GAV.

TWIN HAMMER COMPOSITE BODY
Capacity Bolt Size M 36
Square Drive 3/4”
Length 210 mm
Free Speed 5.500 RPM
Max. Torque 1.848 Nm
Air Hose 12 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 4,20 Kg
Quantity/Box 4

m AIR IMPACT WRENCH 3/4”

TWIN HAMMER COMPOSITE BODY
Capacity Bolt Size M 36
Square Drive 3/4”
Length 210 mm
Free Speed 6.000 RPM
Max. Torque 2.034 Nm
Air Hose 12 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 3,90 Kg
Quantity/Box 4

14




GAV.

m AIR IMPACT WRENCH 1" 670§

TWIN HAMMER
Capacity Bolt Size M 32
Square Drive 17
Length 210 mm
Free Speed 5.500 RPM
Max. Torque 1.780 Nm
Air Hose 12 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 5,00 Kg
Quantity/Box 4

m AIR IMPACT WRENCH 1"

TWIN HAMMER
Capacity Bolt Size M 40
Square Drive 17
Length 300 mm
Free Speed 4.000 RPM
Max. Torque 2.400 Nm
Air Hose 12 mm
Air Consumption 350 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 9,00 Kg
Quantity/Box 2

D 15



GAV.

16

AIR IMPACT WRENCH 1" 850 §

TWIN HAMMER
Capacity Bolt Size M 40
Square Drive 1”
Length 282 mm
Free Speed 6.000 RPM
Max. Torque 2.441 Nm
Air Hose 12 mm
Air Consumption 370 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 7,30 Kg
Quantity/Box 2

SINGLE HAMMER

Capacity Bolt Size M 50
Square Drive 1”
Length 550 mm
Free Speed 3.900 RPM
Max. Torque 2.400 Nm
Air Hose 12 mm
Air Consumption 435 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 13,40 Kg.
Quantity/Box 1




GAV.

m AIR IMPACT WRENCH 1" 1.000 $

TWIN HAMMER
Capacity Bolt Size M 50
Square Drive 1”
Length 280 mm
Free Speed 5.000 RPM
Max. Torque 3.390 Nm
Air Hose 12 mm
Air Consumption 370 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 9,90 Kg
Quantity/Box 2

m AIR IMPACT WRENCH 1" 1.100 $

TWIN HAMMER
Capacity Bolt Size M 50
Square Drive 17
Length 400 mm
Free Speed 5.000 RPM
Max. Torque 3.390 Nm
Air Hose 12 mm
Air Consumption 370 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 10,70 Kg
Quantity/Box 2

D 1



GAV.

18

N

SINGLE HAMMER

Capacity Bolt Size M 50
Square Drive 1”
Length 480 mm
Free Speed 3.200 RPM
Max. Torque 3.200 Nm
Air Hose 12 mm
Air Consumption 435 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 16,00 Kag.
Quantity/Box 1

m AIR IMPACT WRENCH 17 CWITH PLASTIC BAG) m

SINGLE HAMMER

Capacity Bolt Size M 50
Square Drive 1”
Length 600 mm
Free Speed 3.200 RPM
Max. Torque 3.200 Nm
Air Hose 12 mm
Air Consumption 435 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 16,00 Kg.
Quantity/Box 1




GAV.

AIR IMPACT WRENCH 1"

SINGLE HAMMER

Capacity Bolt Size M 50
Square Drive 1”
Length 630 mm
Free Speed 3.000 RPM
Max. Torque 3.800 Nm
Air Hose 13 mm
Air Consumption 450 LT/Min.
Working Pressure 6,3 - 8,0 Bar
Air Inlet 1/2”
Weight 17,1 Kg
Quantity/Box 1

TWIN HAMMER
Capacity Bolt Size M 55
Square Drive 1”
Length 600 mm
Free Speed 3.000 RPM
Max. Torque 3.390 Nm
Air Hose 12 mm
Air Consumption 435 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 15,50 Kg
Quantity/Box 1

— 1




GAV.

20

m AIR IMPACT WRENCH 1-1/2” m

SINGLE HAMMER

Capacity Bolt Size M 58
Square Drive 1-1/2”
Length 720 mm
Free Speed 2.800 RPM
Max. Torque 5.500 Nm
Air Hose 16 mm
Air Consumption 460 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 20,00 Kag.
Quantity/Box 1




GAV. I
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GAV.

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

AIR RATCHET WRENCH 1/4” ﬂ

M8
1/4”
170 mm
230 RPM
27 Nm
8 mm
90 LT/Min.
6,3-8,0 Bar
1/4"
0,65 Kg
20

m AIR RATCHET WRENCH 1/4” m

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

M8
1/4”
170 mm
300 RPM
42 Nm
8 mm
90 LT/Min.
6,3-8,0 Bar
1/4"
0,65 Kg
20

AIR RATCHET WRENCH 3/8” m

22

ADJUSTABLE FREE SPEED ‘

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

M8
3/8”
170 mm
300 RPM
42 Nm
8 mm
90 LT/Min.
6,3-8,0 Bar
1/4"
0,65 Kg
20




GAV.

AIR RATCHET WRENCH 1/2” 16 $

Capacity Bolt Size M12

Square Drive 1/2”

Length 260 mm

Free Speed 160 RPM

Max. Torque 68 Nm m :
Air Hose 8 mm

Air Consumption 90 LT/Min. )
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4'

Weight 1,25 Kg

Quantity/Box 20
058212 N AIR RATCHET WRENCH 1/2" 85§
Capacity Bolt Size M12

Square Drive 1/2”

Length 260 mm

Free Speed 160 RPM

Max. Torque 68 Nm

Air Hose 8 mm

Air Consumption 90 LT/Min.

Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,25 Kg

Quantity/Box 20

AIR RATCHET WRENCH 1/2" 160 $
Capacity Bolt Size M 12

Square Drive 1/2”

Length 260 mm

Free Speed 220 RPM

Max. Torque 108 Nm

Air Hose 8 mm

Air Consumption 120 LT/Min.

Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,80 Kg

Quantity/Box 16

— 2



s et

Capacity Bolt Size
Square Drive
Length

Working Torque Range

Max. Torque

Free Speed

Air Hose

Air Consumption
Working Pressure
Sound Pressure

Standard Bolt Size

Air Inlet
Weight
Quantity/Box

GAV.

M 12
1/2”

316 mm
41-162 Nm
189 Nm
200 RPM
10 mm (3/8”)
120 LT/Min.
6,3-8,0 Bar
84 dBA
11 mm (7/167)
1/4”

1,5 Kg
12

AIR RATCHET WRENCH (LONG) 1/2” m

e R e

549mm (21.6")

Capacity Bolt Size
Square Drive
Length

Working Torque Range

Max. Torque

Free Speed

Air Hose

Air Consumption
Working Pressure
Sound Pressure

Standard Bolt Size

Air Inlet
Weight
Quantity/Box

M 12
1/2”

949 mm
41-162 Nm
176 Nm
200 RPM
10 mm (3/8”)
120 LT/Min.
6,3-8,0 Bar
84 dBA
11 mm (7/16”)
1/4”
2,35 Kg
9

m THRU HOLE AIR RATCHET m

24

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque
Adapter Size

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

M10
1/4”
210 mm
450 RPM
41 Nm
3/8” 10~12~13 Bits 1/4”
8 mm
120 LT/Min.
6,3-8,0 Bar
1/4"
1,65 Kg
20







GAV.

REVERSIBLE AIR DRILL 10 MM 3/8”

REVERSIBLE AIR DRILL 10 MM 3/8”

A

REVERSIBLE WITH KEY CHUCK

Drilling Capacity

10 mm

Drill Size 0.80-10 mm 3/8x24 UNF
Length 180 mm

Free Speed 2.000 RPM

Air Hose 10 mm

Air Consumption 270 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,20 Kg
Quantity/Box 10

A

REVERSIBLE WITH KEY CHUCK

Drilling Capacity

10 mm

Drill Size 0.80-10 mm 3/8x24 UNF
Length 180 mm

Free Speed 2.000 RPM

Air Hose 10 mm

Air Consumption 270 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,20 Kg
Quantity/Box 10

4

AIR DRILL 10 MM

REVERSIBLE AUTOMATIC DRILL COMPOSITE BODY

26

-

Drilling Capacity

10 mm

Drill Size 0,8-10 mm 3/8x24 UNF
Length 165 mm

Free Speed 1.800 RPM

Air Hose 8 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 0,97 Kg
Quantity/Box 10




GAV.

REVERSIBLE AUTOMATIC DRILL COMPOSITE BODY

Drilling Capacity 10 mm

Drill Size 0,8-10 mm 3/8x24 UNF
Length 185 mm

Free Speed 2.000 RPM

Air Hose 8 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,10 Kg
Quantity/Box 10

AIR DRILL 90° 200 $

REVERSIBLE WITH KEY CHUCK

Drilling Capacity 10 mm

Drill Size 0,8-10 mm 3/8x24 UNF
Length 205 mm

Free Speed 1.500 RPM

Air Hose 8 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,10 Kg
Quantity/Box 10

m AIR STRAIGHT DRILL 10 MM m

AUTOMATIC DRILL

Drilling Capacity 10 mm

Drill Size 0,8-10 mm 3/8x24 UNF
Length 230 mm

Free Speed 2.500 RPM

Air Hose 10 mm

Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4'

Weight 1,10 Kg
Quantity/Box 20

— 2



AV.
CAN

AIR DRILL 13 MM m

REVERSIBLE AUTOMATIC DRILL

Drilling Capacity 13 mm

Drill Size 2-13 mm 3/8x24 UNF
Length 215 mm

Free Speed 400 RPM

Air Hose 10 mm

Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1 75 Kg
Quantity/Box

AIR DRILL 13 MM

REVERSIBLE WITH KEY CHUCK
Drilling Capacity 13 mm
Drill Size 2-13 mm 3/8x24 UNF
Length 215 mm
Free Speed 400 RPM
Air Hose 10 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1, 75 Kg
Quantity/Box

REVERSIBLE AUTOMATIC DRILL

Drilling Capacity 13 mm

Drill Size 2-13 mm 3/8x24 UNF
Length 215 mm

Free Speed 800 RPM

Air Hose 10 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,75 Kg
Quantity/Box

AIR DRILL 16MM

REVERSIBLE WITH KEY CHUCK  INDUSTRIAL

Drilling Capacity 16 mm
Length 420 mm
Free Speed 1.000 RPM
Air Hose 13 mm
Air Consumption 300 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 4,20 Kg
Quantity/Box 1







GAV.

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

AN CD

COMPOSITE BODY

6 mm
1/4”
210 mm
1.800 RPM
3~12 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,10 Kg
10

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

COMPOSITE BODY

8 mm
1/4”
230 mm
800 RPM
3~15 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,20 Kg
10

30

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

6 mm
1/4”
235 mm
1.800 RPM
5-12 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,10 Kg
10




GAV.

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

8§ mm
1/4”
226 mm
800 RPM
9-15 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,30 Kg
10

AIR SCREWDRIVER 140§

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

DIRECT DRIVE

6 mm
1/4”
180 mm
1.800 RPM
6 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,10 Kg
10

AIR IMPACT SCREWDRIVER m

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

M4-M5-M6
1/4”
150 mm
12.500 RPM
68 Nm
8 mm
160 LT/Min.
6,3-8,0 Bar
1/4"
0,90 Kg
10

31




AV.

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

:

m AIR SCREWDRIVER

4 mm
1/4”
235 mm
1.500 RPM
1-3 Nm
8 mm
120 LT/Min.
6,3-8,0 Bar
1/4"
0,61 Kg
20

m AIR IMPACT SCREWDRIVER

Capacity Bolt Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet
Weight
Quantity/Box

M4-M5-M6
1/4”
185 mm
10.000 RPM
8 Nm
10 mm
125 LT/Min.
6,3-8,0 Bar
1/4"
0,90 Kg

AIR SCREWDRIVER

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

o
3
3

1/4”
235 mm
1.800 RPM
5-12 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,10 Kg
10

0S-843 AIR SCREWDRIVER

32

Screw Size
Square Drive
Length

Free Speed

Max. Torque

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

:

8 mm
1/4”
226 mm
800 RPM
5-15 Nm
8 mm
140 LT/Min.
6,3-8,0 Bar
1/4"
1,20 Kg
10







GAV.

Collet Diameter 6 mm (3mm*)
Length 170 mm
Free Speed 22.000 RPM
Air Hose 8 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,70 Kg
Quantity/Box 20

AIR DIE GRINDER SET m

\l}llil\lliﬂﬂll [ole

i | .

Collet Diameter 6 mm (3mm™)

Length 170 mm

Set Content 10 pes.Handheld grinder pen, 3mm. Wrench 14"
Free Speed 22.000 RPM

Air Hose 8 mm

Air Consumption 180 LT/Min.

Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 0,70 Kg
Quantity/Box 20

CANTTT TS

34

Collet Diameter 6 mm (3mm™)
Length 170 mm
Free Speed 23.000 RPM
Air Hose 10 mm
Air Consumption 113 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,60 Kg
Quantity/Box 20




GAV.

AIR DIE GRINDER 100 $

FRONT EXHAUST
Collet Diameter 6 mm (3mm™)
Length 153 mm
Free Speed 22.000 RPM
Air Hose 8 mm
Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,60 Kg
Quantity/Box 30
AR D GRIOER 41y
Collet Diameter 6 mm (3mm™)
Length 151 mm
Free Speed 25.000 RPM
Air Hose 8 mm
Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,70 Kg
Quantity/Box 30

* Adjustable Free Speed

90° Degree

Collet Diameter 6 mm (3mm™)
Length 150 mm
Free Speed 22.000 RPM
Power 0,25 HP
Air Hose 8 mm
Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Sound Pressure 87 dBA
Weight 0,70 Kg
Quantity/Box 30




AIR DIE GRINDER

Collet Diameter
Length

Free Speed
Power

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

GAV.
sl NG MRDESR /1055

6 mm (3mm™)

210 mm
2.600 RPM
0.45 HP
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4"
0,70 Kg
12

Collet Diameter
Length

Free Speed
Power

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

6 mm (3mm™)

240 mm
22.000 RPM
0.45 HP
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4"
0,80 Kg
12

o\ s
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Collet Diameter
Length

Free Speed
Power

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

6 mm (3mm™)
285 mm
22.000 RPM
0.50 HP
10 mm
180 LT/Min.
6,3-8,0 Bar
1/4"

0,80 Kg
12




m AIR DIE GRINDER

INDUSTRIAL / SIDE EXHAUST

Collet Diameter 6 mm (3mm™)
Length 180 mm
Free Speed 32.000 RPM
Power 0,5 HP/0,37 KW
Air Hose 10 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,73 Kg
Quantity/Box 20

AN LD

INDUSTRIAL / SIDE EXHAUST

Collet Diameter 6 mm (3mm™)

Length 165 mm

Free Speed 20.000 RPM

Power 0.45 HP :
Air Hose 10 mm

Air Consumption 180 LT/Min.

Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 0,70 Kg
Quantity/Box 20

oo NG s

INDUSTRIAL / FRONT EXHAUST

Collet Diameter 6 mm (3mm*)
Length 300 mm
Free Speed 24.000 RPM
Power 0.35 HP
Air Hose 10 mm

Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1,00 Kg
Quantity/Box 10




AIR DIE GRINDER

n
iz

360 $

INDUSTRIAL / SIDE EXHAUST

Collet Diameter 3 mm
Length 150 mm
Free Speed 30.000 RPM
Power 0.35 HP
Air Hose 8 mm
Air Consumption 180 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,40 Kg
Quantity/Box 10

m AIR ANGLE DIE GRINDER m

Collet Diameter 3mm
Grinding Wheel 30 mm
Length 140 mm
Air Hose Length 150 mm
Free Speed 22.000 RPM
Air Hose 8§ mm
Air Consumption 120 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,35 Kg
Quantity/Box 20

CONTTTT D
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Pens Quick Socket
Length 175 mm
Free Speed 2.500 RPM
Air Hose 10 mm
Air Consumption 120 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,95 Kg
Quantity/Box 20




GAV.

0S-8301-54 MICRO AIR DIE GRINDER 160 $

Collet Diameter
Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

3 mm
150 mm
54.000 RPM
8 mm
120 LT/Min.
6,3-8,0 Bar
1/4'
0,30 Kg
18

05-8301-70 MICRO AIR DIE GRINDER m

Collet Diameter
Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

3 mm
150 mm
70.000 RPM
8 mm
60 LT/Min.
6,3-8,0 Bar
1/4"
0,30 Kg
18

=

=3 D

—
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GAV.

Collet Diameter (Mandren)
Length

Free Speed

Air Hose

Air Consumption

Working Pressure

Air Inlet

Weight

Quantity/Box

MICRO AIR DIE GRINDER m

0,5~5 mm
160 mm
35.000 RPM
8 mm
120 LT/Min.
6,3-8,0 Bar
1/4"
0,50 Kg
10

MICRO AIR DIE GRINDER ﬂ

Collet Diameter
Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

3mm
134 mm
54.000 RPM
8 mm
60 LT/Min.
6,3-8,0 Bar
1/4"
0,20 Kg
10

N D
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Sanding Pad
Metric Size
Length

Free Speed
Power

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

4“-100 mm
M14
250 mm
4,500 RPM
0.43 HP (321W)
10 mm
160 LT/Min.
6,3-8,0 Bar
1/4"
1,17 Kg
10




i
)2

AIR ANGLE GRINDER MINI
Grinding Wheel 50 mm
Length 180 mm
Free Speed 15.000 RPM
Power 0.45 HP
Air Hose 10 mm
Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,80 Kg
Quantity/Box 12
0S-16840L AIR ANGLE GRINDER 5" 115 MM
Grinding Wheel 115-125mm
Length 225 mm
Shaft Diameter M14
Free Speed 11.000 RPM
Air Hose 12 mm
Air Consumption 235 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4'
Weight 1,70 Kg
Quantity/Box 10

0S-16850L AIR ANGLE GRINDER 5" 115 MM
Grinding Wheel 115-125mm
Length 224 mm
Shaft Diameter M14

Free Speed 12.000 RPM
Air Hose 10 mm
Air Consumption 920 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1,85 Kg
Quantity/Box 10

D “



GAV.

AIR ANGLE GRINDER 5” 115 MM

Grinding Wheel 115-125mm
Length 246 mm
Free Speed 10.900 RPM
Shaft Diameter M14
Power 0,75 HP
Air Hose 10 mm
Air Consumption 320 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4”
Weight 1,40 Kg
Quantity/Box 10
AIR ANGLE GRINDER 7" 180 MM 660 $
Grinding Wheel 180 mm
Length 253 mm
Free Speed 7.600 RPM
Shaft Diameter M14
Power 1.6 HP
Air Hose 12 mm
Air Consumption 340 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8”
Weight 3,00 Kg
Quantity/Box 6
AIR GRINDING 9" - 230 MM (VERTICAL TYPE 060 $
Grinding Wheel 230 mm
Length 279 mm
4 Free Speed 6.000 RPM

Shaft Diameter M14

” Power 4 HP
Air Hose 19 mm
Air Consumption 1.700 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/2"
Weight 9,80 Kg
Quantity/Box 1

42
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GAV.

AIR ORBITAL SANDER 6” 150MM

Sanding Pad
Vibration

Orbital

Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

* Adjustable Free Speed

AIR ORBITAL SANDER

Sanding Pad
Vibration

Orbital

Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box
* Adjustable Free Speed

150 mm (1257%)
2 mm
5mm

165 mm
9.000 RPM
10 mm
150 LT/Min.
6,3-8,0 Bar
1/4"
1,00 Kg
10

140 §

150 mm (1257%)
2 mm
5mm

176 mm
12.000 RPM
10 mm
150 LT/Min.
6,3-8,0 Bar
1/4"
0,80 Kg
10

o\ a5
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Sanding Pad
Vibration

Orbital

Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

* Adjustable Free Speed

150 mm (125%)
2 mm
5mm

187 mm
12.000 RPM
10 mm
150 LT/Min.
6,3-8,0 Bar
1/4"
0,85 Kg
6




GAV,
AN D

Sanding Pad 75 mm
Vibration 2 mm
Orbital 5mm
Length 180 mm
Free Speed 12.000 RPM
Air Hose 10 mm
Air Consumption 150 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4”
Weight 0,65 Kg
Quantity/Box 6

* Adjustable Free Speed

o\ a5

Sanding Pad 150 mm (125%)
Vibration 2 mm
Orbital 5mm
Length 180 mm
Free Speed 12.000 RPM
Air Hose 10 mm

Air Consumption 150 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"

Weight 0,85 Kg \_’/
Quantity/Box 6

* Adjustable Free Speed

m AIR ORBITAL SANDER

Sanding Pad 150 mm (125%)
Vibration 2 mm
Orbital 2,5 mm
Length 187 mm
Free Speed 12.000 RPM
Air Hose 10 mm
Air Consumption 150 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,85 Kg
Quantity/Box 6

* Adjustable Free Speed

D 4%




GAV.

T D

Sanding Pad 150 mm (125%)
Vibration 2 mm
Orbital 5mm
Length 146 mm
Free Speed 12.000 RPM
Air Hose 10 mm
Air Consumption 150 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,60 Kg
Quantity/Box 6

* Adjustable Free Speed

AN D
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Sanding Pad 5”125 mm
Length 155 mm
Free Speed 2.600 RPM
Air Hose 10 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 2,00 Kg
Quantity/Box 2




GAV.

m JITTEBURG AIR SANDER m

Sanding Pad
Orbital Motion
Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Weight
Quantity/Box

95x165 mm
5mm
180 mm
8.000 RPM
10 mm
120 LT/Min.
6,3-8,0 Bar
1,80 Kg
10

m STRAIGHT LINE AIR SANDER m

Sander Size
Length

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

70x400 mm
410 mm
3.000 RPM
10 mm
220 LT/Min.
6,3-8,0 Bar
1/4'
3,00 Kg
6
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GAV.

AIR SANDER MINI (POLISHER) m

(POLISHER)
Sanding Pad 3”75 mm
Length 150 mm
Free Speed 2.200 RPM
Air Hose 10 mm
Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,70 Kg
Quantity/Box 10

Sanding Pad 3”75 mm
Length 150 mm
Free Speed 15.000 RPM
Air Hose 10 mm
Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,70 Kg
Quantity/Box 10

48

Sanding Pad 3”75 mm
Length 150 mm
Free Speed 16.000 RPM
Air Hose 10 mm
Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,70 Kg
Quantity/Box 10




GAV.

m AIR SANDER WITH BELT 190§

Sander Size
Lenght

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

10x330 mm
280 mm
18.000 RPM
10 mm
220 LT/Min.
6,3-8,0 Bar
1/4"
0,80 Kg
10

N

Sander Size
Lenght

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

20X520 mm
360 mm
16.000 RPM
10 mm
250 LT/Min.
6,3-8,0 Bar
1/4"
1,20 Kg
10

CEAN

AIR SANDER WITH BELT

Sander Size
Lenght

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

30x540 mm
420 mm
12.000 RPM
10 mm
220 LT/Min.
6,3-8,0 Bar
1/4"
2,30 Kg
6

49




GAV.

Sander Size 50 mm Sander Size 75 mm
Shaft Diameter 5/16” Shaft Diameter 5/16”
Quantity/Box 100 Quantity/Box 100

Sander Size 50 mm
Shaft Diameter 5/16”
Quantity/Box 100

Sander Shaft .
Code Size Diameter o Sander Size 115 mm
F506-2 6 mm 50 mm 100 6,50 Shaft Diameter ~ M14
F506-3 6 mm 75 mm 100 6,50 Quantity/Box 100

50




GAV.

DTN ENTTTTAD

Sander Size 125 mm Sander Size 150 mm
Shaft Diameter M14 Shaft Diameter M14
Quantity/Box 100 Quantity/Box 100

m SANDING PAD 180 MM m SANDING PAD 150 MM /6,50 $

Sander Size 180 mm Sander Size 150 mm
Shaft Diameter M14 Shaft Diameter 5/16”
Quantity/Box 100 Quantity/Box 100

A 5




GAV.

SANI]INGPADIZﬁMM[BHUlE ANI]INGPAI]IF)UMM[BHULE] 6,50 $

SANDING PAD

HIZE:

Sander Size 125 mm Sander Size 150 mm
Shaft Diameter 5/16” Shaft Diameter | 5/16”
Quantity/Box 100 Quantity/Box 100

STIBIW PAD 150 MM (6 H[lLE SANDING PAD 150 MM m

Sander Size 150 mm Sander Size 150 mm
Shaft Diameter 5/16” Shaft Diameter 5/16”
Quantity/Box 100 Quantity/Box 100

92
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UTILITY SURFACE BLASTER

Wire Diameters 11mm /23 mm
Lenght 280 mm
Free Speed 3.500 RPM
Air Hose 10 mm

Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4”
Weight 1,20 Kg
Quantity/Box 10

Wire brush and adaptor not included in price

f RIS

CODE PRODUCT PRICE $ CODE PRODUCT PRICE $
0S-0511 Fine Brush 11 mm 26,40 0S-0711 Coarse Brush 11 mm 26,40
0S-0523 Fine Brush 23 mm 26,40 0S-0723 Coarse Brush 23 mm 26,40

‘ ADAPTORS ‘ wioum\  RUBBER WHEEL m
ro

@
gl (“\ 2

CODE PRODUCT PRICE $
0S-6902 WH Adaptor 11 mm 26,40
0S-6902 RH Adaptor 23 mm 26,40

9




GAV.

AIR DRILL 585 §

Drilling Diameter
Feature

Lenght

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

26,3- 8,3- 910,3x47L
3 Motion /360°
349 mm
800 RPM
10 mm
220 LT/Min.
6,3-8,0 Bar
1/4'

2,50 Kg
1

Drilling Diameter
Feature

Lenght

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

26,3- 8,3- 910,3x47L
3 Motion /360°
252 mm
1.100 RPM
10 mm
220 LT/Min.
6,3-8,0 Bar
1/4"

1,85 Kg
1

55




GAV.

AT

3 PC. SPARE FILE

Piston Strok 1 mm
Lenght 202 mm
Strokes per minutes 21.000 B.PM./Min.
Vibration <2.5m/S2
Air Hose 10 mm

Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,57 Kg
Quantity/Box 20

AN

4 PC. SPARE FILE

Strok 9,00 mm
Lenght 185 mm
Strokes per minutes 3.700 B.PM./Min.
Air Hose 10 mm

Air Consumption 165 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1,50 Kg
Quantity/Box 10

96




GAV.
N AIR SAW S 168

Cutting Capacity Steel 1,2mm-Shear 1,6mm-Alu.2,00mm
Motion 10 mm
Lenght 235 mm
Accessory 24T-32T Spare Saw
Strokes per minute 9.000 B.PM./Min. \t
Air Hose 10 mm om——
Air Consumption 115 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0, 55 Kg
Quantity/Box

SILENT
Cutting Capacity Steel 1,2mm-Shear 1,6mm-Alu.2,00mm
Motion 10 mm
Lenght 180 mm
Accessory 18T-24T-32T Spare Saw
Strokes per minutes 10.000 B.PM./Min.
Air Hose 10 mm
Air Consumption 115 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0, 50 Kg
Quantity/Box

AIR SAW 240§

Cutting Capacity Mild steel 6 mm Steel pipe 80 mm

Motion 11 mm
Lenght 270 mm
Strokes per minutes 5.000 B.RM./Min.
Air Hose 10 mm

Air Consumption 210 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1 20 Kg
Quantity/Box

‘ AIR SAW SPARE SAW

NUMBER PACKAGE
e PRODUCT  gereery (D pRice/s

PT301-35A = Spare Saw 32 10 21$

— 5




GAV.

*1 K01 hlade is included.

s NG R s

Motion 3,00
Lenght 210 mm
Free Speed 20.000 RPM
Air Hose 10 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1, 20 Kg
Quantity/Box




GAV.

m AIR ENGRAVING STYLUS

Motion

Lenght

Free Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

Capacity

Lenght

Nail

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

1,2 mm
171 mm
3.800 B.PM./Min.
8 mm
60 LT/Min.
6,3-8,0 Bar
1/4"
0,20 Kg
10

100 Nail
205 mm
8x4 - 8x16 mm
8 mm
60 LT/Min.
4-7 Bar
1/4"

0,87 Kg
10

59




GAV.

AN CD

1.36 KG  Sliding hammer
3 Part Base 60mm.120mm 150mm
Air evacuation
Air Hose and 4 Valve

! Weight : 2.60 Kg.

00£

m AIR SUCTION / BLOW GUN ﬂ

Quantity/Box : 4

Quantity/Box 20
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GAV.

N

Piston Size 15 mm
Lenght 566 mm
Strokes per minutes 7.000 B.PM./Min.
Air Hose 10 mm

Air Consumption 120 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 1,80 Kg
Quantity/Box 6

Piston Size 18 mm
Motion 32 mm
Lenght 175 mm
Strokes per minutes 4.800 B.PM./Min.
Air Hose 10 mm

Air Consumption 160 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4'
Weight 1,10 Kg
Quantity/Box 10

0S-288F-15 SPARE CHISEL ‘

62

0S-288F-15 Spare Chisel 40,00




NEEDLE SCALER

Piston Size 20 mm
Motion 16 mm
Pin Size 3x180 mm
Lenght 331 mm
Strokes per minutes 3,700 B.PM./Min.
Air Hose 10 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 2,60 Kg
Quantity/Box 6
0S-204R NEEDLE SCALER ‘
Piston Size 20 mm
Motion 43 mm
Pin Size 3x180 mm
Lenght 400 mm
Strokes per minutes 3,200 B.PM./Min.
Air Hose 10 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 2,20 Kg
Quantity/Box 10

Piston Size 20 mm
Motion 16 mm
Pin Size 3x180 mm
Lenght 331 mm
Strokes per minutes 3,700 B.PM./Min.
Air Hose 10 mm
Air Consumption 220 LT/Min.
Working Pressure 6,3-8,0 Bar
Air Inlet 3/8"
Weight 2,60 Kg
Quantity/Box 6

SPARE NEEDLE SCALER

09D oniimmsanty | 2
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175 mm
Piston Size
Motion
Lenght

Strokes per minutes

Air Hose

Air Consumption
Working Pressure
Impact Joule Value
Air Inlet

Weight
Quantity/Box

19,05 mm
66 mm
190 mm

3.000 B.PM./Min.

10 mm
180 LT/Min.
6,3-8,0 Bar

7,8 Joule
1/4”
2,00 Kg
5

T D

175 mm
Piston Size
Motion
Lenght

Strokes per minutes

Air Hose

Air Consumption
Working Pressure
Impact Joule Value
Air Inlet

Weight
Quantity/Box

19,05 mm
66 mm
190 mm

3.000 B.PM./Min.

10 mm
180 LT/Min.
6,3-8,0 Bar

7,8 Joule
1/4”
2,00 Kg
6

64

Piston Size
Motion

Strokes per minutes

Lenght

Air Hose

Air Consumption
Working Pressure
Impact Joule Value
Air Inlet

Weight
Quantity/Box

6 mm
38 mm

3000 B.PM./Min.

277 mm
10 mm
450 LT/Min.
6,3-8,0 Bar
6,6 Joule
1/4"
2,30 Kg
2




GAV
CHlSEL POINT SET FLA CHlSEL POINT SET Fl.l-\

Suitable for: Suitable for:
0S-2070, OS-275HK 0S-2070, OS-275HK

s s\ [ i
——aPr— =i~

<« 13cm— 5 <« 17Tm ——»

HK-13 Chisel Flat 7,00 HK-17 Chisel Flat 9,50
HM-13 Chisel Point 7,00 HM-17 Chisel Point 9,50
CHISEL POINT SET FLA AcL-004 \ CHISEL POINT SET FLAT m

Suitable for: Suitable for:
AT-2020, 0S-275HK AT-2020, 0S-275HK

CHISEL POINT - FLAT ‘ ‘ SPRING RETAINER ‘

Suitable for:
0S-123R

- ——

-« 25Mm—»

SA-0123RFC Chisel Flat 35,00 SRT-001 0S-2070, 0S-275HK = 4,50
SA-0123RPC Chisel Point 35,00 C-400024 0S-123R 9,70

A .




GAV.

AIR HAMMER 590 $

CEAN

Rivet Size 7.7 mm
Strokes Lenght 76 mm
Strokes per minutes 2300 B.PM./Min.
Lenght 369 mm
Air Hose 13 mm
Air Consumption 165 LT/Min.
Working Pressure 6,3-8,0 Bar
Impact Joule Value 22,9 Joule
Air Inlet 3/8"
Weight 7 70 Kg
Quantity/Box

AIR HAMMER 700 $
Rivet Size 13 mm
Strokes Lenght 108 mm
Strokes per minutes 1700 B.PM./Min.
Lenght 426 mm
Air Hose 13 mm
Air Consumption 211 LT/Min.
Working Pressure 6,3-8,0 Bar
Impact Joule Value 30,46 Joule
Air Inlet 3/8"
Weight 8, 90 Kg
Quantity/Box

N\ CHISEL POINT - FLAT v

Suitable for:
05-200V

0S-400V l : =
R —— e

DH-300V28-00 Chisel Point 40 cm 50,00
DH-300V28-20 Chisel Flat 40 cm 50,00
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GAV.

Cutting Capacity
Motion

Lenght

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

Steel 0,50mm/Shear 1,00mm/Alu.1,26mm

10 mm
140 mm
8 mm
60 LT/Min.
6,3-8,0 Bar
1/4"
0,15 Kg
20

0S-604 AIR NIPPER ﬂ

Cutting Capacity
Motion

Lenght

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

Steel imm/Shear 1,60mm/Alu.2,26mm

10 mm
160 mm
8 mm
80 LT/Min.
6,3-8,0 Bar
1/4"
0,20 Kg
20




GAV.

Cutting Capacity
Motion

Lenght

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

Steel 2mm/Shear 2,60mm/Alu.3,26mm
10 mm
200 mm
8 mm
90 LT/Min.
6,3-8,0 Bar
1/4"
0,35 Kg
10

0S-3008 AIR NIPPER 470 §

Cutting Capacity
Motion

Lenght

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

Stegl 2,90mm/Shear 3,30mmy/Alu.3 26mm
10 mm
240 mm
8 mm
90 LT/Min.
6,3-8,0 Bar
1/4"
0,50 Kg
10
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AIR NIBBLER

Cutting Capacity

Lenght

Cutting Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

AIR NIBBLER

Cutting Capacity
Lenght

Cutting Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

AIR NIBBLER

160 $

Steel 1,00mm

Steel 1,60mm / Alu. 2,00mm

150 mm
3.200 B.PM./Min.
10 mm
115 LT/Min.
6,3-8,0 Bar
1/4"

1,20 Kg
20

140 §

Steel 1,20mm / Alu. 2,00mm

290 mm
2.600 B.PM./Min.
10 mm
120 LT/Min.
6,3-8,0 Bar
1/4"

1,15 Kg
10

140§

70

Cutting Gapacity
Lenght

Cutting Speed

Air Hose

Air Consumption
Working Pressure
Air Inlet

Weight
Quantity/Box

Steel 1,2mm /Alu. 2,00 mm

290 mm
2.600 B.PM./Min.
10 mm
120 LT/Min.
6,3-8,0 Bar
1/4"

1,00 Kg
10
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GAV.

AIR CULKING GUN m

s ING

Tube Size 50 x 500 mm
Cartridge 400-600 ml
Air Hose 6 mm
Working Pressure 4-6,3 Bar
Air Inlet 1/4"
Weight 1,00 Kg
Quantity/Box 10

AIR CULKING GUN (SMALL) 100 §

Tube Size 50 x 325 mm

— Cartridge Max. 300 ml
Air Hose 8 mm
Working Pressure 4-6 Bar
Air Inlet 1/4"
Weight 1,60 Kg
Quantity/Box 10

AIR CULKING GUN vy
Lenght 305 mm
Air Hose 8 mm
Air Consumption 50 LT/Min.
Working Pressure 5,0-7,0 Bar
Air Inlet 1/4'
Weight 0,40 Kg
Quantity/Box 10

12




GAV.

0S-250518 AIR GREASE GUN ﬂ

U]

!

Capacity 500 GC
Lenght 600 mm
Air Hose 8 mm
Air Consumption 60 LT/Min.
Working Pressure 5,0-8,0 Bar
Air Inlet 1/4"
Weight 0,50 Kg
Quantity/Box 10

Traction Power 1200 kg

Blind Rivet Setting Capacity 2,4-3,2-4,0-4,8 mm
Rivet Material Aluminum
Lenght 270 mm

Air Hose 8 mm

Air Consumption 60 LT/Min.
Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"
Weight 1,50 Kg
Quantity/Box 10

—

m AIR HYDROULIC RIVETER SET m

Traction Power 1200 kg y
Blind Rivet Setting Capacity 2,4-3,2-4,0-4,8 mm '
Rivet Material Aluminum

Lenght 270 mm

Air Hose 8 mm
Air Consumption 60 LT/Min.

Working Pressure 6,3-8,0 Bar

Air Inlet 1/4"

Weight 1,50 Kg

Quantity/Box 4

— 7
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ATTENTION: The tensile strength of the Pop Rivet you use
must be below the tensile capacity of the product.

74

AIR HYDROULIC RIVETER AIR HYDROULIC RIVETER

VACUUM
Traction Power 7.0 KN.
Blind Rivet Setting Capacity 2,4-3,2-4,0-4,8 mm
Rivet Material Alu. - Steel
Air Hose 8 mm
Air Consumption 60 LT/Min.
Working Pressure 9,0-7,0 Bar
Air Inlet 1/4"
Weight 1,10 Kg
Quantity/Box 4

291

ATTENTION: The tensile strength of the Pop Rivet you use
must be below the tensile capacity of the product.

VACUUM
Traction Power 10,0 KN.
Blind Rivet Setting Capacity 3,2-4,0-5,0 mm
Rivet Material Alu.-Copper-Steel
Air Hose 8 mm
Air Consumption 60 LT/Min.
Working Pressure 9,0-7,0 Bar
Air Inlet 1/4'
Weight 1,50 Kg
Quantity/Box 4
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317 317

320
320

ATTENTION: The tensile strength of the Pop Rivet you use ATTENTION: The tensile strength of the Pop Rivet you use
must be below the tensile capacity of the product. must be below the tensile capacity of the product.

VACUUM VACUUM
Traction Power 15,30 KN, Traction Power 18,0KN.
Blind Rivet Setting Capacity 4,0-5,0-6,4 mm Blind Rivet Setting Capacity 4,8-6,4 mm
Rivet Material Alu.-Copper-Steel-Monobold Rivet Material Alu.-Gopper-Steel-Hemlok
Air Hose 8 mm Air Hose 8 mm
Air Consumption 60 LT/Min. Air Consumption 60 LT/Min.
Working Pressure 5,0-7,0 Bar Working Pressure 5,0-7,0 Bar
Air Inlet 1/4" Air Inlet 1/4"
Weight 1,60 Kg Weight 1,60 Kg
Quantity/Box 4 Quantity/Box 4

— 7
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m AIRRIVETNUTTOOL /1,480 $ w AIRRIVET NUTTOOL /1,690 §

282

M3-10

Traction Power

Blind Rivet Setting Capacity
Rivet Material

Air Hose

Air Consumption
Working Pressure

Air Inlet

Weight

Quantity/Box
Standard Accessories:

20,50 KN.
M3-4-5-6-8-10 mm
Alu.-Copper-Steel
8 mm
60 LT/Min.
5,0-7,0 Bar
1/4"
2,10 Kg
1
4-5-6-8-10mm
Connector

317

M4-12

Traction Power
Blind Rivet Setting
Capacity

Rivet Material

Air Hose

Air Consumption
Working Pressure

Air Inlet

Weight

Quantity/Box
Standard Accessories:

115

30.50 KN.
M4-5-6-8-10-12 mm

Alu.-Copper-Steel
8 mm
60 LT/Min.
95,0-7,0 Bar
1/4"
2,46 Kg
1
4-5-6-8-10mm
Connector
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Working principle

The diagramm shows how two metal plates are joined together
(pressed together) in a plug-type screw connection by the tighte-
ning of one nut. The angle of pitch of the thread is responsible the
fort he resulting tensile force produced in the screw. A wind up
force is caused by a tensile force. This pre-tension force is decisive
fort he optimum screw connection. Why? An optimally tightened
screw connection develops sufficient resistance against being loo-
sened. If the pre-tension force is too weak, the screw connection

Torgue

| Preload

might vibrate or loosen. If the pre-tension force is too great, the
danger exists that the screw connection might fracture. You can
achieve the optimum pre-tension force with the correct tightening
torque. Every screw connection has a certain tightening torque for
various fastening requirements. Only if these values are taken into
consideration it is possible to tighten a screw connection to a certa-
in pre-tension force in a manner which is safe, works properly and
is cost-effective.

Thread with friction

Nut engaging

srlace

Connection | Tensile strength
surlace of screw

ForceF=
20 Newton

Lever
L =2 meter

Lever
L= 1meter

The set torque Mxw when using special spaners
is determined along the following lines:

Lever bearing area
Pivot point = Impact point

<=

78

F

Joint belween screw components

The diagram shows dependencies of force F and lever L
on the torque on the base of 2 examples

In order to determine the relevant torque, we employ the
formula MA=FxL

(1)MA=FxL=20Nx1m=20N-m (Newton meters)
(2)MA=FxL=20Nx2m =40 N-m (Newton meters)

This means that the actual torque applied to the screw changes
if the hand's position on the wrench changes.

= Hand pressure

My = Settorque, which has to be set on the scale of the aluminum torgue wrench
M, =Tightening torque, used to tighten the screw or nut

L

Ix

= Distance from the middle of the square drive of the aluminum torgue wrench
to the middle of the handgrip

= Distance from the middle of the square drive of the aluminum torgue wrench
to the middle of the screw or nut (also called depth gauge end fitting)

L,

- A

L

T Displaced pivot point
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‘ REVERSIBLE TORQUE WRENCH ‘

*

*

*

*

8 different models between 2 Nm - 1000 Nm
Adjustable torque wrench with square drive for
controlled bi-directional tightening

Ratchet head model

Easily readable dual scale N-m and Ibf-ft below a
window

Additional micrometer scale for setting interim value
Loud click sound and strong impulse when required-
torque is reached

Ergonomically shaped and convenient plastic handle
grip

Locking button enable reliable locking of the torque
setting

* % %k *

Tolerance of torque at clockwise + %3

Tolerance of torque at counterwise + %4

Quality meets DIN ISO 6789&ASME B107.300- 2010
Serial number: Each piece engraving serial number for
traceability

Lap Ratchet

PT-25 2-25 1,5-18 1/4'
PT-50 5-50 3,7-37 3/8"
PT-100 10-100 8-75 1/2”
PT-200 20-200 10-150 1/2"
PT-300 60-300 45-220 1/2"
PT-420 60-420 45-310 1/2"
PT-600 100-600 75-440 3/4"
PT-800 150-800 110-590 3/4"
PT-1000 200-1000 150-740 3/4"

0,25
0,50
1,0
1,0
2,0
2,0
2,0
2,0

298

363 72T 555 260

455 72T 1,110 280

513 72T 1,280 310

605 72T 1,450 330

605 72T 1,450 380
1,040 72T 4,650 1,100
1,235 727 5,450 1,250
1,235 72T 5,450 1,350
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*  Adjustable torque wrench with square drive for controlled *  Quality meets DIN ISO 6789&ASME B107.300- 2010
bi-directional tightening *  Serial number: Each piece engraving serial number for

*  Ratchet head model Traceability

Loud click sound and strong impulse when required

torque is reached

Tolerance of torque at clockwise + %3 Press

Tolerance of torque at counterwise + %4 it down

2

Easy locking and
adjustment

Ratchet
Setting Mechanism

PT1500  300-1500 2581070  1' 10 1850 24T 10600 2,350

‘ REVERSIBLE TORQUE WRENCH ‘

*

Weight g | Price $

Adjustable torque wrench with square drive for *  Tolerance of torque at counterwise + %4

controlled bi-directional tightening *  Quality meets DIN ISO 6789&ASME B107.300- 2010
*  Ratchet head model *  Serial number: Each piece engraving serial number for
*  Loud click sound and strong impulse when required traceability

torque is reached
Tolerance of torque at clockwise + %3

Press it ,...ﬁ-- Easy lock and adjustment I

JCrnmim——al

T
Bl F |
~Push 3 I Fasten the screw
A
| I |
%= LOCK

Socket Lap Ratchet
Size | Setting Mechanism

PT-2500  500-2500 443771 1° 20 275 36T 19600 4,500




‘ PRESET SLIPPING TORQUE WRENCH

Unique continuous slipping mechanism eliminates the risk of over-tightening
With 36T/48T ratchet-function for controlled clockwise direction

Easily readable dual scale N-m and Ibf-ft below a window

Additional micrometer scale for setting interim value

Ergonomically shaped and convenient plastic handle grip

Locking button enables reliable locking of the torque setting

Tolerance of torque + %6 (1-5 Nm, 2-10Nm)

Tolerance of torque £ %4 (5-25 Nm, 10-60Nm)

Quality meets DIN ISO 6789&ASME B107.300-2010

* % X ok ok X X %

Square

A2

HOW TO WORK Ratchet Gear
Cylinder
When the torque

value is reached, the
mechanism passes over
the roller and resets

automatically.

I'r

Drive Graduation
PTK - 05 1-5 36T 1/4' 0,05
PTK-10 2-10 36T 1/4" 0,1
PTK - 25 5-25 36T 1/4" 0,1
PTK - 60 10-60 48T 3/8" 0,25
PTK - 100 25-100 48T 1/2" 0,50

260 520 260
260 520 297
320 590 308
355 655 368
475 1430 600

‘ REVERSIBLE TORQUE WRENCH ‘

*  Adjustable torque wrench with square drive for controlled bi-directional
tightening

Ratchet head model

Loud click sound and strong impulse when required torque is reached
Tolerance of torque at clockwise + %3

Tolerance of torque at counterwise + %4

Quality meets DIN ISO 6789&ASME B107.300- 2010

Serial number: Each piece engraving serial number for traceability

* 0% kX kX

-------

o

b

O—1 & : ]

PTE-K12 SPARE SQUARE

Code N.m Ibf.ft Socket Size (L mm | hmm | b mm |Weightg| Price$
CPTE35 | 25-135Nm  20-1000bfft  1/2° 556 3225 3189 1600 235
CPTE225  50225Nm  40-160Ibfft 12 600 3225 3189 2300 245
CPTE-330 | 70-330Nm  50-250Mbfft  1/2° 805 3235 325 2600 320

-m_mm

| PTE-K12 172" 48,5

850
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Interchangeable Type *  Loud click sound and strong impulse when
required torque is reached
* 7 different models between 2 Nm - 1000 *  Ergonomically shaped and convenient plastic
Nm handle grip
*  Suitable to standart insert tools (9x12 & * Locking button enable reliable locking of the

torque setting

Tolerance of torque at clockwise + %3

* Quality meets DIN ISO 6789&ASME
B107.300-2010

Serial number: Each piece engraving serial
number for traceability

14x18)

Quick release design

*  Easily readable dual scale N-m and Ibf-ft
below a window

Additional micrometer scale for setting
interim value

o — N )

PTU-25/PTU-50 i :

PTU-100/ PTU-200

PTU-300/ PTU-420 PTU-600
PTU-600/ PTU-800 PTU-1000
PTU-1000
oo |t L e 0 e e L L e
Drive
PTU-25 2-25 3,5-18 9x12 17,50 302
PTU-50 5-50 3,9-37 9x12 0,25 17,50 340 630 240
PTU-100 10-100 8-75 9x12 0,5 17,50 413 1,286 275
PTU-200 20-200 10-150 14x18 1 25,00 910 1,400 285
PTU-300 60-300 45-220 14x18 1 25,00 997 1,602 305
PTU-420 60-420 45-310 14x18 1 25,00 297 1,602 350
PTU-600 100-600 =~ 92-424 14x18 2 25,00 988 4,600 1,000
PTU-800 150-800 110-590 14x18 2 25,00 1,178 5,400 1,200
PTU-1000 = 200-1000  166-719 14x18 2 25,00 1.178 5,400 1,300
62 G
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* CR-V steel
Chrome plated B N\_'L".ﬁ‘b\ .__.J'(_‘
AT
Lw*_|
9x12 RING INSERT TOOL 14x18 RING INSERT TOOL
Prlce Lw Pru:e
(mm) (mm) (mm) | (mm) (mm)
7421-07W 175 408 | 19,8 40,00 7422-13W 250 61,5 30,0 12,0 49,00

7421-08W 08 175 408 198 80 37 | 40,00 7422-14W 14 | 25,0 62,0 30,0 12,0 132 | 49,00

7421-10W | 10 | 175 426 200 80 = 39 | 40,00 7422-15W| 15 | 25,0 1 62,5 30,0 12,0 132 | 49,00

AW 11 175 435 202 80 42 | 40,00 7422-16W 16 | 25,0 62,5 30,0 12,0 137 | 49,00

7421-12W 1 12 175 440 222 120 51 | 40,00 7422-17W| 17 | 25,0 64,0 305 125 141 | 50,00

7421-13W 13 175 445 222 120 51 | 40,00 7422-18W 18 | 25,0 64,5 305 12,5 139 | 50,00

7421-14W 14 175 460 235 120 53 40,00 7422-19W 19 25,0 66,0 31,0 125 145 50,00

7421-15W 15 175 467 246 120 54 40,00 7422-21W 21 250 674 334 150 151 55,00

7421-16W | 16 | 175 470 264 130 57 | 43,00 7422-22W 22 250 68,0 352 150 157 | 55,00

A-17wW | 17 | 175 | 473 0 27,3 130 56 | 43,00 7422-24W 24 | 250 69,5 374 150 162 | 61,00

7421-18W | 18 | 17,5 | 484 | 290 130 @ 58 | 43,00 7422-27W| 27 | 31,0 775 41,7 175 205 | 68,00

7421-19W 19 175 494 310 130 63 | 43,00 7422-30W 30 31,0 79,0 453 17,5 204 | 68,00

H27-21W 21 | 175 498 334 147 68 | 43,00 7422-32W| 32 | 31,0 803 47,8 175 214 | 68,00

7a21-2wW 22 175 514 350 147 72 43,00 7422-34W 34 1 31,0 823 50,8 19,0 226 68,00

7422-36W| 36 | 31,0 82,6 53,0 19,0 230 | 71,00

7422-41W 41 1 31,0 855 593 19,0 235 71,00

A g
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* CR-V steel

* Chrome plated o JC" [
3 g - [
\ D -
j e ZTN
| = ¢
9x12 OPEN ENDED INSERT TOOL 14x18 OPEN ENDED INSERT TOOL

4100w 7 175 376 207 57 @ 37 39,00 741213W 13 | 250 580 295 70 @ 117 | 45,00
7411-08W 8 175 376 220 57 38 39,00 7412-14W | 14 | 250 580 314 70 120 @ 45,00
741-00W 9 175 376 235 57 38 39,00 7412-15W | 15 | 250 580 | 335 | 70 | 116 | 45,00
41100 10 175 308 248 57 42 39.00 7412-16W 16 250 585 360 70 128 45,00
741247W 17 250 595 370 90 = 138 48,00
7412-18W 18 250 604 390 90 136 48,00
7412-19W 19 250 615 406 90 = 140 48,00
7412-21W 21 250 615 455 11,0 160 54,00
741200 22 | 250 623 473 11,0 162 54,00
7412-23W 23 250 623 478 110 165 = 54,00
T412-4W 24 250 632 508 110 168 54,00
7412-5W 25 300 690 584 138 170 54,00
TAT-18W 18 200 452 390 77 60 42,00 7412:06W | 26 300 690 584 138 170 62,00
A-19W 19 0 200 452 46 77 64 42,00 T412-2TW 27 325 690 584 138 239 67,00
7411-21W 21 250 | 522 | 455 115 | 118 | 52,00 7412-30W 30 | 325 705 625 138 250 67,00
7411200 22 250 522 473 115 119 61,00 T412-32W 32 325 725 650 138 248 67,00
7411-24W 24 250 540 508 115 121 61,00 T412-34W 34 325 740 675 138 252 72,00
7TM121W 27 325 600 587 130 198 67,00 7412-36W 36 325 740 675 138 245 72,00
7411-30W 30 325 615 637 135 200 67,00 7412-38W 38 | 325 740 675 138 230 | 76,00

“-1w 11 175 398 0 260 | 57 40 | 39,00
112w 12 175 398 | 275 67 41 | 39,00
7411-13W | 13 | 175 400 288 @ 57 46 | 39,00
7411-14W 14 200 430 315 77 55 | 40,00
7411-15W | 15 | 200 @ 440 335 77 56 | 40,00
7411-16W 16 200 440 360 77 58 40,00
117w | 17 | 20,0 | 440 | 377 77 58 | 40,00

4130 32 325 630 650 135 198 670  [412:40W 40 400 805 834 138 316 76,00
TA12-41W 41 400 805 823 138 316 79,00

7412-46W | 46 500 911 986 200 399 | 176,00
7412-48W 48 | 500 969 1050 305 410 176,00
7412-50W | 50 50,0 969 1050 305 405 | 187,00
7412-55W | 55 | 50,0 = 969 | 1050 | 305 = 410 | 264,00
7412-70W | 70 845 1362 1492 335 710 | 374,00

7411-36W | 36 325 648 675 135 200 73,00
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ADAPTER

Size L
mm | (mm)

Code

=|

W
(mm)

1A

T
)

Price $ Code

Size L

mm | (mm)

W
)

T

(mm) Price $

7912 9xf2 | 242 22 144 5100 754418 14x18 373 295 215 63,00

HOOK HEAD INSERT TOOLS

Code
7562-28W
7562-40W
7562-50W
7562-58W
7562-80W

@ mm
28 - 36
40 - 45
50-55
58 - 62
80-90

LW (mm) L (mm)
77 120,8
77 128,5
77 128,5
77 133,5
77 1415

W (mm)
29,0
415
415
472
64,1

Al

T (mm)
8

8
8
8
8

Price $
91,00
97,00
103,00
115,00
133,00

ADJUSTABLE SPANNER INSERT HEAD

Code
3010007
3010008
3010017
3010009
3010010

5-27mm
5-30 mm
10 - 41 mm

5-30mm
10 - 41 mm

Socket Size
9x12
9x12
9x12
14x 18
14x18

Price $

143,00
143,00
154,00
154,00
154,00
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BTN KN
1/4" 72T 60

7431-02W (7531-02W) 9X12 57,00
7431-03W (7531-03W) 3/8" 9X12 727 140 67,00
7431-04W (7531-04W) = 1/2" 9X12 72T 150 73,00
7432-03W (7532-02W) 3/8" 14X18 72T 250 75,00
7432-04W (7532-04W) 1/2" 14X18 727 350 78,00
7432-06W (7532-06W) 3/4' 14X18 72T 780 140,00
RATCHET INSERT TOOLS

Square Drive Teeth | Weightg | Price $

75205 1/4" 9X12 48T 60 57,00

75305 3/8" 9X12 48T 135 67,00

75405 1/2" 9X12 48T 145 73,00

75407 1/2” 14X18 48T 340 78,00

75607 3/4' 14X18 48T 790 105,00

Female Male L
Square Drive| Square Drive

7412-0912W 9X12 14X18 45 100 40,00

Code Weight g Price $

7411-1418W | 14X18 9X12 50 180 48,00
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‘ INTERCHANGEABLE TORQUE WRENCH ‘

* Ergonomically shaped and convenient plastic handle grip
*  Locking button enable reliable locking of the torque setting
*  Applied to both clockwise and counterwise directions

Round Insert Tool Type

Use with standart insert tools (@16mm spigot end)
Quick release button design for easy insert head removal
Easily readable dual scale N-m and Ibf-ft below a window
Additional micrometer scale for setting interim value

Tolerance of torque at clockwise + %3
Quality meets DIN ISO 6789&ASME B107.300-2010

L

mmmm-m
240

PTV50 550 35-37 016 025  32mm 3
\ PTY-100 \10100\ 8-75 016 \ 050  32mm 435 \ 1,050 \ 275 \
CPTY-200  20-200 10-150 016 100 32mm 500 1230 320

‘ INTERCHANGEABLE ALUMINUM TORQUE WRENCH ‘

Industrial application with durah"itv *  Loud click sound and strong impulse when required torque is

reached
* Use with standart insert tools (@16mm & @22mm spigot end) ’ g_hcrglrl',‘s‘?ofr’]lat'"g finish strengthens the material hardness&an-
* Quick release button design for easy insert head remove N (;Iluickl IuII out&easy adiustment with uniaue crank
* Lightweight yet robust; housing is made of aluminium alloy N ToIerar?ce of torqueyat cllockwise +9%3 g
* Multi-lever mechanism brings length independence and accu- , =0 i
rate torque Quality meets DIN ISO 6789&ASME B107.300-2010

CPTY-400 | 80400  60-300 @16 5 32 650 1550 1,250
CPTY-620 140620 100-450 @22 10 56 860 2900 2,250

— o
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* Chrome plated

’ @ |1

;»_, i i . A
ROUND RING INSERT TOOL 816 mm ROUND RING INSERT TOOL 822 mm
LW* Prlce LW* Prlce
(mm) (mm) (mm)| (mm) (mm)
7425-13W 62,25 | 23,50 42,00 7426-22W 98,50 38,00 15,0 55,00

7425-14W 14 32 6225 2350 12 135 42,00 7426-24W 24 56 98,50 38,00 15,0 430 55,00

7425-15W | 15 32 16225 2350 12 | 135 | 42,00 7426-27TW| 27 | 56 (102,75 46,50 17,0 420 | 75,00

7425-16W | 16 32 6475 2850 13 | 145 | 44,00 7426-30W 30 56 102,75 46,50 17,0 420 | 75,00

7425-17TW | 17 32 6475 2850 | 13 | 145 | 44,00 7426-32W| 32 = 56 (106,50 55,0 20,0 450 | 75,00

7425-18W | 18 32 6475 2850 13 | 145 | 44,00 7426-34W 34 56 106,50 55,0 20,0 450 | 75,00

7425-19W | 19 32 6625 3150 14 | 150 | 44,00 7426-36W| 36 = 56 (106,50 55,0 20,0 450 | 75,00

7425-20W | 20 32 6625 3150 14 | 150 | 44,00 7426-41W 41 56 115,50 72,0 22,0 450 | 77,00

7425-21W | 21 | 32 6625 31,50 14 | 150 | 44,00 7426-46W| 46 = 56 (115,50 72,0 22,0 450 | 83,00

7425-2W 22 32 7025 3950 15 195 46,00

7425-23W 23 | 32 7025 3950 15 195 | 46,00

7425-24W 24 32 7025 3950 15 195 46,00

7425-27TW | 27 32 70253950 15 | 195 | 53,00
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* CR-V steel

* Chrome plated I

ROUND OPEN ENDED INSERT TOOL @16 mm ROUND OPEN ENDED INSERT TOOL 022 mm

Size| LW | L W | T ([Weight| Price Size| LW*| L W | T ([Weight| Price
mm | (mm) | (mm) | (mm) [(mm)| g | $ mm ((mm)| (mm) |(mm)|(mm)| g | $

7415-13W | 13 32 58,50 | 3450 | 8 | 145 | 42,00 7416-22W | 22 56 | 91,00 52,00 11,0 350 | 53,00
7415-14W 14 | 32 58,50 34,50 145 42,00 7416-24W 24 56 | 91,00 52,00 11,0 350 | 53,00
7415-15W 15 32 58,50 | 34,50 145 42,00 7416-27W 27 | 56 | 94,00 64,00 120 420 68,00
7415-16W 16 32 60,50 41,50 160 43,00 7416-30W 30 = 56 94,00 64,00 120 420 68,00
7415-17W 17 | 32 60,50 | 41,50 160 43,00 7416-32W 32 | 56 = 97,00 7550 120 465 68,00
7415-18W 18 32 60,50 41,50 160 43,00 7416-34W 34 56 @ 97,00 7550 120 465 75,00
7415-19W 19 | 32 62,00 4500 10 = 180 | 43,00 7416-36W 36 56 | 97,00 7550 12,0 = 465 | 75,00
7415-20W | 20 32 62,00 4500 10 = 180 | 46,00 7416-41W 41 56 | 10350 94,00 120 535 | 86,00
7415-21W | 21 32 62,00 4500 10 | 180 | 46,00 7416-46W 46 = 56 | 103,50 94,00 120 535 | 97,00
7415-22W | 22 32 63,50 56,00 11 230 | 53,00
7415-23W 23 | 32 6350 56,00 11 230 | 53,00
7415-24W 24 32 6350 56,00 11 230 53,00
7415-21W 27 32 6350 56,00 11 230 | 55,00
7415-30W 30 32 63,00 6800 12 = 285 64,00
7415-32W | 32 32 63,00 6800 12 | 285 | 66,00
7415-36W 36 = 32 6300 6800 12 = 285 68,00

‘ ROUND RATCHET INSERT TOOLS ‘

* CR-V steel ('-‘-.

* Chrome plated

Code Code

O O O oo oo

60437

- -
e | Swaedrve L Teeh | Weight | Prs$
| 60256 | 172 B TR 72T | 350 Cou
| 60437 | 34 - 02 24T | 780 o

— L
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‘ ALUMINUM TORQUE WRECH ‘

* Industrial application with durability *  Chrome plating finish strengthens the material hard-
*  Single drive design for appliying to clockwise direction; ness&anti-collision

both push& no-push are available for selection. * Quick pull out&easy adjustment with unique crank
*  Lightweight yet robust; housing is made of aluminium *  Tolerance of torque + %3

alloy * Quality meets DIN ISO 6789&ASME B107.300-2010

*  Multilever mechanism brings length independence
and accurate torque

*  Loud click sound and strong impulse when required
torque is reached

B = = o) — e ————— |
gﬁ. — ————
D Y
PTS-1000 / PTS-1500 / PTS-2000 PTS-3000

II-I::;I‘I;: Weight g | Price $
PTS-760 140-760 Nm = 100-560 Ibf.ft 3/4" 827 - 3.000 2,000
PTS-1000 200-1000 Nm  140-740 Ibf.ft 3/4" 1.413 762 3.800 2,450
PTS-2000 750-2000 Nm - 1" 2.370 1.690 11.700 3,800
PTS-3000 1500-3000 Nm = 1.1/2" 2.820 2.040 16.400 5,100
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‘ TORQUE SCREWDRIVER ‘

* 5 different models between 5 cNm - 9 Nm

*6.3mm (1/4"") Hex drive for bit

*  Applied to both clockwise and counterwise directions

*  Release the locking knob when reached the setting torque
value

*  Easy to ready laser scale (Nm ve in-lb)

Ergonomic comfort rubber grip

*  Tolerance of torque: accurancy + %6

*  Serial number: Each piece engraving serial number for trace-

ability

Square
e L L [ e L e
230

TTR-06 5-60cNm - 01/4” 0,5 ‘ 100 ‘

Graduation
TTR-1.2 0,1-1,2Nm 1,33-10,18 O 1/4" 0,01 180 230 270
TTR-3.5 1-3,5Nm 11,06 - 28,77 O 1/4" 0,05 195 340 280
TTR-6 1-6Nm 13,28 - 48,68 O 1/4" 0,10 195 340 285
TTR-9 4-9Nm 39,83 - 75,23 O 1/4" 0,10 195 340 295

— o
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‘ DIGITAL TORQUE WRENCH ‘

Industrial application Specifications

High accuracy torque tools for quality auditing and production application Accuracy: %1

Easy and flexible operation of design Memory: 10 readings

Different models between 10 Nm - 200 Nm Unit Selection: Nm,ft.Ib, in.Ib, kg-m

Applied to both clockwise and counterwise directions Operating Temperature: -10° ...+55

Supplied in a plastic box Storage Temperature; -10° ...+55°

Serial number: Each piece engraving serial number for traceability RS-232 Data Out

Tolerance of torque at clockwise + %1 Humidity: %0...99

Tolerance of torque at counterwise + %1,5 Battery: 1.5V AA hattery (do not use low self-discharge hattery)
Warranty: 1year

R N

O T A

Alarm Buzzer Torque Reading Indicator Units of Measure

I N N N N T AT
©ETC0ON 10400 | | | |
© ETC100NS  10-100 172" M0 1060 50
© ETC200N 20200 1/2° o580 1350 600

‘ VDE INSULATED TORQUE WRENCH ‘

Insulated Appliances

Electro Shock Prevention
Meets all the requirements of the VDE Standards
Relevant international standards (IEC 60900)

* %k ok

Lap
“ﬂﬂﬂﬂ-ﬂﬂw

NS2-30N  6-30 01 382 119 2994 30 347 720 500
\ INS2-60N 1060 0,25 \ 38,2 \ 67 \ 119 3506 30 \ 347 850 570
©INS2-100N 20100 025 382 67 119 4011 30 365 1050 590

o s
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INSULATED RATCHED HANDLE ‘

Lap

Code A
R38 38"

Setting L 1 i L
45 36 64 11 198 18 28 350 138

‘ INSULATED EXTENSIONS ‘

S
L e - I
Code A L mm D D1 Weight g Price $

. 386 38 167 163 222 160 31
IE-3810 3/8” 268 222 260 38

° @

ENDDONEINEN ENODDEEIC

2D
@D1

15-3806 224 147 430 24,00 S-3813 213 224 43 30 24,00
I5-3807 7 224 147 430 30 1 24,00 153814 14 2563 224 443 385 1 24,00
I5-3808 |~ 8 224 170 430 30 1 24,00 IS-3815 | 15 263 224 443 470 1 24,00
15-3809 9 224 170 430 30 1 2400 IS-3816 16 263 222 464 470 1 24,00
I5-3810 10 224 194 430 30 1 24,00 IS-3817 17 292 222 464 540 1 24,00
1S-3811 11 224 194 430 30 1 24,00 IS-3818 18 292 222 464 580 1 24,00
15-3812 12 224 213 443 30 1 24,00 1S-3819 19 292 222 464 610 1 = 24,00

— 5
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L I B
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‘ DIGITAL SCREWDRIVER ‘

Digital torque value readout

CW and CCW operation

Peak hold and track mode selectable

Buzzer and LED indicator for the 9 pre-settable target torques

Engineering units (cN-m, in-lb, kg-cm) selectable

50 data memory for recall and joint torque auditing
Communication functions

Auto power off after about 5 minutes idle
Rechargeable batteries are compatible

Bit size (inch) QO (@R V% (@R V7%
Head type Bits Bits Bits
Length (mm) 193 203 203
Pre setting no 9 pcs 9 pcs 9 pcs
LED light and colours 2 LEDS (1 Red+1 Green)

Buzzer Yes Yes Yes
Button 5 9 )
Unit selection cN.m/ in.lb / kg.cm

Torque measuring range 550 SN (0.05-0.5 Nm) 10~200 chi-m (0,1-2.0 Nim) 20~400 chi-m (0.2-4.0 Nim)

0.44~4.42 in-Ib 0.88~17.7 in-Ib 1.77~35.39 in-Ib

Accuracy guaranteed 10~50 cN-m 40~200 cN-m 80~400 cN-m
range 0.88~4.42 in-Ib 3.54~17.7 in-Ib 7.07~35.39 in-Ib

+2%(CW) +2%(CW) +2%(CW)
Accuracy

+3%(CCW) +3%(CCW) +3%(CCW)
Data memory size o0 a0 a0
Communication No No No

PRICE 795 $ 795 $ 795 $




GAV.

‘ DIGITAL ARTICULATED TORQUE WRENCH ‘

L S R

Digital torque value readout

accurancy + %3

CW and CCW operation

Peak hold and track mode selectable

Buzzer and LED indicator

Engineering units (N-m, in-lb, kg-cm) selectable
Auto power off after about 5 minutes idle
Rechargeable batteries are compatible

Including

Bit size (inch)

Head type

Length (mm)

LED light and colours
Buzzer

Unit selection

Torque measuring range

Accuracy guaranteed range

Accuracy
Data memory size

Communication

1 Piece Wrench
2 Piece 1/4” Socket (11 mm ve 12 mm)
1 Piece Valve Stem Torque Tool

RIS
Bit Head

216

2 Led (1 Red + 1 Green)
Yes

N.m /ft.Ilb /in.Ib / kg.cm

0,6~12 N.m
0.44~8,85 ft.Ib

2,4~12 N.m
1,77~8,85 ft.Ib

+3%(CW) - +4%(CCW)
No

No

PRICE 645 $
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G AV
DIGITAL ANGLE ADAPTER DA SERIES DIGITAL PROTECTOR AND TORQUE ADAPTER

*  Digital angle value readout *  Multiple functions including " Angle Setting”, “Torque Set-
* £ %2 (rotating 90%at speed of 30°/sec) ting”, "Unit Setting”’, “"Mode Setting”, “Data Storage”,
*  CW and CCW operation "Data Clear”, "Data Output” and "Online Calibration”
*  Buzzer and LED indicator for the 9 presettable target * 9 pre-setting target torque values

torques *  Functions in both clockwise and anticlockwise directions
* 50 data memory for recall and joint torque auditing *  LCS display showing N-m, ft-lb, in-Ib, kg-cm and angle me-
*  Auto power off after about 2 minutes idle asurements
*  AAA regular and rechargeable batteries are compatible *  Data memory size (torque and angle) 50

While using and the screen is invisible, the 12 LEDs would
side visible to provide notice for target value

* With magnet
Bit size(inch) W2 W2
Pre setting No 9 pcs 9 pcs
. LED lightand 45| £py (2 Red+10 Green)
Angle accuracy +-2 colours
Buzzer Yes Yes
Angle measuring range 1° Unit Selection  N.m/ ft.Ib/ in.Ib/ kg.cm/ ag|

LED light and colours | 6 LED (1 Red + 5 Green) Torque&Angle 6.8~135N-m  17~340 N-m
Measuring 9~99.5 ft-lb  12.5~250.7 ft-lb

— Yes range 1~360° 1~360°
Unit Selection Angle Accuracy 27~135 N-m  68~340 N-m
_ guaranteed  19.9~99.5 ft-Ib 50.1~250.7 ft-lb

Pre setting No 9 pes range 1~360° 1~360°

. Angle _ho
Data memory Size a0 accuracy +-2
Communication No Torque +3%(CW) +3%(CW)
Battery AAA X 2 accuracy +4%(CCW)  +4%(CCW)
Weight 0,05 Kg omaemory 50 50

PRICE 310 $ PRICE 540 $ 580 $
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‘ DIGITAL TORQUE WRENCH ‘

% o 3k X 3k

Digital torque value readout

accurancy + %2

CW and CCW operation

Peak hold and track mode selectable

Buzzer and LED indicator

Engineering units (N-m, in-lb, kg-cm) selectable
Auto power off after about 5 minutes idle
Rechargeable batteries are compatible

Model

Bit size(inch)
Head type
Lenght mm
Gear teeth

LED light and colours

Unit Selection

Torque & Angle
Measuring range

Accuracy
guaranteed range

Torque accuracy

Data memory size
Communication
Resolution
Battery

Weight

PRICE

"y

DBPE-006 DBPE-012 DBPE-020
(@ RV/% Q14 Q14
Fixed lever type ratched
216 216 216
60 60 60
2 LED (1 Red+1 Green)

N.m/ft.lb /in.Ib / kg.cm
0,3~6 N.m 0,6~12 N.m 1~20 N.m
0,221~4,424 ft.Ib 0,44~8,85 ft.Ib 0,74~14,75 ft.Ib
2,65~59,09in.1b 5,3~106,2 in.Ib 8,80~177 in.lb
3,06~61,22 kg.cm 6,1~122,4 kg.cm 10,2~204,1 kg.cm
1,2~6 N.m 2,4~12 N.m 4~20 N.m
0,88~4,424 ft.Ib 1,77~8,85 ft.Ib 2,95~14,75 ft.Ib
10,6~59,09 in.Ib 21,2~106,2 in.Ib 35,40~177 in.Ib
12,2~61,22 kg.cm 24,5~122,4 kg.cm 40,80~204,1 kg.cm
+2%(CW) +2%(CW) +2%(CW)
+3%(CCW) +3%(CCW) +3%(CCW)
No No No
No No No
0,001 N.m 0,001 ft.Ib0,01 in.Ib 0,01 kg.cm
AAA x 1 AAA x 1 AAA x 1
0,26 Kg 0,26 Kg 0,26 Kg
680 $ 680 $ 680 $

CW: Clockwise directions CCW: Anticlockwise directions
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DIGITAL TORQUE WRENCH

Digital torque value readout

accurancy = %2

CW and CCW operation

Peak hold and track mode selectable

Buzzer and LED indicator

Engineering units (N-m, in-lb, kg-cm) selectable
Auto power off after about 5 minutes idle
Rechargeable batteries are compatible

o

Bit size (inch)

Head type

Lenght mm

Gear teeth

LED light and colours
Unit Selection

Torque & Angle
Measuring range

Accuracy
guaranteed range

Torque accuracy

Data memory size
Communication
Resolution
Battery

Weight

PRICE

(]

DTPE-012 DTPE-030 DTPE-085
| RIZE - RIS - RIEK
Fixed lever type ratched
216 216 290
60 60 60
2 LED (1 Red+1 Green)
N.m /ft.Ib /in.lb / kg.cm
0,6~12 N.m 1,5~30 N.m 4,2~85N.m
0,44~8,85 ft.Ib 1,11~22,12 ft.Ib 3,1~62,7 ft.Ib
5,3~106,2 in.Ib 13,3~265,5in.Ib 37~752 in.1b
6,1~122,4 kg.cm 15,31~306,1 kg.cm 43~867 kg.cm
2,4~12 N.m 6~30 N.m 17~85 N.m
1,77~8,85 ft.Ib 4,4~2212 ft.lb 12,5~62,7 ft.Ib
21,2~106,2 in.lb 53~265,5 in.Ib 150~752 in.Ib
24,5~122,4 kg.cm 61~306,1 kg.cm 173~867 kg.cm
+2%(CW) +2%(CW) +2%(CW)
+3%(CCW) +3%(CCW) +3%(CCW)
No No No
No No No
0,001 N.m 0,001 ft.Ib0,01 in.Ib 0,01 kg.cm
AAA x 1 AAA x 1 AAA x 1
0,60 Kg 0,60 Kg 0,75 Kg
680 $ 680 $ 710 $

CW: Clockwise directions CCW: Anticlockwise directions
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DIGITAL TORQUE WRENCH

libration”’

Multiple functions including "Angle Setting”, “Torque
Setting”, "Unit Setting”, “Mode Setting”’, “'Data Sto-
rage’’, "Data Clear”, “Data Output” and "Online Ca-

9 pre-setting target torque values

Functions in both clockwise and anticlockwise direc-

tions

Audible and visible torque confirmation by means of
buzzer and 2 LED display
Data memory size 250

Bit size(inch)
Head type
Lenght mm
Pre setting no

Gear teeth

LED light and colours

Unit Selection

Tork & Angle
measuring range

Accuracy guaranteed

range

Torque accuracy

Data memory size
Communication
Weight

PRICE

/4

390
9 pcs
36

1.5~30 N-m
1.11~22.12 ft-Ib
13.3~265.5 in-lb

15.3~306.1 kg-cm
6~30 N-m
4.4~22.12 ft-Ib
53~265.5 in-Ib
61~306.1 kg-cm

+1%(CW)
+2%(CCW)
250
Yes
1,36 Kg
900 $

Wi Wi
Fixed lever type ratched
930 650
9 pcs 9 pcs
36 36
2 LED (1 Red+1 Green)
N.m/ ft.Ib/ in.Ib/ kg.cm/ Angle
10 -200 N-m 17-340 N-m
29.5~147.5 ft-Ib 12.5~250.7 ft-Ib
354~1770 in-Ib 150~3009 in-Ib
408~2041 kg-cm 173~3469 kg-cm
40 -200 N-m 68-340 N-m
29.5~147.5 ft-Ib 50.1~250.7 ft-Ib
354~1770 in-Ib 602~3009 in-Ib
408~2041 kg-cm 694~3469 kg-cm
+1%(CW) +1%(CW)
+2%(CCW) +2%(CCW)
250 250
Yes Yes
2,14 Kg 2,34 Kg
10008 | 1,020
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PN DIGITAL TORQUE WRENCH s

Standard functions including torque setting, unit setting, mode setting and online calibration
Functions in both clockwise and anticlockwise directions

LCD display showing N-m, ft-lb, in-lb and kg-cm measurements

Audible and visible torque confirmation by means of buzzer and side LED display

Easy set-up per application

* % X 3k ok

100

oL B— - ——
Bit size(inch) RIS K
Head type Fixed lever type ratched
Lenght mm 1220 1800
Gear teeth 48 48
LED light and colours 12 LED (4 Red+8 Green)
Unit Selection N.m/ ft.Ib/ in.Ib/ kg.cm N.m/ ft.Ib
42.5~850 N-m
Torque & Angle 31.3~626.8 ft-Ib 100 -2000 N-m
Measuring range 376~7521 in-Ib 74~1475 ft-Ib
434~8674 kg-cm
170~850 N-m
Accuracy 125.4~626.8 ft-Ib 400 -2000 N-m

guaranteed range

1504~7521 in-Ib
1735~8674 kg-cm

295~1475 ft-Ib

Torque accuracy +2.5%(CW) +2.5%(CW)
+3.5%(CCW) +3.5%(CCW)

Weight 9kg 14 kg

PRICE 2,300 $ 4,000 $
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Digital torque value readout

accurancy = %2

CW and CCW operation

Peak hold and track mode selectable

Buzzer and LED indicator

Engineering units (N-m, in-lb, kg-cm) selectable
Auto power off after about 5 minutes idle

Rechargeable batteries are compatible
=

DTUA - 135/DTUA - 200 / DTUA - 340

L]
L o

* % o 3k kX 3k ok

DTDE - 500

Model DTUA-030 DTUA-135 DTUA-200 DTUA-340 DTDE-500
Bit size (inch) Wi W2 W2 W2 | KIS
Head type Fixed lever type ratched
Dimensions WxHmm 9x12 9x12 9x12 14x18 3/4” DR
Lenght mm 390 410 545 640 930
Gear teeth 52T 52T 52T 52T 48T
LED light and colours 2 LED (1 Red+1 Green) 12 LED (4 Red+8 Green)
Unit Selection N.m/ftIb/in.lb / kg.cm / Angle

1,5~30 N.m 6,8~135 N.m 10~200 N.m 17~340 N.m 25~500 N.m

Torque & Angle 1,11~22,12 1t 5~99,5 ft.Ib 174~14751t1b  12,5~250,7 ft.Ib 14,8~368,7 ft.Ib

: 13,3~265,5inlb  60~1195in.lb 88~1770intb  150~3009inlb 2214424 in.lb
Measurng range 1533061 kg.cm  69~1378kgem  102~2041 kgem 173~3469 kgem  255~5102 kg.cm
1~360° 1~360° 1~360° 1~360° 1~360°
6~30 N.m 27-135 N.m 40~200Nm  68~340 N.m 100~500 N.m
44~22121tlb  199~995ftlb  295-1475ftlb 50,1~2507 ftlb  73,7~368,7 ft.b

ey 5326550  239-11950nlb  354-1770indb  602-3009inJp  835-4424 inlp
Quaranteed range | §1.306,1 kg.cm = 276~1378 kgem  408~2041kgem 694~3469 kgem  1020~5102 kg.cm
1~360° 1~360° 1~360° 1~360° 1~360°
+2%(CW) +2%(CW) £2%(CW) 2% (CW) +2 5%(CW)
Torque accuracy
+3%(COW) +3%(CCW) +3%(CCW) +3%(CCW) +3,5%(CCW)
Data memory size No No No No No
Communication No No No No No
Resolution 0,001 N.m 0,001 t.1b0,01 in.b 0,01 kg.cm / 1°
Battery AAA x 1 AAA x 1 AAA X 1 AAA x 1 AAA x 1
Weight 0,790 Kg 0,980 Kg 1,370 Kg 1,520 Kg 2,950 Kg
PRICE 1,100 $ 1,100 $ 1,140 $ 1,200 $ 2,370 $

CW: Clockwise directions CCW: Anticlockwise directions

— n
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PN DIGITAL TORQUE WRENCH s

* Multiple functions including "Angle Setting”,
"Torque Setting”, "Unit Setting”, “Mode Set-
ting”’, ""Data Storage”, "Data Clear”, “Data Out- # g
put’” and “Online Calibration”

* 9 pre-setting target torque values y

* Functions in both clockwise and anticlockwise L
directions

* Data memory size 250
* While using and the screen is invisible, the 12

LEDs would side visible to provide notice for tar-
get value

This Product
With BLUETOOTH and WIRELESS features

Please contact for models.

Model DTU-030 DTU-060 DTU-135 DTU-200
Bit size (inch) | RS M5 | RIEK W2
Head type Interchangeable-round head ratchet
Lenght mm 390 415 415 930
Dimensions W x H (mm) 12x9 12x9 12x9 18x 14
Axial Distance (mm) 17,5 17,5 17,5 25
Gear teeth 9 adet 9 adet 9 adet 9 adet
Gear Teeth 52 52 52 52
LED light and colours 12 LEDS (2 Red+10 Green)
Unit Selection N.m/ ft.Ib/ in.Ib/ kg.cm/ Angle

1.5~30 N-m 3~60 N-m 6.8-135 N-m 10-200 N-m

Torque & Angle 1.11~22.12 ft-lb ~ 2.21~44.24 ft-Ib 5~99.5 ft-Ib 7.4~147 5 ft-Ib

13.3~265.5in-Ib  26.5~530.9 in-Ib 60~1195 in-Ib 88~1770 in-Ib

Measuring range 455 3061 kg-cm 30.6-612.2 kg-cm  69~1378 kg-cm  102~2041 kg-cm

1~360° 1~360° 1~360° 1~360°
6~30 N-m 12~60 N-m 27-135 N-m 40-200 N-m
Accuracy 4.4~2212 ft-Ib 8.8~44.24 ft-Ib 19.9~99.5 ft-Ib 29.5~147.5 ft-Ib

guaranteed range 53~265.5 in-Ib 106~530.9 in-Ib 239~1195 in-Ib 354~1770 in-Ib
61~306.1 kg-cm = 122~612.2 kg-cm = 276~1378 kg-cm | 408~2041 kg-cm

Angle accuracy +/- 2° (Rotating 90°t speed of 30%sec)

Torque accuracy +1%(CW) +1%(CW) +1%(CW) +1%(CW)
+2%(CCW) +2%(CCW) +2%(CCW) +2%(CCW)

Data memory size 250 250 250 250

Communication Yes Yes Yes Yes

Weight 0,790 Kg 0,980 Kg 0,980 Kg 1,370 Kg

PRICE 1,400 $ 1,500 $ 1,500 $ 1,550 $
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DIGITAL TORQUE WRENCH / FOR AUTOMATION APPLICATIONS

AU Series Torque Wrenches are available in 6 models with a torque range of 1.5 Nm - 340 Nm. AU series Torque Wrenches conform to industry 4.0.
It works integrated with automation systems with the help of wireless communication protocols (Bluetooth - Wireless).

There are 2 types of torque indicators according to
user preference.

4 industry 4.0 compatible torque wrenches can
communicate with the wireless control unit
simultaneously.

Compatible with PLC or I/O control cards.

It is also compatible with serial communication
protocols such as Profilnet and Modbus.

CH = 432.0MHz
[H=432.0Miz o '9d=4 S
ld & 3 P t':d =1
t-id = ‘/ [H = 432.0MHz ,*
id=5
432.9MHz E-id = 1/
2 #

el TH = 432.0MHz
- fd-1

PC with Receiver App And RF Master

103




GAV,

FEATURES

Direction & Accuracy: CW+1%, CCW %1,5%
Operating Temperature: -5 ° C-+55° C

Storage Temperature: 20 ° C-+70° C
Humidity: 0-90%

Frequency: 2.4 GHz

Battery: 1.5V UM-4 (AAA) x 3

*  Distance: 20 meters

Please contact us for BLUETOOTH and WIRELESS

Featured models
()

L I R

Working
range

WTA-2000 1”1”7 | 200-2000Nm 92,5 77,50 55550 47 170,90 97,80 2,17 = 2,200

‘ WIRELESS TORQUE MULTIPLIER ‘

FEATURES

Direction & Accuracy: CW+1%, CCW +1,5%
Operating Temperature: -5 ° C-+55° C
Storage Temperature: 20 ° C-+70° C
Humidity: 0-90%

Frequency: 2.4 GHz

Battery: 1.5V UM-4 (AAA) x 3

*  Distance: 20 meters

Please contact us for BLUETOOTH and WIRELESS e R
Featured models

L I

Working | Transfer
range Rate

150-1500Nm  3:1 72,2 18290 221 421 40 9250 3,77 2,190

DTW-1500 1/2” 3/4”

1o s
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TORQUE MULTIPLIER - 2700 NM TORQUE MULTIPLIER — 4500 NM

*  Double planetary gear carriers provide high load capacity *  Double planetary gear carriers provide high load capacity

*  Transmission ratio 5:1 *  Transmission ratio 26: 1

*  Transmission accuracy + 5% *  Transmission accuracy + 5%

*  The setincludes 1 Straight and 1 Z type support arm. *  High power transmission offers lightweight solutions instead of
*  Supplied with special design plastic box long levers and heavy switches.

The set includes 1 Straight and 1 Z type support arm.
Robust design for long-lasting use.

Kickback safety mechanism for safe and comfortable use
Supplied with special design plastic box

L

T

Transfer Output m:e Transfer Output m:e
Rate ocke Rate ocke

PTA-2700 540 2700 51 34" 1 108 PTA-4500 173 4500 26:1 12" 1" 108

‘ TORQUE MULTIPLIER ‘

¥ Torque multiplication 1:10 & 1: 30 * Anti backlash mechanism for safety and comfortable
* Multiplication accuracy operation
* High ratio offer a idea to replace long lever arms and * Supplied with special design plastic box

heavy wrenches

Robust construction for long time use

-

b=

k

PTA-4000 PTA-1500 out \\

PTA-1500 150 110 1500 1100 = 10:1 12" 3/4” 75 237 200 193 3400 1,050
PTA-4000 400 300 4000 3000  10:1 172" 1.1/2" 108 257 228 265 13000 2,650

— 10
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‘ TORQUE MULTIPLIER VERTICAL TYPE ‘

* Al modelsupplied with an Anti Wind-Up ratchet
allowing safe and more ractical

Reaction foot can slide on the spline to allow for
sockets of various length

Repeatable accuracy of %4

Torque Output Price
Range Socket $

FTA-30 3000 251 1/2” 17 108 210 140 271 9000 = 3,900

FTA-45 4500 26:1 1/2” 1” 108 228 174 332 13000 5,400

FTA-60 6000 25:1 127 1.1/27 119 256 174 337 15000 6,200

* Anti Wind-Up Ratchet available on models of
25:1 ratio and above
*  Repeatable accuracy of %4

Output
Sockel

FTA-340 3400 5:1 34" 17 108 142 86 264 7200 @ 3,550

FTA-600 6000 25:1 127 1.1/2” 144 201 146 333 17000 6,500
FTA-950 9500 25:1 34" 1.1/27 184 200 171 351 26000 @ 11,000
FTA-2000 =~ 20000 = 125:1 1727 2.1/2" 212 294 - 500 @ 46000 20,000
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Planetary gear train multiplers torque output
Ideal for nut dimension application in confined space,

light weight and easy handling

sockets in 360’

Applicable to a vaierty of large diameter bolt nut
Repeatable accuracy of %4

Reaction foot can adjust to replace all types of impact

Output
Socket

HTA-55 5500 22:1 127 1.12 110 210 208 268 7500 6,550
HTA-75 7500 26:1 127 1.1/2" 127 | 240 210 298 10000 8,900
HTA-100 10000 60:1 12" 1.1/2" 142 270 245 345 17000 = 11,000
HTA-150 15000 75:1 1/2” 2" 152 298 = 266 390 25000 14,000
HTA-200 20000 90:1 1/2” 27 182 320 308 410 31000 @ 20,900
107
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*

*

*
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‘ DIGITAL TORQUE TESTER - ETT ‘

Regular torque tool calibration to ensure repeat accuracy and  FEATURES :
comliance with international standarts

Provides a wide range of instruments and transducers
All products in this category meet rge requirement of 1SO
and preciseness beam and certified weight when calibrating

torque transducers
Working Torque range: 1 Nm - 2000 Nm
Accuracy:% + - 1

ETT-15N
ETT-150N
ETT-500N
ETT-1000N
ETT-2000N

Model : ETT - 15N

1-15Nm
7,5-150Nm
25-500Nm
50-1000Nm
100-2000Nm

* Accuracy: £ % 1
Display: 5 Digits (Above 1000N), 7 segment LED (update rate
of 5 per second) 4 Digits (Below 500N), 7 Segment LED (up-
date rate of 5 per second)

*  Temperature Range Operating: +5°C +40°C
*  Temperature Range Storage: -20°C + 70°C
*  Sampling rate: 333 SPS
* Auto reset hold time: 2 seconds
*  Real time torque reading
* Direction : CW
* AC 100 - 240V 50-60HZ / DC9-24V
* Aluminum Alloy House
*  According to BS7882 and 1SO6789
Model : ETT - 150N
ETT - 500N
ETT - 1000N
ETT - 2000N
205 (D) x 155 (W) x 76 (H) 2940 1,700
205 (D) x 155 (W) x 76 (H) 3440 1,720
205 (D) x 155 (W) x 76 (H) 4060 1,720
205 (D) x 155 (W) x 76 (H) 4060 1,840
205 (D) x 155 (W) x 76 (H) 4560 1,850
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‘ DIGITAL TORQUE TESTER ‘

Separation of torque converter and screen section
Digital Torque Reading

0.5% (or no more than 3 digits) precision

First Peak mode, Track mode led indicator for target
torque alarm

* Engineering Units (N-m, in-Ib, ft-Ib, kg-cm) selectable
*  Automatic shutdown after setting sleep time
* Works with mini USB AC/DC adapter

* * * *

Code Capacity Price $
DTT - 5NU 0,5-5Nm 2,800
DTT - 50NU 5,0 - 50Nm 2,400
DTT - 220NU 22 - 220Nm 2,400
DTT - 550NU 95 - 550Nm 2,400
DTT - 2200NU 220 - 2200Nm 2,900

— 10
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GAV-EPT SPECIFICATIONS

*

*

Large capacity memory: 16MB SDRAM, 4MB Flash

High speed thermal printing at speeds up to 7 IPS
(177mm/s)

Supports USB, Serial and Internet ports for mul-
ti-purpose applications

Patented paper reel switching device for precise
and fast printing positioning

Easy to create and print barcode labels with the
label editing software Golabel

ETT-1000NP

ETT-1000NP SPECIFICATIONS:

*

L S R

110

Accuracy: = % 1

Display: 5 Digits (Above 1000N), 7 segment LED (update rate of 5 per second) 4
Digits (Below 500N), 7 Segment LED (update rate of 5 per second)

Units Avaible in Nm, ftlb, kg-m
Temperature Range Operating
Temperature Range Storage: -20°C + 70°C
Sampling rate: 333 SPS

Auto reset hold time: 2 seconds

Real time torque reading

Direction : CW

AC 100 - 240V 50-60HZ / DC9-24V
Aluminum Alloy House

According to BS7882 and ISO6789

ETT-1000NP 50-1000Nm
GAV - ETP

‘ PRINTER AND TEST DEVICE ‘

GAV-EPT CONTENTS

*

*

*

Resolution: 203 dpi (8 point / mm)
Printing Speed: 4IPS (102 mm / sn)
Print Width: 2,1 / 2 “(54 mm)

Print Length: Min. 4 mm (0,16 ing);
Maks. 1727 mm (68 in¢)

Memory: user available capacity is 2MB
Paper roll outer diameter: maximum diameter

GAV-EPT

Power USB Senal Intemet
port

205 (D) x 155 (W) x 76 (H) = 4,060 2,150

100 (D) x 218 (W) x 172 (H) 1,070 1,700
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GAV.

‘ AIR SCREWDRIVER (SHUT-0FF) ‘

e Accurate clutch system with 3% deviation of torque, assure the best quality

e | ow noise, low vibration, high accuracy and longer life cycle of motor
e (One-handed operation (turn & change the rotary direction)

o With ergonomic grip handle for comfort & easy to grip

e (an quickly change the bit by push the bit head

o \With unique color torque system (for easy visible torque marking at a glance)

o \With torque fix system for easy to mark the torque through the window

Screw Size 2,2-4,5 mm
Socket 1/4” Hex
Lenght 180 mm
Free Speed 1.800 RPM
Max. Torque 0,3-2,5 Nm
Air Hose 10 mm
Air Consumption 220 LT/Min.
Sound 72 dBA
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,44 Kg
Quantity/Box 12

2,8-5,0 mm

1/4” Hex
180 mm
1.000 RPM
0,50-3,0 Nm
10 mm
220 LT/Min.
72 dBA
6,3-8,0 Bar
1/4"

0,44 Kg

12

2,9-6,0 mm
1/4” Hex
180 mm

1.400 RPM

0,7-5,0 Nm
10 mm

220 LT/Min.
76 dBA

6,3-8,0 Bar

1/4"
0,77 Kg

12

4,1-7,0 mm
1/4” Hex
180 mm
550 RPM

1,5-10,0 Nm

10 mm

220 LT/Min.
76 dBA

6,3-8,0 Bar

1/4"
0,77 Kg

12
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GAV.

‘ AIR SCREWDRIVER (SHUT-0FF) ‘

* Accurate clutch system with 3% deviation of torque, assure the best quality

* Low noise, low vibration, high accuracy and longer life cycle of motor

* One-handed operation (turn & change the rotary direction)
* With ergonomic grip handle for comfort & easy to grip
* Can quickly change the bit by push the bit head

* With unique color torque system (for easy visible torque marking at a glance)

* With torque fix system for easy to mark the torque through the window

Screw Size M22-M4,.2
Socket 1/4” Hex
Lenght 193 mm
Free Speed 2,000 RPM
Max. Torque 0,3-1,7 Nm
Air Hose 6 mm
Air Consumption 280 LT/Min.
Sound 72 dBA
Working Pressure 6,3-8,0 ATU
Air Inlet 1/4"
Weight 0,52 Kg
Quantity/Box 12

M2,8-M5,8
1/4” Hex
227 mm

1,800 RPM
0,5-4,5 Nm
8 mm
550 LT/Min.
72 dBA
6,3-8,0 ATU
1/4"

0,84 Kg

12

=k

M29-M6,4

1/4” Hex
227 mm
900 RPM
0,7-6,5 Nm
8 mm
550 LT/Min.
72 dBA
6,3-8,0 ATU
1/4"
0,84 Kg

12

M41-M7,0
1/4” Hex
227 mm
550 RPM

1,5-10 Nm
8 mm
550 LT/Min.
72 dBA
6,3-8,0 ATU
1/4"
0,84 Kg

12
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GAV.

AIR AUTO SHUT-OFF PISTOL SCREWDRIVER

* Accurate clutch system with 3% deviation of torque, assure the best quality

* Low noise, low vibration, high accuracy and longer life cycle of motor

* One-handed operation (turn & change the rotary direction)

* With ergonomic grip handle for comfort & easy to grip

* Can quickly change the bit by push the bit head

* With unique color torque system (for easy visible torque marking at a glance)

* With torque fix system for easy to mark the torque through the window

* With 3 air inlets for versatile Access. With progressive trigger

Screw Size M22-M4,7
Socket 1/4” Hex
Lenght 192 mm
Free Speed 2,200 RPM
Max. Torque 0,3-2,5 Nm
Air Hose 6 mm
Air Consumption 280 LT/Min.
Sound 72 dBA
Working Pressure 6,3-8,0 Bar
Air Inlet 1/4"
Weight 0,76 Kg
Quantity/Box 12

M28-M5,8
1/4” Hex
227 mm

1,800 RPM
0,5-4,5 Nm
8 mm
550 LT/Min.
72 dBA
6,3-8,0 Bar
1/4"

1,11 Kg

12

M41-M7,0
1/4” Hex
227 mm
550 RPM
1,5-10 Nm

8 mm
550 LT/Min.
72 dBA
6,3-8,0 Bar
1/4"
1,11 Kg

12

M5,0-M9,3

1/4” Hex
231 mm
300 RPM
3,0-18 Nm
10 mm
550 LT/Min.
72 dBA
6,3-8,0 Bar
1/4"
1,45 Kg

12
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GAV.

AIR AUTO SHUT-OFF ANGLE NUT RUNNER - 90°

*

*

*

Accurate clutch system with 3% deviation of torque, assure the best quality
Low noise, low vibration, high accuracy and longer life cycle of motor
One-handed operation (turn & change the rotary direction)

With ergonomic grip handle for comfort & easy to grip

& |

Can quickly change the bit by push the bit head e i

=

With unique color torque system (for easy visible torque marking at a glance)

With torque fix system for easy to mark the torque through the window

Screw Size M28-M5,8 M29-M6,4 M41-M7,0 M35,0-M9,3
Socket 1/4” Hex 1/4” Hex 1/4” Hex 1/4” Hex
Lenght 380 mm 380 mm 380 mm 384 mm
Free Speed 1,800 RPM 900 RPM 550 RPM 300 RPM
Max. Torque 0,5-4,5 Nm 0,7-6,5 Nm 1,5-10 Nm 3,0-18 Nm
Air Hose 8 mm 8 mm 8 mm 10 mm
Air Consumption 550 LT/Min. 550 LT/Min. 550 LT/Min. 550 LT/Min.
Sound 72 dBA 72 dBA 72 dBA 72 dBA
Working Pressure 6,3-8,0 PSI 6,3-8,0 PSI 6,3-8,0 PSI 6,3-8,0 PSI
Air Inlet 1/4" 1/4" 1/4" 1/4"
Weight 1,6 Kg 1,6 Kg 1,6 Kg 1,9 Kg
Quantity/Box 12 12 12 12
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GAV.
AIR AUTO SHUT-OFF ANGLE NUT RUNNER - 90°

*

Accurate clutch system with 3% deviation of torque, assure the best quality

*

Low noise, low vibration, high accuracy and longer life cycle of motor
* One-handed operation (turn & change the rotary direction)
With ergonomic grip handle for comfort & easy to grip
Can quickly change the bit by push the bit head

With unique color torque system (for easy visible torque marking at a glance)

= |

LLg

With torque fix system for easy to mark the torque through the window = . E\H'{E\%

W i e Y
Fa)

Screw Size M41-M7 M6,0-M 11
Socket 3/8” 3/8”
Lenght 380 mm 384 mm
Free Speed 550 RPM 250 RPM
Max. Torque 1,5-10 Nm 5,0-28 Nm
Air Hose 8 mm 10 mm
Air Consumption 550 LT/Min. 550 LT/Min.
Sound 72 dBA 75 dBA
Working Pressure 6,3-8,0 PSI 6,3-8,0 PSI
Air Inlet 1/4" 1/4"
Weight 1,6 Kg 1,9 Kg
Quantity/Box 12 12

116




SUMAKE GAV,

AUTO SHUT-OFF AIR OIL PULSE WRENCH

*

Technology: Qil pulse special machancial structure and patent offer low noise, low vibration and small reaction force.

*

Economic: Wide-ranging torque with many patents and longer life cycle of motor.
* Improvement I: Tightening precision with 30% Applicable to various tightening operations.
Improvement II: Time for tightening with same target torques is reduced for 30% Improve efficiency

Low oil mist : With self-lubricating blades and cylinder, it helps reducing the issue of lubricating oil and oil mist.

Capacity : Air Overall

Model No S(?::I:)e Pressure COnsum_ption Length | Weight | Price $
(mm) (LT/Min.) | (mm)
IPW-2316P  3/8”  M5-M6 7-16 5.100 1/4” 6,5 78 250 162 092 2,110
[PW-2332P  3/8” M8 24-38 6.500 1/4” 8 80 300 174 09 2,325
IPW-2485P  1/2”  M10-M12  50-85 5.800 1/4” 8 82 530 192 1,45 2,680
IPW-24115P  1/2” M12 65-110  5.000 1/4” 8 82 550 198 1,70 2,865
IPW-24145P  1/27  M12-M14 110-155  4.600 1/4” 12,7 82 700 215 2,30 3,210
IPW-26200P 3/4” M14-M16 130-210  3.900 1/4” 12,7 82 700 240 290 5,695
IPW-26240P 3/4” M16-M18 170-270 3.200  3/8” 12,7 82 700 262 3,70 6,780
IPW-26450P  3/4” M16-M20 225-450 3.300  3/8” 13 85 700 221 420 8,780
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GAV. SUMAKE

AUTO SHUT-OFF AIR OIL PULSE SCREWDRIVER

Technology: Oil pulse special machancial structure and patent offer low noise, low vibration and small reaction force.
Economic: Wide-ranging torque with many patents and longer life cycle of motor.

Improvement I: Tightening precision with 30% Applicable to various tightening operations.

Improvement II: Time for tightening with same target torques is reduced for 30% Improve efficiency

Low oil mist : With self-lubricating blades and cylinder, it helps reducing the issue of lubricating oil and oil mist.

: Air
R e e
(LT/Min.)
IPS-2216P | 1/4” | M5-M6 7-16 4.500 1/4” 6,5 78 250 161 092 | 2,110
IPS-2230P  1/4” M6-M8 = 20-34  6.400 1/4” 65 80 350 171 095 2,325
IPS-2242P | 1/4” | M8-M10 | 32-45 | 5.800 1/4” 8 80 480 191 1,26 | 2,680




SUMAKE GAV,

AUTO SHUT-OFF AIR OIL PULSE WRENCH

*

Technology: Oil pulse special machancial structure and patent offer low noise, low vibration and small reaction force.

*

Economic: Wide-ranging torque with many patents and longer life cycle of motor.

*

Improvement [: Tightening precision with 30% Applicable to various tightening operations.

Improvement II: Time for tightening with same target torques is reduced for 30% Improve efficiency
Low oil mist : With self-lubricating blades and cylinder, it helps reducing the issue of lubricating oil and oil mist.

SUMAKE

Capacity Sound Co nﬁ: o Overall
Bolt Size Pressure sump Length | Weight
Model No tion
(5-6Bar) :
Nm (LT/Min.)
[PW-2316 | 3/8” | M5-M6 | 7-16 6.500 1/4” | 65 78 250 218 0,83 2,110
IPW-2332 = 3/8” M8 22-39 | 6.300 @ 1/4” 8 80 300 228 0,87 2,325
[PW-2350 | 3/8” | M8-M10 32-50 @ 6.100 @ 1/4” 8 80 350 2405 = 0,95 2,450
IPW-2360 = 3/8” | M8-M10 40-65 | 6.300 | 1/4” 8 80 480 246.5 1,20 2,680

AUTO SHUT-OFF AIR OIL PULSE SCREWDRIVER

| e | e e | e | O |
(LT/Min.)

IPS-2216 | 1/4” Hex = M5-M6 7-16 6.500 @ 1/4” 6,5 78 250 2205 | 083 | 2,110

IPS-2228 1/4”Hex M6-M8  18-34  6.300 1/4” 8 80 300 2305 087 @ 2,325

IPS-2232 1/4”Hex M8 22-35 | 5.800 @ 1/4” 8 80 400 2405 095 | 2,450

IPS-2242 ' 1/4” Hex M8-M10  30-45  6.500 @ 1/4” 8 80 480 250 1,25 | 2,680




GAV. SUMAKE

AUTO SHUT-OFF & NON SHUT-OFF AIR 0IL PULSE ANGLE WRENCH

*

Technology: Oil pulse special machancial structure and patent offer low noise, low vibration and small reaction force.
Economic: Wide-ranging torque with many patents and longer life cycle of motor.

Improvement I: Tightening precision with 30% Applicable to various tightening operations.

Improvement II: Time for tightening with same target torques is reduced for 30% Improve efficiency

Low oil mist : With self-lubricating blades and cylinder, it helps reducing the issue of lubricating oil and oil mist.

*

*

Capacity | Torque Sound Air
Bolt Size Pressure | Consumption
(LT/Min.)
IPW- " 2/ me-M8 | 1325 | 6000 14”8 75 302 270 | 135 | 2,545
2328A : : :
IPW-"""4or  m10 3562 4400 14" 8 80 350 205 | 200 3,310
2460A : ! :




SUMAKE GAV,

AIR RATCHET WRENCH

* The ratchet wrench can be used in the narrow working space where other tools can not reach, to fasten bolt and nut easily.
* |t offers ideal solutions in narrow spaces with its thin head structure.

Order References for Air Ratchet Wrenches:
(Specify the key size when ordering.)

Model | o1 55591 P’;“ ST-55592A‘

Price

$

Price

$

ST-55599 ‘

; N

3

e ] 6mm  ST-55591/6 50
7mm | ST-55501/7 50

8mm | ST-55591/8 | 50
&

w @ @ ] 9mm | ST-55591/9 50

10mm | ST-55591/10 50 | ST-55592A/10 65

11mm | ST-55591/11 50 | ST-55592A/11 65

12mm | ST-55591/12) 50 |ST-55592A/12 65

13 mm ST-55592A /13 65
14 mm ST-55592A /14| 65
ST-55591 382 20 132 882 20 102 15 mm ST-55599/15 140
16 mm ST-55599 /16 140
ST-55592A 444 26 | 18 | 109 | 252 122 17 mm ST-55599/17 = 140
ST-55599 | 51 | 26 | 18 | 115 332|166 18 mm ST555%9/18 | 140
19 mm ST-55599/19 140
: Air :
Capacity Free Speed Max. Torque c .| Weight :
: onsumption Price
Bolt Size (rpm) (LT/Mi'l]l.) (Kg) $
ST-55591 6,7,8,9,10,11,12 180 7 10 300 400 1,30 910
ST-55592A 10, 11,12, 13, 14 250 18 25 332 480 1,92 1,085
ST-55599 15,16,17,18,19 150 66 90 390 480 2,42 1,530
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GAV, SUMAKE

AUTO SHUT OFF AIR INDUSTRIAL NUT WRENCH

*

Extremely easy and useful to tighten things up in limited spaces, for
example: compressor assembly, refrigerator pipes or automobile
breaking system pipes and so on.

Variety gear socket size to fit in different assembly situations.
Ergonomics design for easy gripping with less fatigue.
Increased tool life with all-gear drive mechanism.

One hand design

Operations in confned Internal torque adjustment
spaces

off —»
Check Socket in open position —»

Rotate forward for tightening —»

Low noise

Bt

P Put socket in to nut

P> Press the lever for P> Push lever in the middle
tightening up position, confirm socket
in open position

Model No SI:)r::d G L(fl']‘gl‘)" H(OI:?nI)D COnslll\l:ption “('ﬁg’)“‘ Price $
(Rpm) (mm) (M3/Min.)

SOWR13-10 613 360 10 412 10 063 190 5,800

SOWR17-14 847 275 14 422 10 063 200 6,375

SOWR25-17 = 1225 190 22 440 10 063 220 | 7,130

SOWR34-27 1534 145 32 457 10 063 240 7,700

12 s




SUMAKE

GAV.

AUTO SHUT OFF AIR INDUSTRIAL NUT WRENCH BITS

T

SOWR 34-xx (23, 26, 27, 30, 32 mm)

Product No ‘ Model No ‘Size (mm)‘ Price $

]

Product No ‘ Model No ‘Size(mm)‘ Price $

SOWR13-XX | N20329-607 7 220 SOWR25-XX | N20329-817 17 350
SOWR13-XX = N20329-608 8 220 SOWR25-XX = N20329-818 18 350
SOWR13-XX | N20329-609 9 220 SOWR25-XX | N20329-819 19 350
SOWR13-XX = N20329-610 10 220 SOWR25-XX = N20329-821 21 350
SOWR17-XX | N20329-711 1 260 SOWR25-XX | N20329-822 22 350
SOWR17-XX = N20329-712 12 260 SOWR34-XX = N20329-923 23 350
SOWR17-XX | N20329-713 13 260 SOWR34-XX | N20329-926 26 350
SOWR17-XX = N20329-714 14 260 SOWR34-XX = N20329-927 27 350
SOWR25-XX | N20329-815 15 350 SOWR34-XX | N20329-930 30 350
SOWR25-XX = N20329-816 16 350 SOWR34-XX = N20329-932 32 350
123




GAV, SUMAKE

AUTO SHUT-OFF CORDLESS SCREWDRIVER

3% deviation of torque (Shut off type), assure the best quality.

where cables and hoses impede handing flexibility e.g., car interior electrical, car assembly, factory assembly etc.
High mobility and lightweight ergonomic design, easy to carry and operate.

Once the screwdriver idles for over 5 seconds, if will turn to sleep mode to save the energy and increase the standby
time.Press the trigger to restore power.

EAA-AH1S (Optional)
90° Angled Head

300 (Lever Start) / 325 (Push To Start) 300 (Lever Start) / 325 (Push To Start)
270 (Lever Start) / 295 (Push To Start) 30 270 (Lever Start) / 295 (Push To Start) | 30

62

Unit:mm

* In the Torque range value, the upper value of Nm is "Hard Tightening" and the lower value is "Soft Tightening"
Free Speed Torque Range Weight | Dimension

Model | OMa%e | (rpm) (£%3) | (wBattery) | (ExB) | BitType | Caren
(V) Pack
mm
Lever Start Type
0.3-2.0 3.1-20.0 B reosmn  BP1030L
ES-BS1002A-30 | 10.8 | 1200 @ 850 0316 31-163 0,70 270x62 @E%e% 2 pcs 1,780
Push To Start Type
1.0-3.010.2-30.6 B BP1030L
ES-BS1003PA-30 1 10.8 = 1200 T 1024 1092-245 0,72 295x62 @5%5% 2 pes 2,180
Accessory
EAA-AH1S <kRg | - 280
9.5 6.35
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SUMAKE GAV,

AUTO SHUT-OFF CORDLESS SCREWDRIVER (GUN TYPE)

*

3% deviation of torque (Shut off type), assure the best quality.

*

where cables and hoses impede handing flexibility e.g., car interior electrical, car assembly, factory assembly etc.
High mobility and lightweight ergonomic design, easy to carry and operate.

*

Once the screwdriver idles for over 5 seconds, if will turn to sleep mode to save the energy and increase the standby time.
Press the trigger to restore power.

* In the Torque range value, the upper value of Nm is "Hard Tightening" and the lower value is "Soft Tightening"

Free Speed Torque Range | Weight | pimension
Vo::,a)ge ) (£%3) | (wBattery) | (ExB) | BitType | “orcy’ | Prices
“m Kgtom | kg | mm

0.8-3.0 8.0-30 pliiriuiy BP1030L
ES-B11003A/E-30 0.8 | 1400 1000 0.8-24 80-24 0,70 189x157 <EE @ 5 Adet 1,820

]
‘ﬁ 6.35
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GAV. SUMAKE

AUTO SHUT-OFF CORDLESS SCREWDRIVER (GUN TYPE)

*

3% deviation of torque (Shut off type), assure the best quality.

*

Wide-rangig torque with longer life cycle of motor.

*

Special mechanical structure and motor to improve operator safety and reduce occupational disease.

Once the screwdriver idles for over 5 seconds, if will turn to sleep mode to save the energy and increase the standby time.
Press the trigger to restore power.

Innovative Brushless motor design, eliminates carbon dust pollution;result in low maintenance.
Wide-rangig torque with longer life cycle of motor.

Push to change the rotary direction easily.

* In the Torque range value, the upper value of Nm is "Hard Tightening" and the lower value is "Soft Tightening"

Free Speed Torque Range Weight | pimension
Model Voltage (rpm) (+ %3) (w/Battery) (ExB) Bit Type Battery
() mm Pack
1.0-3,5 10-35.0 B HEX 6.36mm
ES-B1803HCA-30 18 2,000 1,300 10-28  10-28.6 1.34 75x217x252 </BE & BP1832L 1,760
3.0-9.0 30.6-91.8 B HEX 6.36mm
ES-B1809CA-30 18 1,000 = 650 30-72 306-73.4 1.48 75x233x254 @B@;% BP1832L 2,040
6.0-12 61.2-122.4 B HEX6.35mm
ES-B1812CA-30 18 880 570 6.0-9.6 612-979 1.48 75x233x254 @E@;% BP1832L 2,095
8.0-22 @ 80-220 B: HEX 6.35mm
ES-B1822LCA-40 18 350 200 8.0-176 80-179.5 1.90 90x224x250 @’5%5% BP1841L 2,325

Contents: 2 batteries and charger in a cardboard box.
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SUMAKE GAV,

AUTO SHUT-OFF CORDLESS ANGLE WRENCH

*

Over electric current protection.
*  Low power protection.
*  Thermal protection.

Once the screwdriver idles for over 5 seconds, if will
turn to sleep mode to save the energy and increase the
standby time.Press the trigger to restore power.

* Slow rotation protection.
*  Reverse control protection.

*  Battery Self-identified & Sleep mode (Energy saved).

Identification Of Original Battery Device:
identify whether the battery is original or not, if
not, the battery can not be charged.

* In the Torque range value, the upper value of Nm is "Hard Tightening" and the lower value is "Soft Tightening"

Free Speed Torque Range Weight Dimension
(rpm) (£ %3) (w/Battery) | (ExB) | BitType | SAUEN | prica g
mm

Pack

25-70 25-70 B: HEX 6.35mm

EAS-B1807CA-30 18 850 550 9556 9556 1.25 75x457x92 @/ﬁg & BP1832L 2,540
6.0-12 @ 60-120 B: HEX 6.35mm

EAS-B1812CA-30 18 550 350 6.0-96 60-96 1.50 75x471x92 @ﬁg ;%5 BP1832L | 2,715

12-30  120-300
12-24  120-240

25-60 ' 250-600
25-48 | 250-480

Contents: 2 batteries and charger in a cardboard box.

— 1

EAW-B1830CA-30 18 420 270 1.90 75x517x92 BP1832L 3,260

W:
Square Drive 3/8"

2.85 90x581x122 O BP1841L 4,625

Square Drive 1/2"

EAW-B1860CA-40 18 200 130




GAV, SUMAKE

IMPACT CORDLESS SCREWDRIVER

Automatic impact stop system: External torque adjustment with
LED light identify five modes of torque option.

Innovative brushless motor design eliminates carbon dust
pollution ; result in low maintenance.

Special mechanical structure & motor with less counterforce to
improve operator safety and reduce occupational disease.

Light weight for easy carrying and operating.

* In the Torque range value, the upper value of Nm is "Hard Tightening" and the lower value is "Soft Tightening"

B:HEX 6.35mm

EAM-B1850CA-30 18  0-2,300 0-3,000 @ 0-50 0-510 1.0  155x75x250 <728& BP1832L 1,390

‘9.5 6.35

EW-B18100CA-20, 18 |0-2,300| 0-3,000 |0-100 0-1020 | 1.45 | 155x75x250 BP1832L | 1,390

W:
Square Drive 3/8"

Contents: 2 batteries and charger in a cardboard box.

BATTERY & CHARGER (LITHIUM ION)

BP1030L BP1832L BP1841L
10.8V 3.0Ah 18V 2.0Ah 18V 4.0Ah
Weight: 180g Weight: 490¢ Weight: 720g

PRICE: 140 $ PRICE: 280 $ PRICE: 400 $

BC10L01B BC21L02B / BC21L03B BC21L04B
12.6V 21V 21V

12 s




SUMAKE GAV,

AUTO SHUT OFF BRUSHLESS DC SCREWDRIVER

*  Smallest & Lightest.

*

High functioning brushless
motor.

Lever Start Type: Lever Start Type: Push To Start Type:
EA-B103L-C/C3 EA-BN210L/C6 EA-BN210P/CE6
o 1604 i = 15 -
A g 20N
| e —— ] 1 T 2 | k =l P
Lever Start Type: Lever Start Type: Push To Start Type:
EA-B103L-C/C3 EA-BN210L/C6 EA-BN210P/CE6

* Products ending with CE6 code have ESD (electrostatic) feature.

Torque | Free Speed | Available Screw
Modelno | Range | Power Supply
mm g mm

Lever Start Type

EA-B103L-C/C3  0.05-0.34 1000 700 1.0-23 1.0-20 170 180 DC12V 15W  SP-B12HL30T/C3 = 925
EA-BN210L/CE6  0.10-0.98 1000 700 1.6-3.0 1.6-26 400 205 ' DC24V/32v ~ 25W  SP-B32HL61T/C6 890
Push To Start Type

EA-BN210P/CE6 0.10-0.98 1000 700 1.6-30  16-26 400 205 DC24V/32v ~ 25W  SP-B32HL61T/C6 = 1,085
* The power supply is not included in the prices.
* The power supply price is on Page 134.
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GAV. SUMAKeE

* Innovative Brushless motor design eliminates
carbon dust and reduces noise and vibration
resulting in lower maintenance.

*  Brushless motors allow us to build smaller
screwdrivers that weigh less, run smoother,
reach higher torques, and feel ergonomically
comfortable to the user.

*  Can be used assemble Watch, Laptop, Digital
Camera, DVD player, Cell Phone, High tech
Products.

* Speed control can be adjusted via power supply.
* Optional ESD safe housings are available.

* 3% deviation of torque (Shut off type), assure the
best quality.

6 FIN 6 PIN

Lever Start Type Push To Start Type
240 275
| 195 220
o £ NN 1, ST E RIS e
addl § SNOUTDY W SEIR ) TEE

Lever Start Type Push To Start Type

* Products ending with CE6 code have ESD (electrostatic) feature.

Lever Start Type

EA-BN417LH/CEG 0.29-1.67 2000 1400 1.6-3.0 ~ 16-26 = 540 = 240  DC24V/32v ~ 55W  SP-B32HLE2T/C6 995
EA-BN419L/CE6  0.29-1.86 1000 700 2335 = 23-30 540 240 DC24v/32v ~ 55W  SP-B32HL61T/C6 995
EA-BN630LH/CEG 0.98-2.94 2000 1500 2.6-40 ~ 26-35 800 = 275 DC40V 90w SP-B4OHL501T/C6 1,000
EA-BN650L/CE6  1.96-4.90 1000 750 4.0-5.0 <4 800 275 DC40V 120W  SP-B40HL501T/C6 ' 1,140

Push To Start Type

EA-BN417PH/CEG  0.29-1.67 2000 1400 16-30  16-26 540 240 DC24V/32V ~ 55W  SP-B32HL62T/C6 = 995
EA-BN419P/CE6  0.29-1.86 1000 700 23-35  23-30 540 240 DC24v/32v ~ 55W  SP-B32HL61T/C6 995
EA-BNG30PH/CEG  0.98-2.94 2000 1500 2.6-40 = 26-35 800 275 DC40V 90w SP-B40HL501T/C6 1,000
EA-BNG50P/CE6  1.96-4.90 1000 750 4.0-5.0 <4 800 275 DC40V 120W  SP-BAOHL501T/C6 1,140

* The power supply is not included in the prices.
* The power supply price is on Page 134.
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SUMAKE GAV,

AUTO SHUT OFF BRUSHLESS DC SCREWDRIVER (GUN TYPE)

*

Innovative Brushless motor design eliminates carbon dust and reduces noise and vibration resulting in lower
maintenance.

Brushless motors allow us to build smaller screwdrivers that weigh less, run smoother, reach higher torques, and feel
ergonomically comfortable to the user.

Can be used assemble Watch, Laptop, Digital Camera, DVD player, Cell Phone, High tech Products.
Speed control can be adjusted via power supply.

Optional ESD safe housings are available.

3% deviation of torque (Shut off type), assure the best quality.

Bottom Cable Connection

Top Cable Connection

Top Cable Connection

EA-BTK620LU/CES  0.3-20 1200 900 2335 2330 700 185  DCAOV 50W SP-B40HL501T/C6 1,165
EA-BTK630LU/CES  0.8-3.0 1200 900 2640 ~ 2635 700 185  DCAOV 50W SP-B40HL501T/C6 1,165
EA-BTK650LU/CES = 2.0-5.0 ' 700 530  4.0-5.0 <4 700 185  DC4OV 50W SP-B40HL501T/C6 1,360
EA-BTK670LU/CES ~ 2.0-7.0 850 600  4.0-5.0 <4 700 185  DC4OV 50W SP-B40HL801T/C6 1,420

Bottom Cable Connection

EA-BTK620LD/CEG ~ 0.3-20 1200 900 23-35 = 23-30 700 1
EA-BTK630LD/CEG ~ 0.8-3.0 1200 900 26-40  26-35 700 1
EA-BTK6S0LD/CE6 ~ 2.0-5.0 ~ 700 530 4.0-5.0 <4 700 1
EA-BTK67OLD/CEG ~ 2.0-7.0 ~ 850 600 4.0-5.0 <4 700 1

* The power supply is not included in the prices.
* The power supply price is on Page 134.

85  DC4ov 50W  SP-B4OHLS01T/C6 | 1,165
85  DC40v 50W  SP-B4OHLS01T/C6 | 1,165
85  DC4ov 50W  SP-BAOHLS01T/C6 1,360
85  DC4ov 50W  SP-BAOHL801T/C6 | 1,420
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GAV, SUMAKE

AUTO SHUT OFF BRUSHLESS DC ANGLE SCREWDRIVER

*

Innovative Brushless motor design eliminates
carbon dust and produces less vibration and noise
which results in overall lower maintenance costs.

Brushless motors allow us to build smaller
screwdrivers that weigh less, run smoother,
reach higher torques, and feel ergonomically
comfortable to the user.

Can be used assemble Watch, Laptop, Digital
Camera, DVD player, Cell Phone, High tech
Products.

Speed control can be adjusted via power supply
Optional ESD safe housings are available.

3% deviation of torque (Shut off type), assure the
best quality.

526" |

Free Speed
Model no (rp.m)

Power Power Power

Source | Consumpion |  Supply Code Price $

Lever Start - Angle Type
EA-BAKA950L/C6  2.0-5.0 1200 900
EABAKAGI00LHCE  6.0-10 880 660

o~

2500 393  DC4OV 100w SP-BAOHL801T/C6 2,320
2500 393  DC4OV 150w SP-BAOHL801T/C6 3,360

IN [N
oo o
IN [N

[=>)

* The power supply is not included in the prices.
* The power supply price is on Page 134.

15 s




SUMAKE GAV,

Innovative Brushless motor design eliminates
carbon dust and produces less vibration and noise
which results in overall lower maintenance costs.

Brushless motors allow us to build smaller
screwdrivers that weigh less, run smoother,
reach higher torques, and feel ergonomically
comfortable to the user.

Can be used assemble Watch, Laptop, Digital
Camera, DVD player, Cell Phone, High tech
Products.

Speed control can be adjusted via power supply
Optional ESD safe housings are available.

3% deviation of torque (Shut off type), assure the
best quality.

Lever Start Type Push To Start Type

273303 275 306
230250 230250

Power Power
Source | Consumpion |  Supply Code

Lever Start Type
EA-BDA17LH/C6 0.29-1.67 2000 1400  2.3-35 23-30 600 273 | DC32v ~ 55W  SP-B32HL621/C6 1,235
EA-BD630LH/C6  0.98-2.94 2000 1500  2.6-4.0 26-35 820 294 DCAOV  90W  SP-BAOHL501T/C6 1,245

Push To Start Type
EA-BD417PH/C6  0.29-1.67 2000 1400  2.3-35 23-30 600 273 DC32v  55W  SP-B32HL62T/C6 1,235
EA-BDG30PH/C6  0.98-2.94 2000 1500  2.6-4.0 26-35 820 294  DCAOV 90W  SP-BAOHL501T/C6 1,245

* The power supply is not included in the prices.
* The power supply price is on Page 134.
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SUMAKE

BRUSHLESS POWER SUPPLY TABLE

Operating | Output : :
Model o Output Weight Pin :
Dimension | Voltage | Voltage : Price $
No (AQ) (D) Capacity g Model
9V Low/Hi
SP-BI2HL30T/C3  100x50x30  100-240V 1oV Max 2 5A 140 250
) _ 24V Low/Hi R
SP-B32HL61T/C6 ~ 145x60x35 ~ 100-240V 30\ Max 3 250 " 265
) _ 24V Low/Hi R
SP-B32HL62T/C6  200x30x66 ~ 100-240V 30\ Max 5A 460 " 350
] ) 30V Low/Hi D)
SP-BAOHLA01T/C6 * 213x133x68 ~ 100-240V 10V Max 5A 1,950 X 880
Fast / Slow Mode
] ) 30V Low/Hi D
SP-BAOHL801T/C6  213x133x68  115-230V 10V Max 9 1,940 & 1,000
Fast / Slow Mode
SP-BCAOHL0ITICS 2 Low 3
30) 274x130x100  100-240V 32V Max 5 5A 2,400 o) 1,690
' 40V e 6 PIN
EAA-SCBSNG SIGNAL CONTROLLER 200 D 660
(For Brushless Motors) e
) SLOW START R
EAR G386 (For Brushless Motors) 190 P 245
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SUMAKE GAV,

SF60 AUTOMATIC SCREW FEEDER

*

Adjustable rail accomodates screw thread
diameters from 1.0-5.0mm. A rail adjustment kit
is included with the feeder to facilitate quick and
easy setup.

Adjustable vibration time, amplitude, and operation
shut-off delay allows for optimal feed rates.

Single rail accomodates all screw sizes.
* Max scew length: 19mm
* Compact and light weight.

Model No | Metric Size

Applicable | Switching Power Size (mm) Weight
Screw Length | Adaptor Source LxWxH Kg

SF60 M1.0-M5.0 19 mm DC15V  AC 100-240V  182x126x147 217" 1,270

‘ Price $

* Except for the switch adapter.




GAV.

FOR ALL SCREWDRIERS AND WRENCH TORQUE ANALYZERS (IMPULSE)

*

Torque Analyzer for testing and calibrating hand screwdrivers, wrenches and power tools.

*

The LTT-Series is an advanced torque testing and documentation tool.
* "Accuracy + 0.5% of reading from 20% to 100% of full scale Accuracy + 1% of reading from 10% to 20% of full scale"
Recommended for all hand screwdrivers, wrenches or power tools.

"Provides EZ-Plug & Play with Mountz torque sensors. Features ARCII technology, an instant auto-recognition system of the sensor connected to the
LT

The 5VDC capability allows the unit to be used with a Brushless Rotary torque sensor to test impact tools and high speed tools.

‘Torque and Angle data is displayed simultaneously when used with Torque and Angle sensors, up to 8000 RPM for angle
measurement'

* Display Accuracy is better than +/-0.0625 reading.

LTTF 068405 WRENCH TORQUE ANALYZERS (IMPULSE)
RDA 50F 063978 6,8-67,8 Nm 3/8” Adapter

8,750
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GAV.

TORQUE SENSOR (IMPULSE)

The versatile torque sensor is used in conjunction with a torque
tester, meeting the demands of testing multiple torque ranges for
various torque tools used in production, maintenance and calibra-
tion laboratories.

The torque sensor is a bench-mounted calibration tool designed for
torque wrench calibration, torque screwdriver calibration, and ele-
ctric and pneumatic screwdriver calibration. Torque control is es-
sential to ensure that companies do not compromise on the quality,
safety and reliability of their products.

BMX 250F
BMX 500F
PTT-2000
BMX 1000F

Model Serial No N.m Lbf.ft Price €
BMX50F 077010 6.8-67.8 5-50 5,950
BMX250F 077012 33.9-339 25-250 6,150
BMX500F 077013 67.8-678 50-500 8,900
BMX1000F 077014 135.6-1355 100-1000 15,200
PTT-2000 TORQUE SENSOR (IMPULSE) 9,050
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SUMAKE

ELECTRIC AND AIR TORQUE MEASURING DEVICE

*  Measures the torque value on bolt which applied by instrument.
*  Please do not apply the load more than the measurement range by any means.

MODEL TM-150A TM-250A

Measuring range 0.15-15 03-25
Accuracy + %0.5 + %0.5
Units of Measure N~m / Ibf~in / Kgf~cm N~m /Ibf~in / Kgf~cm
Working Time 8 Hour 8 Hour
Power Input AC 100V, 220 - 240 V AC 100V, 220 - 240 V
Source Output DC 12V 500 mA DC 12V 500 mA
Dimension (WxDxH) mm 230x125x65 160x210x45
Weight 1.8 Kg 2.0Kg
Price $ 5,000 6,500
138
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ORDER NO : 519049

Battery voltage 18,0V
Battery capacity 2,5 Ah
No Load speed 1st gear 0-500 rp/m
No Load speed 2nd gear 0-1.800 rp/m
Max hard torque 65 Nm
Max soft torque 35 Nm
Max. drill hole in wood 52 mm
Max drill hole in stell 13 mm
Chuck Size 1,5-13 mm
Size (WxLxH) 149x69x208 mm
Weight without battery 1,14 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger

49

o8
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BRUSHLESS)
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Metal chudc
1,5-13mm

ORDER NO : 516171
Battery voltage 18,0V
Battery capacity 5,0 Ah
No Load speed 1st gear 0-500 rp/m
No Load speed 2st gear 0-1.800 rp/m
Max hard torque 75 Nm
Max. drill hole in wood 92 mm
Max drill hole in stell 13 mm
Chuck Size 1,5-13 mm
Size (WxLxH) 212x75x201 mm
Weight without battery 1,20 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger + 1 Handle

CORDLESS IMPACT WRENCH 18,0 V WITH BIT EJECTOR 920 €

& 1" ‘ @ ’

ORDER NO : 520771
Battery voltage 18,0V
Battery capacity 5,0 Ah
No Load Speed 3,700 rp/m
Blows Per Minute 4,200 rp/m
1st Stage Torque 58 Nm
2nd Stage Torque 104 Nm
3rd Stage Torque 237 Nm
Socket size 1/4” Bits
Size (WxLxH) 219x76x208 mm
Weight without battery 1,20 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger




IW 1/2" 250 18.0-EC C CORDLESS IMPACT WRENCH 18,0 V

BRUSHLESS
1/ n
LI-ION @ 2 2
reamaon | |ecmormnses| | Toolfixture Tool-Free 50Nm

Torque

ORDER NO : 504912

Battery voltage 18,0V
Battery capacity 5,0 Ah

1st Stage Torque 140 Nm

2nd Stage Torque 170 Nm

3rd Stage Torque 250 Nm
Socket Size 1/2”

Size (WxLxH) 140x75x240 mm
Weight without battery 1,10 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger

IW 1/2" 950 18.0-EC C CORDLESS IMPACT WRENCH 18,0 V

V2" || @D
Tool fixture Tool-Free 9 5 o Nm
Torque

ORDER NO : 530187

Battery voltage 18,0V
Battery capacity 9,0 Ah

1st Stage Torque 280 Nm

2nd Stage Torque 700 Nm

3rd Stage Torque 950 Nm
Socket size 1/2”

Size (WxLxH) 222x77x240 mm
Weight without battery 3,10 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger

IW3/4" 1.060 18.0-EC C CORDLESS IMPACT WRENCH 18,0V

910 €

1,000 €

1,050 €

* BRUSHLESS 9
o[ ]34) D ||} 460,
ORDER NO : 492647 o

Battery voltage 18,0V
Battery capacity 5,0 Ah
1st Stage Torque 300 Nm
2nd Stage Torque 590 Nm
3rd Stage Torque 1,060 Nm
Socket Size 3/4”
Size (WxLxH) 230x82x238 mm
Weight without battery 3,10 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger
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ORDER NO : 499323

Battery voltage 18,0V

Battery capacity 5,0 Ah
3.500/4.500

No Load Speed 6.500/9,000

rp/m

Max. disc diameter 125 mm

Shaft diameter M 14

Size (WxLxH) 330x75x120 mm

Weight without battery 1,85 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger + 1 Handle

JSB 18.0-EC C CORDLESS JIGSAW 18.0V

142
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ORDER NO : 489786

Battery voltage 18,0V
Battery capacity 5,0 Ah

No Load Speed 0-3,500 rp/m
Pivoting Range 0-45°

Max. Cutting depth in wood 120 mm
Max. material thickness in steel 8 mm

Size (WxLxH) 275x82x197 mm
Weight without battery 2,10 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger




FLEX GAV.

& | " @ =
ORDER NO : 469084

Battery voltage 18,0V

Battery capacity 9,0 Ah

No Load Speed 0-3,000 rp/m

Orbit 32 mm

Max. Cutting depth in wood 300 mm

Max. material thickness in steel 20 mm

Size (WxLxH) 450x170x100 mm

Weight without battery 410 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger

CS 62 18.0-ECC CURDLESS CIRCULAR SAW WITH PENDULUM HOOD 18,0V
-|°|— ‘ - nmﬁ

oooooooo

BRUSHLESS

RRRRRR

indle-lock
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ORDER NO : 454028

Battery voltage 18,0V
Battery capacity 5,0 Ah
Cutting depth 62 mm
Depth of cut mitre cut with

guide rail S5 LT

Saw Diameter 165 mm

Size (WxLxH) 380x150x204 mm
Weight without battery 3,10 kg

Accessories: Plastic case + 2 x Li-lon batteries + Charger
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DGE 8-32 800 WATT VARIABLE HIGH-SPEED STRAIGHT GRINDER 630 €

ORDER NO : 522279

Power Consumption 800w

No-load Speed 10,600-32,000
rp/m

Max. sanding wheel 90 mm

Cable length 4,0 m.

Size (UXGXY) 380x83x83 mm

Weight 1,80 Kg

Accessories: Cardboard box + 1pc collet + 1pc collet wrench

MXE 1202 + WR2 140 1200 WATT 2-SPEED MIXER WITH 3-LEVEL SPEED SWITCH 435 €
2/18J1

Throttle switch

ORDER NO : 495921

Power Consumption 1200W

Max. Mixing paddle 140 mm

No Load speed 1st gear 0-210/325/530
rp/m

No Load speed 2nd gear DLl
rp/m

Cable length 4,0 m.

Size (WxLxH) 405x215x340 mm

Weight 4,80 kg

Accessories: Plastic case + 1pc WR2 140 Stirrer
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FLEX GAV.

CHE 2-28 SDS-PLUS UNIVERSAL ROTARY HAMMER DRILL, 2,5 KG, SDS-PLUS 355 €

ORDER NO : 413666

Power consumption 800w
Socket Type SDS-PLUS
Single impact energy (EPTA) 2,7

No Load speed 0-1.300 rp/m
Blows per minute 4.000 rp/m
Max. Drill hole in concrete 28 mm
Max. Drill hole in wood 30 mm
Max. Drill hole in steel 13 mm
Cable length 4,0 m.
Size 360x85x200 mm
Weight 2,65 Kg

Accessories: Plastic case + 1 piece of handle + 1 Tube of oil

CHE 5-40 SDS-MAX UNIVERSAL ROTARY HAMMER DRILL, 5 KG, SDS-MAX

1,000 €

ORDER NO : 439665

Power Consumption 1.150W
Socket Type SDS-MAX
Single impact energy 10J

No Load speed 0-350 rp/m
Blows per minute 1.300-2.900 rp/m
Max. Drill hole in concrete 40 mm
Drilling in the Wall 90 mm
Max. Drill hole in wood 32 mm
Max. Drill hole in steel 13 mm
Cable length 4,0m.

Size (UxGxY) 475x100x260 mm
Weight 6,40 Kg

Accessories: Plastic case + 1 piece of handle + 1 Tube of oil
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L 811125 ANGLE GRINDER, 125 MM

ORDER NO : 494682

Power Consumption 00w
No-load speed 11.500 rp/m
Max. sanding wheel 125 mm
Cable length 4,0 m.

Size (UXGxY) 300x75x105 mm
Weight 1.90 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

LE 9-11 125 UNIVERSAL 900 WATT ANGLE GHINDER, 125 MM 235 €

¢le|e & || ) 10H
ORDER NO : 512818

Power Consumption 900W
No-load speed 11.500 rp/m
Max. sanding wheel 125 mm
Shaft diameter M 14
Cable length 4.0 m.
Size (UxGxY) 300x75x105 mm
Weight 2.0 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

ORDER NO : 438340

Power Consumption 1.000W
No-load speed 11.500 rp/m
Max. sanding wheel 125 mm
Shaft diameter M 14
Cable length 4.0 m.

Size (UxGxY) 300x75x110 mm
Weight 2.0Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench
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Spindle-lock

ORDER NO : 492329

Power Consumption 1.400W
No-load speed 11.500 rp/m
Max. sanding wheel 125 mm
Shaft diameter M 14
Cable length 4.0 m.

Size (UxGxY) 295x75x110 mm
Weight 2.0Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

L 2200 230 ANGLE GRINDER, 230 MM 235 €

@ > 4L - .
I

R

Protection Soft start Spindle-lock

ORDER NO : 492280

Power Consumption 2.200W
No-load speed 6.500 rp/m
Max. sanding wheel 230 mm
Shaft diameter M 14
Cable length 4.0 m.

Size (UxGxY) 490x104x90 mm
Weight 5.40 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

LB 17 11125 1700 WATT ANGLE GHINDER WITH BRAKE, 125 MM 470 €

N at#»

Soft Start

sny rake
Speed Selection| | ""gack | | Protection stem

ORDER NO : 502022

Power Consumption 1,700W
No-load speed 2.800-11.500 rp/m
Max. sanding wheel 125 mm
Shaft diameter M 14

Cable length 4.0m.

Size (UxGxY) 340x77x105 mm
Weight 2.60 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

D 147




L 13-10 125-EC 1300 WATT ANGLE GRINDER WITH BRUSHLESS MOTOR, 126MM 325 €

ORDER NO : 512796

Power Consumption 1.300W
No-load speed 10.000 rp/m
Max. sanding wheel 125 mm
Shaft diameter M 14
Cable length 4.0 m.

Size (UxGxY) 295x75x110 mm
Weight 2.0 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

L 15-11 125 1500 WATT ANGLE GRINDER WITH SUPERIOR TORQUE, 125 MM 345 €

|2/ @ | & | e
ORDER NO : 447722
Power Consumption 1.500W
No-load speed 2.800-11.500 rp/m
Max. sanding wheel 125 mm
Shaft diameter M 14
Cable length 4.0 m.
Size (UXGxY) 310x75x105 mm
Weight 2.30 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench

L 26-6 230 2600 WATT ANGLE GRINDER, 230 MM

22| 2 e
ORDER NO : 436704

Power Consumption 2.600W
No-load speed 6.500 rp/m
Max. sanding wheel 230 mm
Shaft diameter M 14
Cable length 4.0 m.
Size (UxGxY) 500x106x145 mm
Weight 6.35 Kg

Accessories: Cardboard box + 1 handle + 1 visor + 1 wrench
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PE 14-2 150 POLISHFLEX, VARIABLE-SPEED POLISHER WITH A HIGH TORQUE 1,040 €

NI NI
ORDER NO : 376175

Power Consumption 1.400W

No-load speed 150-1.450 rp/m

Backing pad 150 mm

Cable length 4,0 m.

Size (UxGxY) 405x84x117 mm.

Weight 2.30 kg

Accessories: Plastic bag + 1 pc handle + 1 pc 150mm pad
holder + 1 pc Fiber towel + 3 pcs Pad + 2 pcs Polish

ORE 5-150 EC SET POWERFUL RANDO-ORBIT SANDER WITH SPEED CONTROL, 150MM 690 €

ORDER NO : 486817

Power Consumption 400W
No-load speed 4.000-10.000 rp/m
No-load speed 8.000-20.000 rp/m
Backing pad 150 mm
Orbital 5mm

Cable length 4,0m.

Size (UxGxY) 230x150x125 mm.
Weight 1.40 kg

Accessories: Cardboard box + 1 pc Soft, 1 pc Medium hard, 1
pc Hard Sandpaper Holder + 1 pc Filter

ORDER NO : 497258

Power Consumption 1.100W
No-load speed 0-2.700 rp/m
Orbit 28 mm
Max. Cutting depth in wood 230 mm
Max. material thickness in steel 20 mm
Cable length 4.0m.
Size (UxGxY) 510x94x170 mm.
Weight 3.60 kg

Accessories: Cardboard box + 3 piece of saw
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FLEX

CAMPAIGN: CHOOSE 3 DIFFERENT PRODUCTS, GET 3 BATTERIES AND CHARGERS AT AFFORDABLE PRICES
BATTERIES AND CHARGERS ARE NOT INCLUDED IN THE FOLLOWING CAMPAIGN PRODUCTS.

Order No: 491233

Order No: 530531 PD 2G 18.0-EC FS 55 BC/5.0 2-SPE- Order No: 520756
COMPACT 2-SPEED CORDLESS ' ED CORDLESS PERCUSSION DRILL ~ CORDLESS IMPACT WRENCH 18,0
DRILL DRIVER 18.0V 18,0V V WITH BIT EJECTOR
PRICE : 315 € PRICE : 445 € PRICE : 425 €

Order No: 491268 Order No: 530189 Order No: 492612
IW 1/2” 250 18.0-EC C CORDLESS = W 1/2” 950 18.0-EC C CORDLESS ' IW 3/4” 1.060 18.0-EC C CORDLESS
IMPACT WRENCH 18,0 V IMPACT WRENCH 18,0 V IMPACT WRENCH 18,0 V
PRICE : 425 € PRICE : 550 € PRICE : 570 €
=%
Order No: 499285 Order No: 491322
LBE 125 18.0-EC C CORDLESS Order No: 489794 CS 62 18.0-EC C CORDLESS
ANGLE GRINDER WITH VARIABLE JSB 18.0-EC C Cordless jigsaw CIRCULAR SAW WITH PENDULUM
SPEED AND BRAKE 18.0 V, 125MM 18.0V HOOD 18,0V

PRICE : 530 € PRICE : 490 € PRICE : 470 €
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GAV.

Order No: 491284 Order No: 491314
CHE 18.0-EC C CORDLESS ROTARY CHE 2-26 18.0-EC C CORDLESS ROTARY
HAMMER DRILL 18,0 V HAMMER DRILL 18,0V
PRICE : 470 € PRICE : 550 €

Order No: 515981 Order No: 491306
RS 29 18.0 C CORDLESS RECIPROCATING SAW WITH = RSP DW 18.0-EC C CORDLESS RECIPROCATING SAW
PENDULUM STROKE 18.0 V WITH PENDULUM STROKE 18.0 V
PRICE : 345 € PRICE : 470 €

BUY 3 DIFFERENT MACHINES
GET FREE 3 BATTERIES + 1 CHARGER + CARRYING BAG

AS A GIFT




GAV. FLEX

Product Order No Explanation Price €
‘ 445886 18V 2.5Ah 140
’ 445894 18V 5.0Ah 215
‘ 521078 18V 8.0Ah 360
b 417882 CA 10.8 /18.0 230/CEE CHARGER 129

L|-|<;N* ,»‘aa '|°|' 950nm @ @ "‘7'

Lithium-ion 3 Overload Restart Constant
technology Throttle switch Protection Torque Protection Drive Control

Soft Start

X% | | 18% BRSS 12" @ -

Anti-Kick Batte —
Spindle-lock Back k4 EC-Motor Technology Tool fixture Tool-Free L-BOXX

voltage

O 1O+ | B

Safety Brake Temperature Side
System Monitoring handgrip

L Ll Ji3

Pendulum
Stroke

Dust extraction

152




FLEX

1IN

ALY

{ )

o

ALk




GAV.

MINIATURE REGULATOR I/ MINIATURE REGULATOR 1/4’

154




. GAV. l

|§)A§l AE \. ' E.:"
ARFUSL
TIRE NPLATOR




GAV.
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A 4

9321 - 9322 - 9323 Applies to model sizes.

%

& -
9339 - 9340 Applies to model sizes.

282

9321 2:4 2,000 mm | 1,90 inox Alii. 138 €

9300 | 0,2:0,5 | 1,600 mm 0,43 inox Ali. 53,00 € 9322 4:6 2,000mm | 1,98 inox Al 141 €
9311 | 04+1 1,600mm | 0,57 inox Alii. 53,00 € 9323 6:8 | 2,000mm 2,28 inox Alii. 167 €
9312 1+2 1,600mm | 0,60 inox All. 57,00 € 9339 8:10 | 2,500mm | 3,43 inox All. 209 €
9313 2:3 1,600 mm 0,74 inox Al 63,00 € 9340 10:14 | 2,500 mm = 3,58 inox Ali. 230 €

156




GAV.

TECNA BALANCER TECNA BALANCER

140 196

220 240

)iS===]|
15

636
606

551

°e

e A e

CODE | CAPACITY | LENGHT | WEIGHT | ROPE BODY | PRICE/€ 9363

©20:25 | 2000mm | 929 | nox Al | 760€
9357 | 14:18 | 2000mm 626 | nox Al | 442€ 9364 | 25:30 2000mm 104 | inox Al | 775€
9358  18:22 2000mm 589 | inox | Al 453€ 935 | 30:35 2000mm 1014 | inox Al | 813€
9359 = 22:25 | 2,000mm 653 | nox | Al | 458€ 9366 | 35:45 2000mm 11,03  inox Al | 866€

— t5




TECNA BALANCER

9451 [= 9435 (%
9456 9444 o

I

636
o

9435 40:50 | 3,000mm | 2365 | inox Alii. 1,691 €
9436 50:60 | 3,000mm = 24,69 | inox Alii. 1,706 €
9441 60:70 | 3,000mm | 2556 | inox Alii. 1,859 €

ggg; gg;? 9442 | 70:80 | 3,000mm 2675 Fnox Ali, 1,949 €

9369 \ 9443 | 80:90 | 3,000mm | 27,90 | lnox | Al 2,079€
- 9444 | 80:100 | 3,000mm = 2846 | lnox | Al 2,221 €
9451* | 100+115 | 3,000 mm inox | Alil 2,950 €

9367 | 45:55 | 2,000mm | 11,03 inox | Alil. 939 € 9452* | 115:130 | 3,000 mm Inox | Al 3,000 €
9368 = 55:65 | 2,000mm 1187 | Inox | Al 939 € 9453* | 130-140 | 3,000 mm Inox | Alil. 3,050 €
9369 | 65:75 | 2,000mm | 12,67 inox Alii. 1,130 € 9454* | 140150 | 3,000 mm inox Alii. 3,200 €
9370 | 75:90 | 2,000mm 15,65 inox Alii. 1,220 € 9455* | 150+160 | 3,000 mm inox Alii. 3,350 €
9371 | 90:105 | 2,000mm 1658 | Inox | Al 1,295 € 9456* | 160-180 | 3,000 mm inox | Alil 3,500 €

* Starred products are made to order.
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TECNA BALANCER (WITH STOP) GAV BALANCER

-
7
9346 2:4 2,500mm | 3,14 inox Alii. 209 € BG-1 0,5+1 2,000mm | 040 inox Pls. 2%
9347 4:6 2,500mm | 3,32 inox Alii. 237 € BG-2 1:2 2,000mm | 045 inox Pls. 24%
9348 68 2,500mm | 3,38 inox Alii. 241 € BG-3 2:3 2,000mm | 0,60 inox Pls. 26%

— 15
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T CRNTTTTATS

V77 . . 74

@ Quantity/box 2 pcs. @ Quantity/box 90 pcs.

SPARE MANOMETER M
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GAV. SHAKD

SPECIFICATIONS SPECIFICATIONS SPECIFICATIONS

Air Inlet 1/4” Air Inlet 1/4” Air Inlet 1/4”
Filter 10 Micron Filter 10 Micron Filter 10 Micron
Working Pressure 0-10 Bar Working Pressure 0-10 Bar Working Pressure 0-10 Bar
Working Temperature | Max. 60°C Working Temperature | Max. 60°C Working Temperature | Max. 60°C
Water Capacity 150 ml. Water Capacity 150 ml. Water Capacity 150 ml.
Air Flow 2.080 Lt/Min. Air Flow 2.080 Lt/Min. Air Flow 2.600 Lt/Min.
Quantity/box 40 pcs Quantity/box 60 pcs Quantity/box 16 Pcs

LUBRICATOR 1/4” m m SPARE MANOMETER /9,50 $

SPECIFICATIONS
Air Inlet 1/4”
Filter 10 Micron

Working Pressure 0-10 Bar
Working Temperature = Max. 60°C

Water Capacity 150 ml.
Air Flow
Quantity/box 20 pcs

10 s




(63)

OUTLET

(247)

(203)

!
SPECIFICATIONS Water Discharge Water Discharge

Air Inlet 1/2”

Filter 10 Micron
Working Pressure 0-10 Bar
Working Temperature | Max. 60°C

AIR INLET IN TECHNICAL DRAWINGS IS FOR:
1/4” FRL-600A
1/2” UFR/L-04 igindir.

Water Capacity 150 ml.
Air Flow 2.600 Lt/Min.
Quantity/box 10 pcs

v \FUTERREGULATORA2/ 65 § I v-os \ LUBRICATOR 12" /50 § [ v \ PESERGUNORAR: /56 $
i

SPECIFICATIONS SPECIFICATIONS SPECIFICATIONS
Air Inlet 127 Air Inlet 1727 Air Inlet 127
Filter 10 Micron Filter 10 Micron Filter 10 Micron

Working Pressure 0-10 Bar
Working Temperature | Max. 60°C

Working Pressure 0-10 Bar
Working Temperature | Max. 60°C

Working Pressure 0-10 Bar
Working Temperature | Max. 60°C

Water Capacity 150 ml. Water Capacity 150 ml. Water Capacity 150 ml.
Air Flow 2.600 Lt/Min. Air Flow Air Flow 2.600 Lt/Min.
Quantity/box 16 pcs Quantity/box 16 pcs Quantity/box 25 pes
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GAV. SHAKD

SPECIFICATIONS SPECIFICATIONS

Air Inlet 3/4” Air Inlet 3/4”
Filter 10 Micron Filter 10 Micron
Working Pressure 0-10 Bar Working Pressure 0-10 Bar
Working Temperature | Max. 60°C Working Temperature | Max. 60°C
Water Capacity 150 ml. Water Capacity 150 ml.
Air Flow 7.940 Lt/Min. Air Flow 7.940 Lt/Min.
Quantity/box 4 pcs Quantity/box 8 pcs

m LUBRICATOR 3/4” @

SPECIFICATIONS

Air Inlet 3/4”
Filter 10 Micron
Working Pressure 0-10 Bar
Working Temperature | Max. 60°C
Water Capacity 150 ml.
Air Flow 7.940 L/Min.
Quantity/box 8 pcs
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SPECIFICATIONS Water Discharge Water Discharge
Air Inlet 17
Filter 10 Micron
Working Pressure 0-10 Bar AIR INLET IN TECHNICAL DRAWINGS IS FOR:
Working Temperature = Max. 60°C 1/4” FRL-600A
Water Capacity 150 ml. 1/2” UFR/L-04
Air Flow 8.200 Lt/Min.
Quantity/box 4 pcs

FILTER REGULATOR 1” @ m LUBRICATOR 1” m

SPECIFICATIONS SPECIFICATIONS
Air Inlet 17 Air Inlet 1”
Filter 10 Micron Filter 10 Micron

Working Pressure 0-10 Bar
Working Temperature = Max. 60°C

Working Pressure 0-10 Bar
Working Temperature = Max. 60°C

Water Capacity 150 ml. Water Capacity 150 ml.
Air Flow 8.200 Lt/Min, Air Flow 8.200 Lt/Min.
Quantity/box 8 pcs Quantity/box 4 pcs

— 10
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GAV,
N e

Operating pressure : 7 - 10 Bar
Working temperature: -10, +60 °C

GAV-04 2,5mm 4mm 50 200 0,258 91,50
GAV-06 4mm 6mm 50 200 0,43 86,00
GAV-08 5mm 8 mm 50 100 0,79 79,00
GAV-085 5,5mm gmm 50 100 0,69 69,00
GAV-10 6.5mm 10 mm 50 100 1,12 112,00
GAV-12 gmm 12mm 50 100 1,64 164,00
GAV-16 12mm 16 mm 50 100 2,42 242,00
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GAV.

‘ POLYURETHANE SPIRAL AIR HOSE ‘

AT Iy

WY i

Working temperature: -10, +60 °C

GAV-081
GAV-082
GAV-101
GAV-102
GAV-121
GAV-122
GAV 161
GAV 162

5x8x7.5mt.
5x8x15mt.
6.5x10x 7.5 mt.
6.5x10x 15 mt.
8x12x7.5mt.
8x12x15 mt.
11x16x 7.5 mt.
11x16 x 15 mt.

50
30
40
20
40
20

1

1

9,00
14,00
11,00
19,00
15,00
26,50
37,00
65,00

‘ RECOMMENDED ACCESSORIES ‘

Air Tools

Polyurethane Spiral Air Hose

Conditioner and Oil Conditioner
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170

NG

AUTOMATIC PULLING MECHANISM

Hose Material: PVC

Air Hose Length: 12 Mt.

Hose Diameter: 6,5x 10 mm
Housing: Composite Plastics
Working Pressure: 12 Bar

Fixed Hose Holder: 1 M.
Quantity/box: 4

AUTOMATIC PULLING MECHANISM

Hose Material: PVC

Air Hose Length: 10 M.

Hose Diameter: 8x12 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 M.
Quantity/box: 4

AUTOMATIC PULLING MECHANISM

Hose Material: PVC

Air Hose Length: 15 M.

Hose Diameter: 8x12 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 M.
Quantity/box: 1




GAV.

BAV MH-0820 AIR HOSE REEL 190 §

AUTOMATIC PULLING MECHANISM

Hose Material: PVC

Air Hose Length: 20 M.

Hose Diameter: 8x12mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 M.
Quantity/box: 1

AUTOMATIC PULLING MECHANISM

Hose Material: PVC

Air Hose Length: 20 M.

Hose Diameter: 10x 16 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1M.
Quantity/box: 1

Cable reel 3x1,5

Hose Length 12 M.

Hose material Rubber
Housing Plastic
Accessory Metal Hanging Device
Socket 230V

Fixed Hose Holder 1 M.
Quantity/box 4

17




GAV.

AUTOMATIC PULLING MECHANISM

Hose Material: Braided PVC
Air Hose Length: 6 Mt.

Hose Diameter: 6,5x10 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 Mt.
Quantity/box: 4

AIR HOSE REEL 158 §

AUTOMATIC PULLING MECHANISM

Hose Material: Braided PVC
Air Hose Length: 10 Mt.

Hose Diameter: 8x12 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 Mt.
Quantity/box: 4

AUTOMATIC PULLING MECHANISM

Hose Material: Braided PVC
Air Hose Length: 15 Mt.

Hose Diameter: 8x12 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 Mt.
Quantity/box: 4
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GAV.

CNT D

AUTOMATIC PULLING MECHANISM
Hose Material: Braided PVC
Air Hose Length: 15 Mt.
Hose Diameter: 9,5x13,5 mm
Housing: Composite Plastic
Working Pressure: 12 Bar
Fixed Hose Holder: 1 Mt.
Quantity/box: 4

Cable reel 3x1,5

Hose Length 17 M.

Hose material Rubber
Housing Plastic
Accessory Metal Hanging Device
Socket 230V

Fixed Hose Holder 1 M.
Quantity/box 4

— 1
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MAJOR PLUS

Automatic spring rewinding

Plastic outer casing

Steel swivelling wall bracket

Ratchet stop device easilly inspectable and remo-

vable by the end user

» Different hose lengths and dimensions are avaible

* Inlet and outer fittings sizes 1/4” &3/8”GAS
according to the hose

e CE approved

821100 @ 8x12mm| 15m 1/4"F 1/4'M | 15bar =~ Max.15bar Max.40°C 51Kg 42x39x23 270
821300 10x15mm 14+1m 3/8'F | 3/8'M | 15bar = Max.15 bar Max.40°C 56Kg 42x39x23 320

m AIR HOSE REEL OPTIONAL SLOW MOTION ﬂ

e QOptional slow motion is avaible
only for 821100&821300 mo-
dels
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COMPACT

*  Automatic spring rewinding

e Plastic outer casing

o Steel swivelling wall bracket

e Ratchet stop device easilly inspectable and remo-
vable by the end user

» Different hose lengths and dimensions are avaible

* Inlet and outer fittings sizes 1/4” GAS according
to the hose

e CE approved

Note: Optional slow motion is avaible only for
707230 models.

Diame- Outer Max Water Dlmen-

808075 &xi2mm 12m  UA'F  U4'M  15bar | Max15 bar ‘Max 40°C 4.1 Kg ‘36x33x21‘

MEGA

¢ Automatic spring rewinding
¢ Plastic outer casing

e Steel swivelling wall bracket

Ratchet stop device easilly inspectable and remo-

vable by the end user

¢ Different hose lengths and dimensions are avaible

e Inlet and outer fittings sizes 1/4” &3/8"GAS
according to the hose

e CE approved

Diameter Inlet Outer Max Air Water | Dimen-
hose collet | collet | pressure temp. sions

880100 10x15mm 20m | 38F &M 15bar  Max15bar Max 40°C 83Kg

Code Length Weight kg | Price €

“o

— 17
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AUTOMATIC PULLING MECHANISM

Hose Material: Braided PVC
Air Hose Length: 15 Mt.

Hose Diameter: 1/2”
Housing: Composite Plastic
Working Pressure: 6 Bar

Fixed Hose Holder: 1 Mt.
Quantity/box: 1

AUTOMATIC PULLING MECHANISM

Hose Material: Braided PVC
Air Hose Length: 20 Mt.

Hose Diameter: 1/2”
Housing: Composite Plastic
Working Pressure: 6 Bar

Fixed Hose Holder: 1 Mt.
Quantity/box: 1

AUTOMATIC PULLING MECHANISM

Hose Material: Braided PVC
Air Hose Length: 30 Mt.

Hose Diameter: 1/2”
Housing: Composite Plastic
Working Pressure: 6 Bar

Fixed Hose Holder: 1 M.
Quantity/box: 1
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GAV.

COUPLING MALE HOUSING

'SERIE: 150 DIN7,2=40mm? -20°C/+100°C

‘ QC 14 GMS B ‘ 1/4” Coupling Male Housing ‘ 4,60 € ‘
QC38GM B ~ /8’ Coupling Male Housing ~~~ 4,60€
QC 12GMT B ~ 1/2 Coupling Male Housing ~~ 5,20€

COUPLING HOSE HOUSING

‘ SERIE: 150 DIN 7,2 =40 mm? -20°C/+100°C

QC06 HBB 6 mm Coupling Hose Housing 4,80 €
QC 08 HB B 8 mm Coupling Hose Housing 4,80 €
QC10HBB 10 mm Coupling Hose Housing 5,00 €
QC13HBB 13 mm Coupling Hose Housing 5,00 €

COUPLING FEMALE END

SERIE: 150 DIN 7,2 =40 mm? -20°C/+100°C

i

PL14 GF B \ G 1/4” Coupling Female End \ 1.40€
‘PL38GFB \ G 3/8” Coupling Female End \ 1.65¢€ \
‘PL12GFB \ G 1/2” Coupling Female End \ 2.95€ \
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GAV,

'SERIE: 150 DIN7,2=40mm? -20°C/+100°C |

1

QC 14 GF B ‘ 1/4” Goupling Female Housing ‘
‘ QC 38 GF B ‘ 3/8” Coupling Female Housing ‘ 5,00€ ‘
‘ QC12GFB ‘ 1/2” Coupling Female Housing ‘ 5,00€ ‘

HOSE HOLDER ‘
SERIE: 150 DIN7,2=40 mm? -20°C/+100°C
“““

PL6 HB B 6 mm Hose Holder 0.95€
PL8 HBB 8 mm Hose Holder 0.95 €
PL10HB B 10 mm Hose Holder 1,05 €
PL13HB B 13 mm Hose Holder 1.35€

COUPLING MALE END ‘

‘ SERIE: 150 DIN 7,2 =40 mm? -20°C/+100°C

{

PL 14 GMS B \ G 1/4” Coupling Male End 1.50€
\ PL 38 GM B \ G 3/8” Coupling Male End \ 1.65¢€ \
\ PL 12 GMT B \ G 1/2” Coupling Male End \ 3,50 € \

— 1
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G AV
IMPACT SOCKET 3/8” IMPACT SOCKET (LONG) 3/8”

L '
L
N o l )
L | Y 0;31 /‘%ﬁz
s L1 s

[ 0 [0
19 30 12 40 20 3,8 4356306 119 63 20 100 20 7,50

43506 6 6
43507 7 128 19 30 12 40 20 3,8 4356307 7 12819 63 20 100 20 7,50
8 8

43508 4 19 30 12 40 20 3,8 4356308 1419 63 20 100 20 7,50
43509 9 152 19 30 12 40 20 3,8 4356309 9 152 19 63 20 100 20 7,90
43510 10 165 19 30 12 40 20 3,85 4356310 10 165 19 63 20 9% 20 7,50
43511 11 177 19 30 12 40 20 3,85 4356311 11 17719 63 20 88 20 17,50
4312 12 .19 19 30 12 40 20 3,8 4356312 12 19 19 63 20 86 20 17,80
43513 13 202 22 30 12 3% 20 3,8 4356313 13 202 22 63 20 123 20 7,50
43514 14 215 22 30 12 55 20 3,8 4356314 14 21522 63 20 116 20 7,50
43515 15 22 22 30 15 56 20 4,30 4356315 15 22 22 63 27 110 20 7,70
43516 16 240 22 30 15 62 20 4,30 4356316 16 24 22 63 19 127 20 7,70
43517 17 262 22 30 15 64 20 4,60 4356317 17 252 22 63 18 150 20 8,70
43518 18 260 22 30 16 68 20 4,60 4356318 18 26 22 63 17 138 20 9,60
43519 19 277 2 30 15 68 20 5,00 4356319 19 277 22 63 18 162 20 9,60
43520 20 280 22 30 15 62 20 548 4356320 20 28 22 63 20 155 20 9,60
43521 21 300 22 30 15 75 20 548 4356321 21 30 22 63 20 178 20 11,00
43522 22 320 22 30 15 86 20 58 4356322 2 190 20 11,00

2 2 2 8 20
IMPACT EXTENSION BAR 3/8" IMPACT ADAPTER BALL TYPE

[T [T
8043075MPB. 3 %19 75 10 810 80932MPB 38" 14" 22 32 30 10 410
8043125MPB. & 126 19 80 10 10,30 80934 MPB  3/8” 1/2" 22 36 60 10 550

IMPACT UNIVERSAL JOINT 3/8"
(]

80531MPB 24 50 87 10 19,00
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IMPACT SOCKET 1/2” IMPACT SOCKET (LONG) 1/2”

o] obe o E—
@ ==z =R VA
[ [
4508 8 15 24 38 12 60 10 345 4458508 8 15 24 78 21 136 10 7,50
4509 9 16 24 38 12 60 10 345 4458509 9 16 24 78 21 140 10 7,50
4510 10 175 24 38 12 64 10 345 4458510 10 175 24 78 21 148 10 7,50
M511 11 185 24 38 12 66 10 3,45 4458511 11 185 24 78 21 150 10 7,50
M512 12 195 24 38 12 66 10 3,45 4458512 112 195 24 78 26 154 10 7,50
44513 13 205 24 38 14 67 10 345 4458513 13 205 24 78 33 151 10 7,50
4514 14 2 24 38 14 69 10 345 4458514 14 22 24 78 33 150 10 7,50
44515 15 24 24 38 14 75 10 345 4458515 15 24 24 78 34 164 10 7,50
4516 16 24 24 38 15 72 10 3,60 4458516 16 24 24 78 33 157 10 7,50
4517 17 26 2 38 15 90 10 3,70 4458517 17 26 26 78 33 190 10 7,50
44518 18 28 26 38 15 110 10 440 4458518 18 28 26 78 35 25 10 7,80
4519 19 28 28 38 15 104 10 440 4458519 19 28 28 78 34 24 10 7,80
4520 20 30 30 38 15 124 10 490 4458520 120 30 30 78 34 255 10 8,80
4501 21 30 30 38 15 117 10 5,00 4458521 21 30 30 78 34 243 10 8,80
4522 2232 30 38 16 130 10 570 4458522 122 32 30 78 33 218 10 10,20
44523 23 34 30 38 15 141 10 6,00 4458523 23 34 30 78 34 313 10 10,60
44524 24 34 30 38 16 135 10 630 4458524 124 34 30 78 30 296 10 10,60
455 25 3% 30 38 16 145 10 7,20 4458525 25 36 30 78 33 331 10 11,20
4526 26 36 30 38 15 143 10 7,20 4458526 126 36 30 78 30 321 10 11,60
4507 27 38 30 42 18 167 10 7,20 4458507 27 38 30 78 30 353 10 12,00
4508 28 40 30 42 18 190 10 8,00 4458508 128 40 30 78 32 391 10 12,80
4529 29 42 30 42 18 185 10 850 4458529 29 42 30 78 33 439 10 12,80
453 30 42 30 42 18 192 10 9,00 4458530 130 42 30 78 33 434 10 1520
4453 32 44 30 44 19 213 10 9,70 4458532 32 44 30 78 30 457 10 15,80
183




AV.

IMPACT INCHES SOCKET 1/2”

. I T
oD1 oD2
1o Lt

s B

o |5 ol 1] o5 mn s

TG TS %6 % T8 3 195 10 8A0

IMPACT ADAPTER BALL TYPE

D (L |S535 | Price$
80943MPB 12" 3/8" 26 38 60 10 6,40

Code |Female| Male

80946 MPB 12" 34

0 4 152 10 12,40

SPECIAL IMPACT SOCKET FOR MERCEDES 1/2”

For Mercedes - Benz S Class

EDDCINE L

458517MB 17 31 39 85 230 1 2530

IMPACT UNIVERSAL JOINT 1/2”

e | D | L | SRO M Prias
N

CB0G4TMPE 30 5 10 00

IMPACT EXTENSION BAR 1/2"

I

| Gate L) | L LD | S0 e
8044075MPB ¥ 752 9% 10 8,60
8044125MPB 5" 125 25 140 10 9,50

8044250 MPB 10" 250 26 @ 440 5

IMPACT TORX SOCKET (FE) 1/2"

e lo]ee e ole= ol

44610 E10 135 26 38 13 67 10 7,00
44612 E12 155 25 38 13 69 10 7,00
44614 E14 175 25 38 13 71 10 7,00
44616 E16 196 26 38 13 76 10 7,00
44618 E18 218 30 38 15 79 10 8,00
44620 E20 238 30 38 15 118 10 8,50
44622 E22 265 30 38 16 119 10 9,00
44624  E24 283 30 38 18 120 10 9,40

15,00
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IMPACT TORX SOCKET 1/2” IMPACT TORX BIT SOCKET 1/2"

24606020
24606025
24606027
24606030
24606040
24606045
24606050
24606055
24606060
24606070

IMPACT HEX BIT SOCKET 1/2" IMPACT HEX BIT SOCKET (LONG) 1/2”

Mo

24406004
24406005
24406006
24406008
24406010
24406012
24406014
24406017
24406019

»—

120
125
T27
T30
T40
T45
750
755
160
170

o o o1

10
12
14
17
19

25
25
25
25
25
25
25
25
25
25

25
25
25
25
25
25
25
25
25

60
60
60
60
60
60
60
60
60

60
60
60
60
60
60
60
60
60
60

70
70
70
70
70
75
75
85
95
110

70
70
70
75
85
95
110
160
175

[C
10
10
10
10
10
10
10
10
10
10

[

10
10
10
10
10
10
10
10
10

10,40
10,40
10,40
10,40
10,40
10,70
11,10
11,10
11,20
12,20

9,00
9,00
9,00
10,00
10,00
10,00
10,00
10,00
12,30

246010020
246010025
246010027
246010030
246010040
246010045
246010050
246010055
246010060
246010070

244010004
244010005
244010006
244010008
244010010
244010012
244010014
244010017
244010019

120
125
T27
T30
T40
T45
750
155
760
170

o o o1

10
12
14
17
19

25
25
25
25
25
25
25
25
25
25

25
25
25
25
25
25
25
25
25

100
100
100
100
100
100
100
100
100
100

100
100
100
100
100
100
100
100
100

92

92

92
102
110
110
115
120
130
150

105
110
110
147
162
172
190
240
285

[1

10
10
10
10
10
10
10
10
10

o

17,60
17,60
17,60
18,30
18,30
18,30
18,30
18,30
19,00
19,00

16,40
16,40
16,40
17,20
17,20
17,20
17,20
19,40
22,40
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AV
TWIST SOCKET (FE) TWIST SOCKET 1/2”

[ [
: : 91034008 & 15 24 A4 95 10 15,80
91034010 10 15 24 M 52 10 15,80
91034011 11 165 24 34 95 10 15,80

91034012 12 18 24 57 10 15,80
91034013 13 205 24 34 64 10 1580

For removing defective nuts and bolts
Made of chrome molybdenum steel

& 91034014 14 22 24 3 63 10 17,40
91034K | 1/2” 10 pieces of twist socket (FE) 1 | 126,50 A0S | 15 | 225 24 | 3 64 10 1140
Size: 10; 11: 12: 13: 14: 15: 16: 17, 91034016 16 23 24 34 62 10 17,40
19 mm
91034017 17 24 24 34 65 10 17,40
Tommy bar (Lenght) 80 mm.

91034019 19 26 25 34 68 10 19,00

IMPACT SOCKET (FE) 1/2” 91034021 21 30 27 M 94 10 19,00

91034022 22 35 271 M 84 10 20,50

91034027 27 37 27 3% 140 10 23,70
6PT BUDD WHEEL IMPACT SOCKET

For alloy wheels

! 81025MPB + 1/4” 14" 13 35 20 10 12,60
4032K 1/2” 3 pieces Impact Socket (FE) 14420 81032MPB  1/4” 3/8” 19 40 37 10 14,20
Size: 17,19, 21mm. (Lenght 85 mm.) 81045MPB /4" 1/ 24 38 50 10 14,40
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IMPACT SOCKET 3/4" IMPACT SOCKET (LONG) 3/4”

46517
46518
46519
46520
46521
46522
46523
46524
46525
46526
46527
46528
46529
46530
46532
46533
46534
46535
46536
46538
46541
46546
46550
46555
46560
46565
46570

17
18
19
20
21
22
23
24
25
26
2
28
29
30
32
33
34
35
36
38
4
46
50
95
60
65
70

29
30
32
33
35
36
38
39
4
4
42
44
46
46
48
50
52
52
54
56
60
66
A
7
84
88
96

44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
54
o4
o4
54
o4
o4

51
o1
51
51
o1
51
51
51
54
54
o4
54
o4
o4
o7
57
o7
o7
57
57
58
63
68
73
75
78
84

350
M
338
336
356
353
358
368
382
382
388
408
420
410
450
476
516
500
520
550
616
731
1060
1227
1426
1536
1852

_L_L_L_L_A._L_L_A._L_L_A._L_L_L_L_L_L_L_L_L_L_L_L_L_L_L_L@

14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
14,00
15,50
15,50
15,50
16,10
16,60
17,50
20,00
30,40
32,90
31,00
46,00
99,70
75,00

46510017
46510018
46510019
46510020
46510021
46510022
46510023
46510024
46510025
46510026
46510027
46510028
46510029
46510030
46510032
46510033
46510034
46510035
46510036
46510038
46510041
46510046
46510050
46510055
46510060
46510065
46510070

17
18
19
20
21
22
23
24
25
26
27
28
29
30
32
33
34
35
36
38
41
46
50
55
60
65
70

29
30
32
32
35
36
38
39
4
4
42
44
46
46
48
50
52
52
o4
54
60
66
A
7
84
88
96

44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
44
o4
54
o4
o4
54

90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
100
100
90
90

572
538
584
590
602
596
642
634
636
628
624
654
704
693
2
780
838
1
818
846
950
1068
1344
1452
1590
1670
1890

20,70
20,70
20,70
20,70
20,70
20,70
20,70
20,70
20,70
20,70
20,70
21,30
21,80
21,90
21,90
23,60
23,60
26,60
26,60
29,00
34,50
38,00
41,00
98,50
71,00
79,00
86,00
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AV
APT BUDD WHEEL IMPACT SOCKET 3/4” IMPACT ADAPTER BALL TYPE

' sEgly h

-

[T
46121 21 42 42 51 28 143 122,00
4619019 19 37 40 90 28 170 1 31,50 [T
4619021 21 37 40 90 28 180 1 31,50 809%4MPB 34" 1/2" 44 58 332 2 16,80

oG8 MPB 34" 1" 44 63 434 2 22,20

12PT BUDD WHEEL IMPACT SOCKET 3/4"

' @ I . IMPACT EXTENSION BAR 3/4"

,_
Q
o
]

i

- ™ —
46827 27 | 42 44 54 |18 3N 1 15,80
46830 | 30 46 44 | 54 17 402 1 18,90
46832 32 48 44 57 18 434 1 18,90 _
46836 36 54 44 57 20 529 1 22,00

IMPACT ADAPTER BALL TYPE 3/47X 1/2"

§o46100mPB 4 Ll 100 600 2 21,00

8046150 MPB 6 M 150 700 2 32,00

§0d6t7oMPB | T 44 175 800 2 31,40
80901 MY

§46200mMPB - & i 200 880 2 38,00

8046250 MPB 10 4 260 1060 2 43,50

80900MGA 34 12’ 22,50

80901MY 4 1) 7.80 8046330MPB 13 M B0 1260 2 98,00
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<

IMPACT TORX SOCKET 3/4” IMPACT UNIVERSAL JOINT 3/4"

4665020
4665022
4665024
4665026
4665028

46410060
46410070
46410080
46410090
464100100

E20
E22
E24
E26
E28

IMPACT TORX SOCKET 3/4”

[

160
170
180
190
7100

28,80
31,30
32,50
35,00
36,30

44
44
44
44
44

44
44
44
44
44

110
110
110
110
110

100
100
100
100
100

310
390
390
460
465

530
540
570
580
600

48,00
48,00
48,00
48,00
48,00

33,90
33,90
33,90
34,00
34,80

80561 MPB

44

90

600

(L
1

IMPACT HEX BIT SOCKET 3/4"

99,00

2649014
2649017
2649019
2649021
2649022
2649024
2649027
2649030
2649032
2649036

14
17
19
21
22
24
2
30
32
36

44
44
44
44
44
44
44
44
44
44

100
100
100
100
100
100
100
100
100
100

530
950
950
570
590
610
640
700
730
850

l\)l\)l\)l\)l\)l\)l\)l\)l\)l\)@

33,00
33,00
33,00
33,00
33,00
35,50
35,50
35,50
39,00
41,00
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G AV
IMPACT SOCKET 1” IMPACT SOCKET (LONG) 1"

L
T T
@D1 a2
4 Lt
s 2]

215,00 48513590 90 124 86 140 100 = 5750
240,00 48513595 95 130 86 140 100 5932

410,00
480,00

4859 | 95 130 86 105 50 4474
485100 100 135 86 105 60 4210

1 [
450 21 3% 54 58 17 56 1 2080 4gsi0021 21 3 54 0 3 84 1 20,00
48522 22 39 54 S8 17 583 1 2050 4851002 22 39 54 90 37 &4 1 21,00
23 23 4154 B 17 56 1 W gesgm g3 41 54 %0 % g6 1 27,00
jzggg ;g 22 Zj 2: 1; 222 1 zg:g 451004 24 42 54 %0 3 88 1 21,00
W % 4 s s 7 s 1 wm | B0 B 8 50 @ w1 aw
@ 7 4 s s 17 6 1 ws | MS005 % 46 5 0 I e 1 2
W58 28 47 54 58 17 60 1 50 451007 27 46 54 %0 3 915 1 27,00
529 29 45 54 58 18 608 1 2050 4g510028 28 47 54 %0 3 90 1 2800
48530 30 49 54 62 18 62 1 2050 18510029 29 48 54 90 37 %4 1 28,00
% 32 52 MG 18 679 1 WS esen 30 49 54 0 37 ©8 1 280
j:ggi zj :j Zj 22 :2 2:2 1 izgg 51002 32 52 54 %0 3 %9 1 3000
e e R AR R AR AR 1
W% B % 5 B 19 70 1 w00 M 5 5 @ w90 1 30
W57 % 5 54 65 19 T8 1 2600 451005 35 55 54 90 35 955 1 33,00
1953 3B 58 54 65 31 744 1 200 4g5100% 36 56 54 90 35 972 1 3350
48541 41 61 54 68 33 805 1 27,00 48510038 38 58 54 95 57 1065 1 3850
462 o4 0 31 82 1 B0 esionn 41 61 54 95 58 1169 1 4150
j:g:g :g gi Zj ;g gg 1??2 1 gggg 451006 46 68 54 95 58 130 1 4750
w5 T s 7w i 4 me | 0 7 B0 8 16 1 55
@5 55 8 5 8 & s 1 me | 50065 %5 80 54 105 68 180 1 7300
M50 60 8 54 &7 45 168 1 G500 | 48510060 60 86 54 110 72 2120 1 9550
4565 65 % 54 90 49 1850 1 7250 | 4G512065 65 92 54 115 76 2468 1 123,00
48570 70 97 54 93 51 204 1 98,00 48513570 70 97 54 120 80 2984 1 157,00
48575 | 75 | 104| 86 | 95 | 55 | 3276 | 1 | 131,00 A513575 75 104 85 135 o7 4284 1 185,00
j:g:g :2 HE 22 19050 zg :’:?2 1 1‘;’33‘; 4513500 80 112 86 135 9 5130 1 21400
w0 w0 s 5 6 4o 4 g EUES B T8 8 M0 10 40 1 a0

1 1

: 1
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IMPACT SOCKET 1" IMPACT EXTENSION BAR 1"

L
Q;F 7%2
s ke o

[J
1

4851.7.16 1716”44 54 68 25 720 40,00

4PT BUDD WHEEL IMPACT SOCKET 1" =
8048100MPB 4" 54 100 1000 2 49,00
8048150MPB 6" 54 150 1170 2 57,00
: 8048175MPB 7' 54 175 1350 2 60,00
© %Lr 804820MPB 8 54 200 1520 2 67,00
= - L 8MB50MPB 10" | 54 250 180 2 80,00
= B048330MPB. 13" | 54 330 2700 2 98,00

[
B9 19 4 54 58 25 600 1 3790 IMPACT UNIVERSAL JOINT 1”
121 21 44 54 58 25 60 1 3790
419019 19 42 54 100 65 860 1 38,00
419021 21 44 54 100 68 1020 1 38,00

IMPACT HEX BIT SOCKET 1"

|

; |

80581 MPB o4 115 1600 1 135,00

J IMPACT ADAPTER BALL TYPE 1"

20510014 14 5 100 579 2 39,10

20510017 17 54 100 689 2 39,10

20510019 19 54 100 72 2 39,10

2851021 21 54 100 745 2 39,10

20510022 22 54 100 760 2 39,10

20510024 24 54 100 806 2 40,50

20510027 27 54 100 865 2 41,00

20510030 30 54 100 99 2 44,00

20510032 32 54 100 982 2 44,00 ]
2

28510036 36 54 100 1102 46,00 80986 MPB 1" 34" 54 70 560 1 25,00
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AV.

IMPACT SOCKET 1.1/2" IMPACT SOCKET (LONG) 1.1/2"

192

o

412536
412541

412546
412550
412555
412560
412565
412570
412575
412580
412585

412590
412595

4125100
4125105
4125110
4125115
4125120
4125125
4125130

@D2

Lt

L1

2250
2233
2325
2100
2525
2650
2483
3300
4000
4175
5000
5175
7700
8150
9100
10100
10800
11750
12300
13000

[ O
1 236,00
1 236,00
1 236,00
1 248,00
1 255,00
1 265,00
1 282,00
1 311,00
1 340,00
1 388,00
1 435,00
1 475,00
1 535,00
1 580,00
1 670,00
1 680,00
1 850,00
1 935,00
1 1,195,00
1 1,700,00

412541 L
412546 L
412550 L
412555 L
412560 L
412565 L
412570 L
412575 L
412580 L
412585 L
412590 L
4125% L
4125100 L
4125105 L
4125110 L
4125115 L
4125120 L
4125125 L
4125130 L

120
125
130

115
115
115
140
150
150
160
170
170
170
170
180
190
210
210
210
210
220
220

i g

f N
6:2)1 4{2)[[)2
L1
[J
3500 1 425,00
3390 1 435,00
3840 1 455,00
3840 1 455,00
V(R 485,00
4430 1 615,00
5100 1 660,00
6180 1 720,00
6550 1 720,00
7750 1 800,00
7880 1 890,00
11300 1 1,000,00
13190 1 1,040,00
12940 1 1,100,00
15550 1 1,200,00
16600 1 1,320,00
18600 1 1,450,00
23000 1 1,620,00
24500 1 1,800,00

IMPACT ADAPTER BALL TYPE

809612 MPB
809128 MPB

1))
1-1/2”

1-12"

1!’

54
86

90
100

1110
2102

[J
1
1

99,00
175,00
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CHARGEABLE LED LIGHT

LED

BATTERY

LIGHT Side Light Max.

ouT Side Light Min.
Peak Light Max.

LIGHT Side Light Max.

DISTANCE Side Light Min.
Peak Light Max.

WORK Side Light Max.

TIME Side Light Min.
Peak Light Max.

WATER RESISTANCE

IMPACT RESISTANCE

CHARGING TIME (Approx.)

MAGNET

LENGTH

WIDTH

LED

BATTERY

LIGHT Side Light Max.

ouT Side Light Min.
Peak Light Max.

LIGHT Side Light Max.

DISTANCE Side Light Min.
Peak Light Max.

WORK Side Light Max.

TIME Side Light Min.
Peak Light Max.

WATER RESISTANCE

IMPACT RESISTANCE

CHARGING TIME (Approx.)

MAGNET

LENGTH

WIDTH

2W COB +
1W TOSHIBA SMD

3.7V 750 mAh 14500
Li-ion
110 Lumen
30 Lumen
60 Lumen
13 mt.
g mt.
35 mt.
2 Hour
6,5 Hour
3,5 Hour
[PX0
15m
2 Hour
5V/A Charger
Yes
153 mm.
30 mm.

69 $

5W 0B +
1W SMD 3030

3.7V 4400 mAh
Li-ion
420 Lumen
120 Lumen
45 Lumen
25 mt.
14 mt.
35 mt.
3 Hour
10 Hour
25 Hour
IPX0
15m
4.5 Hour
5V/2A Charger
Yes

217 mm.
59 mm.




66846

LED

BATTERY

LIGHT Side Light Max.

ouT Side Light Min.
Peak Light Max.

LIGHT Side Light Max.

DISTANCE Side Light Min.
Peak Light Max.

WORK Side Light Max.

TIME Side Light Min.
Peak Light Max.

WATER RESISTANCE

IMPACT RESISTANCE

CHARGING TIME (Approx.)

MAGNET

LENGTH

WIDTH

66847

LED

BATTERY

LIGHT Side Light Max.

ouT Side Light Min.
Peak Light Max.

LIGHT Side Light Max.

DISTANCE Side Light Min.
Peak Light Max.

WORK Side Light Max.

TIME Side Light Min.
Peak Light Max.

WATER RESISTANCE

IMPACT RESISTANCE

CHARGING TIME (Approx.)

MAGNET

LENGTH

WIDTH

10W SMD LED +6000-6500 K
1W SMD LED +6000-6500 K

3.7V 4400 mAh
Li-ion
420 Lumen
120 Lumen
40 Lumen

3 Hour

8 Hour

35 Hour
IPX4
1,5m

4 Hour

5V/2A Charger

Yes

190 mm.

60 mm.

5WCOB +
1W SMD 3030

3.7V 4400 mAh
Li-ion
240 Lumen
70 Lumen
45 Lumen
20 mt.
10 mt.
24 mt.
3 Hour
10 Hour
13 Hour
IP54
1,5m
4.5 Hour
5V/2A Charger
Yes

163 mm.
52 mm.

CHARGEABLE LED LIGHT

CHARGEABLE LED LIGHT
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66848

CHARGEABLE LED LIGHT

LED

BATTERY

LIGHT Side Light Max.

ouT Side Light Min.
Peak Light Max.

LIGHT Side Light Max.

DISTANCE Side Light Min.
Peak Light Max.

WORK Side Light Max.

TIME Side Light Min.
Peak Light Max.

WATER RESISTANCE

IMPACT RESISTANGE

CHARGING TIME (About)

MAGNET

LENGTH

WIDTH

4

5W SMD LED +6000-6500 K
1W SMD LED +6000-6500 K

3.7V1000 mAh
Polymer Battery

110 Lumen
30 Lumen
40 Lumen

2,5 Hour
8 Hour

45 Hour
IPX4
1,5m
2 Hour

5V/1A Charger
Yes
116 mm.
48 mm.
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PNEUNATIC
TYSE PITTINGS




GAV.

PNEUMATIC TUBE FITTINGS

Features :

*  One touch push to connect configuration allows an instant connection

Smooth edge release sleeve design facilities a quick tubing disconnection
Pre applied sealant on all external the reads eliminates the additional sealing requirement
Interal and/of external flat to flat hexagonal configurations for both metric and inch specifications

Aesthetically pleasing nickel plated metallic optional feature ensures anticorrosion and
anti containation properties of an extended product life.

Lock claw
Release sleeve
T
K W
Collar
Back ring
U packing Brass body

Specifications:
Fluid type Air vacuum
Operating pressure 0~10,2 Kgf / cm? (0 ~ 1,0 Mpa)
Negative pressure -750 mm Hg (10 Torr)
Operating temperature range 0~60°C
Tube material Polyurethane
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GAV.

TUBE FITTING FEMALE

]
PCF 04-01 G1/8"- 4 200 0,95
PCF 04-02 G1/4" - 4 100 1,30
PCF 06-01 G1/8" -6 100 1,00
PCF 06-02 G1/4"-6 100 1,38
PCF 06-03 G3/8"- 6 100 1,90
PCF 06-04 G1/2"-6 100 2,30
PCF 08-01 G1/8"- 8 100 1,05
PCF 08-02 G1/4" -8 100 1,40
PCF 08-03 G3/8"- 8 100 1,95
PCF 08-04 G1/2" -8 100 2,35
PCF 10-01 G1/8"-10 100 1,60
PCF 10-02 G1/4"-10 100 1,70
PCF 10-03 G3/8"-10 100 1,85
PCF 10-04 G1/2"-10 50 2,55
PCF 12-02 G1/4"-12 50 2,50
PCF 12-03 G3/8"-12 50 2,55
PCF 12-04 G1/2"-12 50 2,85

[]
PC 04-M5 M5-4 200 0,55
PC 04-M6 M6 -4 200 0,62
PC 06-M5 M5-6 200 0,68
PC 06-M6 M6 -6 200 0,70
PC 04-01 G1/8-4 200 0,62
PC 04-02 G1/4"-4 100 0,82
PC 06-01 G 1/8"-6 100 0,68
PC 06-02 G1/4"-6 100 0,85
PC 06-03 G 3/8"- 6 100 1,18
PC 06-04 G1/2"-6 100 1,95
PC 08-01 G1/8"-8 100 0,85
PC 08-02 G 1/4"- 8 100 0,85
PC 08-03 G 3/8"- 8 100 1,15
PC 08-04 G 1/2"- 8 100 1,95
PC 10-01 G 1/8"-10 100 1,20
PC 10-02 G 1/4"-10 100 1,35
PC 10-03 G 3/8'-10 100 1,35
PC 10-04 G 1/2"-10 50 1,82
PC 12-01 G1/8-12 50 1,88
PC 12-02 G 1/4"- 12 50 1,88
PC 12-03 G 3/8"-12 50 1,85
PC 12-04 G1/2"-12 50 2,35
PC 14-03 G 3/8"- 14 50 3,60
PC 14-04 G 1/2"- 14 50 3,85
PC 16-03 G 3/8"- 16 40 2,95
PC 16-04 G 1/2"- 16 40 2,95

(]
PC-06 M6-12 6-12x1,5 100 1,10
PC-06 M6-14 6-14x1.5 100 1,35
PC-06 M6-16 6-16x1.5 100 1,45
PC-06 M6-22 6-22x1.5 100 2,54
PC-08 M8-12 8-12x1.5 100 1,00
PC-08 M8-14 8-14x1.5 100 1,05
PC-08 M8-16 8-16x1.5 100 1,15
PC-08 M8-22 8-22x1'5 100 2,05
PC-10 M10-12  10-12x1,5 100 1,45
PC-10 M10-14  10-14x15 100 1,35
PC-10 M10-16 = 10-16x1.5 100 1,40
PC-10M10-22  10-22x15 50 2,15
PC-12 M12-12  12-12x1)5 50 2,00
PC-12M12-14  12-14x15 50 2,40
PC-12M12-16  12-16x1.5 50 2,40
PC-12 M12-22  12-22x15 50 2,60
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GAV.
u

PLF 04-M5 M5-4 100 0,88
PLF 04-01 G 1/8"- 4 100 0,94
PLF 04-02 G 1/4"- 4 100 1,10
PLF 06-M5 M 5-6 100 0,88
PLF 06-01 G 1/8"- 6 100 0,94
PLF 06-02 G 1/4"- 6 50 1,27
PLF 06-03 G 3/8"- 6 50 1,76
PLF 06-04 G 1/2"-6 50 2,20
PLF 08-01 G 1/8"- 8 50 1,05
PLF 08-02 G 1/4"- 8 50 1,40
PLF 08-03 G 3/8"- 8 50 1,95
PLF 08-04 G 1/2"- 8 40 2,40
PLF 10-01 G 1/8"-10 50 1,45
PLF 10-02 G 1/4"-10 40 1,70
PLF 10-03 G 3/8"- 10 40 2,20
PLF 10-04 G 1/2"-10 30 2,65
PLF 12-02 G 1/4"-12 40 2,50
PLF 12-03 G 3/8"- 12 30 2,60
PLF 12-04 G 1/2"-12 30 2,95
PLF 16-03 G 3/8"- 16 20 4,30
PLF 16-04 G 1/2"-16 20 4,80
(]
PL 04-M5 M5 -4 100 0,72
PL 04-M6 M6 -4 100 0,77
PL 06-M5 M5-6 100 0,85
PL 06-M6 M6 -6 100 0,90
PL 04-01 G 1/8"- 4 100 0,77
PL 04-02 G 1/4"- 4 100 1,10
PL 06-01 G 1/8"- 6 100 0,90
PL 06-02 G 1/4"- 6 100 1,00
PL 06-03 G 3/8"- 6 50 1,30
PL 06-04 G 1/2"- 6 50 2,00
PL 08-01 G 1/8"- 8 50 1,05
PL 08-02 G 1/4"- 8 50 1,10
PL 08-03 G 3/8"- 8 50 1,45
PL 08-04 G 1/2"- 8 40 2,10
PL 10-01 G 1/8"- 10 50 1,70
PL 10-02 G 1/4"- 10 40 1,75
PL 10-03 G 3/8"- 10 40 1,75
PL 10-04 G 1/2"-10 30 2,50
PL 12-01 G 1/8"-12 40 2,25
PL 12-02 G 1/4"-12 30 2,50
PL 12-03 G 3/8"-12 30 2,40
PL 12-04 G 1/2"-12 30 2,55
PL 16-03 G 3/8"- 16 20 4,20
PL 16-04 G 1/2"- 16 20 3,80
(7
PL-06 M6-12 6-12x1,5 100 1,20
PL-06 M6-14 6-14x1.5 100 1,20
PL-06 M6-16 6-16x1.5 100 1,60
PL-06 M6-22 6-22x1,5 100 2,65
PL-08 M8-12 8-12x1,5 50 1,35
PL-08 M8-14 8-14x1.5 50 1,27
PL-08 M8-16 8-16x1.5 50 1,60
PL-08 M8-22 8-22x1,5 50 2,70
PL-TOM10-12  10-12x1,5 50 2,50
PL-10M10-14  10-14x1,5 50 1,80
PL-10M10-16  10-16x1,5 40 1,90
PL-10M10-22  10-22x15 40 2,50
PL-12M12-12  12-12x15 30 2,80
PL-12M12-14  12-14x15 30 2,80
PL-12M12-16  12-16x1,5 30 2,70
PL-12M12-22 = 12-22x15 30 3,00

-
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GAV.

TUBE FITTING UNION T

PD 04-M5
PD 06-M5
PD 04-01
PD 04-02
PD 06-01
PD 06-02
PD 06-03
PD 06-04
PD 08-01
PD 08-02
PD 08-03
PD 08-04
PD 10-01
PD 10-02
PD 10-03
PD 10-04
PD 12-01
PD 12-02
PD 12-03
PD 12-04
PD 16-03
PD 16-04

TUBE FITTING UNION T

PB 04-M5
PB 06-M5
PB 04-01
PB 04-02
PB 06-01
PB 06-02
PB 06-03
PB 06-04
PB 08-01
PB 08-02
PB 08-03
PB 08-04
PB 10-01
PB 10-02
PB 10-03
PB 10-04
PB 12-01
PB 12-02
PB 12-03
PB 12-04
PB 16-03
PB 16-04

PX 04-M5
PX 04-01
PX 04-02
PX 06-M5
PX 06-01
PX 06-02
PX 06-03
PX 06-04
PX 08-01
PX 08-02
PX 08-03
PX 08-04

G 1/8"- 8

G 1/4'- 8

G 3/8"- 8

G 1/2"-8

G 1/8"-10
G 1/4"-10
G 3/8"- 10
G 1/2"-10
G 1/8"-12
G 1/4'-12
G 3/8"- 12
G 1/2"-12
G 3/8'- 16
G 1/2'- 16

a,m
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TRANSITION NIPEL

o N .. CODE SIZE il | UNITPRICES
7 PM 04 4 50 1,45
; i 2] PM 06 6 50 1,60
A PM 08 8 50 1,90
b j PM 10 10 50 3,05
PM 12 12 50 3,85

SPEED SETTER

JSC 04-M5 M 5- 4 100 2,95
JSC 06-M5 M 5- 6 100 3,10
JSC 04-01 G1/8"-4 100 2,80
JSC 04-02 G1/4"- 4 100 3,40
JSC 06-01 G1/8"-6 100 3,10
JSC 06-02 G1/4'-6 50 3,40
JSC 06-03 G 3/8"- 6 40 4,85
JSC 06-04 G1/2'-6 50 6,60
JSC 08-01 G1/8'-8 50 2,90
JSC 08-02 G1/4'- 8 50 3,40
JSC 08-03 G 3/8"- 8 30 5,20
JSC 08-04 G1/2'- 8 30 6,65
JSC 10-02 G 1/4-10 30 4,40
JSC 10-03 G 3/8'-10 20 5,00
JSC 10-04 G 1/2"-10 20 7,00
JSC 12-02 G 1/4"-12 30 4,80
JSC 12-03 G 3/8"- 12 20 5,90
JSC 12-04 G1/2"-12 20 7,00
SINTER MUFFLER (LONG)
. SIZE | @l | UNITPRICES
B 06B | 1/8" 30 0,65 |
| B 08B | 1/4" 30 1,05 |
| B 10B | 3/8" 20 1,70 |
| B 15B | 1/2" 20 2,70 |
SINTER MUFFLER (SHORT)
. SIZE | @l | UNITPRICES
V 06V | 1/8" 30 0,50 |
| \V 08V | 1/4" 30 0,75 |
| V1oV | 3/8" 20 1,15 |
| V15V | 1/2" 20 1,65 |
SINTER MUFFLER SPRING
CODE SIZE 1] UNIT PRICE $
| SD 06 | 1/8" 30 1,85 |
| SD 08 | 1/4" 20 2,25 |
| SD 10 | 3/8" 20 3,90 |
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SPEED SETTER FOR LINE

UNIT PRICE $

4,20
4,90
5,30
5,70
6,60

HVFF 06-06
HVFF 08-08
HVFF 10-10
HVFF 12-12

MINI VALVE
mnﬂ-ﬂ

9,50
9,50
7,80
7,80

PLAT NIPPLE

SN N 7 =N B UG G

PU 04 4 0,42
PU 05 5 100 0,60
PU 06 6 100 0,48
PU 07 7 100 0,75
PU 08 8 100 0,54
PU 09 9 50 0,85
PU 10 10 50 0,72
PU 11 11 40 1,10
PU 12 12 40 0,94
PU 14 14 20 2.60
PU 15 15 20 2.80
PU 16 16 20 1,95
REDUCTION
| CODE |  SIZE | ' | UNITPRICES
PG 06-04 6x4 100 0,50
PG 08-04 8x4 100 0,88
PG 08-06 83x6 100 0,65
PG 10-06 10x6 50 1,15
PG 10-08 10x8 50 0,85
PG 12-10 12x 10 40 1,20
PG 16-12 16 x12 20 2,15
ELBOW
mlﬂ-ﬂ UNIT PRICE $
PV 04 100 0,38
PV 06 6 100 0,42
PV 08 8 50 0,48
PV 10 10 40 0,67
PV 12 12 30 0,95
PV 14 14 20 2,50
PV 16 16 20 1,88

PPGJ 06-04

PPGJ 08-06
PPGJ 10-08
PPGJ 12-10

06 x 04
08 x 06
10 x 08
12x 10

HEI]UBTIUN

100
1,30

GAV.
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CODE

PZA 04
PZA 06
PZA 08
PZA10
PZA 12

UNIT PRICE $
0,80
1,00
1,05
1,55
1,85

UNIONT

PE 04
PE 06
PE 08
PE 10
PE 12
PE 14
PE 16

S B IRUHTECES

10
12
14
16

50
50
30
20
20
10

0,50
0,60
0,70
1,05
1,30
3,15
2,40

REDUCTIONT

PEG 06-04
" PEG 06-06
" PEG 08-06
~ PEG 10-08
.~ PEG 12-10
. PEG 16-12

SR 7 A LI

6x6x4
6x6x8
8x8x6
10x10x8
12x12x10
16 x 16 x 12

| 0,85
50 | 0,75
50 0.75
30 0,97
20 1,38
10 2,58

ELBOW Y

CODE

PY 04
PY 06
PY 08
PY 10
PY 12
PY 16

[
50
50
50
30
20
20

UNIT PRICE $
| 0,65
| 0,75
| 0,95
| 1,20
| 1,30
| 2,25

- PW08-06
- PW10-08
- PW12-10
~ PW16-12

REDUCTION ELBOW Y

PW06-04 6x6x4

8x8x6
10x10x8
12x12x10
16 x16x12

| @ | UNITPRICES
50 | 0,70
50 0,78
50 | 1,05
20 1,25
20 | 2,45

STOPPER

20

S

e e T T I

PP 04
PP 06
PP 08
PP 10
PP 12

| 0,33 |
100 | 0,42 |
100 0,42 \
50 0,45
50 | 0,70
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GAV.

o ST PO s S

GO0 DOOCED

GAV - R10 96 x 77 20 0,61 12,20

GAV - R12 70x120 10 1,16 11,60

GAV - R14 82 x130 10 1,38 13,80

GAV - R15 75x90 10 1,10 11,00

. GAV - R18 75x100 10 1,49 14,90

4 R-18 p

AV) GAV - R20 85x 135 10 1,93 19,30

GAV - R25 119 x 133 10 3,08 30,80

GAV - R35 130 x 180 10 4,18 41,80

GAV - R40 115 x 200 10 3,74 37,40

e GAV - R42 130 x 270 10 6,05 60,50
4 R-35 p

(CAV] GAV - R44 130 x x335 10 7,15 71,50

GAV - R45 180 x 230 5 1,48 34,40

GAV - R46 180 x 440 5 10,45 92,25

SOFT RADIAL TYRE PATCHES

GAV - Y10 96 x 77 20 0,68 13,60
GAV - Y12 70x120 10 1,27 12,70
GAV - Y14 82x130 10 1,49 14,90
GAV - Y15 75x90 10 1,21 12,10
GAV - Y20 85x135 10 2,15 21,50
GAV - Y25 119 x 133 10 3,41 34,10
GAV - Y35 130 x 180 10 4,40 44,00
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CODE

GAV -
GAV -
GAV -
GAV -
GAV -
GAV -
GAV -
GAV -

K01
K02
K03
K04
K05
K06
K07
K08

DIMENSIONS | PACKAGE

60
80
115
135
155
262
311
350

PCS
20

DIAGONAL TYRE PATCHES

UNIT
PRICE $

0,61
0,88
1,87
2,53
3,63
95,50
8,80
12,10

PACKAGE
PRICE $

12,20
17,60
46,75
63,25
36,30
95,00
88,00
121,00

CODE

GAV - T0O
GAV - T01
GAV - T02
GAV - T03

NAIL HOLE PATCH

@ DIMENSIONS PACKAGE UNIT

mm

PCS
100

100
50
50

PRICE $

0,11
0,24
0,40
0,50

PACKAGE
PRICE $

11,00
24,00
20,00
25,00

CODE

SOFT NAIL HOLE PATCH

@ DIMENSIONS PACKAGE UNIT
PRICES PRICE $

GAV - Y00 40
\ GAV - YO1 \ 48
\ GAV - Y02 \ 54

PCS

\ 100
\ 50

PACKAGE

0,13 6,50
\ 0,28 \ 28,00
\ 0,37 \ 18,50
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GAV.

BIAS TIRE PATCHES

@ DIMENSIONS  PACKAGE UNIT PACKAGE

S mm PCS  PRICE$  PRICES
GAV - 504 40 50 0,11 5,50
GAV - 505 52 30 0,18 5,40
GAV - 506 61 30 0,24 7,20
GAV - 507 76 30 051 1530

PILOT WIRE PATCH PLUG

CODE 0 DIMENSIONS  PACKAGE  UNIT PACKAGE

mm PCS PRICES  PRICE$

GAV - M45 45 20 0,99 19,80
\ GAV - M60 \ 6,0 \ 20 \ 1,21 \ 24,20 \
| GAV-MBO 8,0 20 15 3080

PLUG STEMS

m EXPLANATION | EBAT mm Pfl,(gs/ pg::;lg I:'Ii\l’(l:llgl‘iGI$IE
\ GAV - F101 \ Brown tire plug \ 5,4 x 200 \ 25 | 0,35 8,75
‘GAV F103‘ Black thiny tire plug ‘ 3,0x 180 ‘ 50 ‘ 0,24 ‘ 12,00 ‘

20 ca
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G AV’D TIGHTENING TEST TORQUE AND WRENCH SIZES

These torque levels are guideline values for metric standard threads in accordance with DIN ISO 261 and head sizes
in accordance with DIN EN ISO 4762, DIN EN 1SO 4032, DIN EN ISO 4014, and DIN 931-2, 6912,7984 and 7990.
Please note: in extreme cases, e.g. for bolts lubricated with MOS2 compound and with cadmium-plated connecting
elements on both sides, the tightening torque should be reduced by around 20%.

=

§ o0 @

M2 4 1,5 0,15 0,19 0,23 0,31 0,43 0,52
M2.5 5 2 0,31 0,39 0,47 0,63 0,88 1,06
M3 5,50 2,5 0,54 0,68 0,82 1,09 1,53 1,84
M3.5 6 - 0,84 1,05 1,26 1,68 2,36 2,84
M4 7 3 1,25 1,56 1,88 2,50 3,52 4,22
M5 8 4 2,46 3,08 3,70 4,93 6,93 8,32
M6 10 5 3,43 4,51 8,73 10,3 14,71 17,65
M7 11412 - 5,59 7,45 14,22 17,16 24,52 28,44
M8 13+14 6 8,24 10,379 21,57 25,5 35,3 4217
M10 15417 8 16,67 21,57 4217 50,01 70,61 85,32
M12 19+21 10 28,44 38,25 73,55 87,28 122,58 1471
M14 22+23 12 45,11 60,8 116,7 138,27 194,17 235,36
M16 24+26 14 59,63 93,16 178,48 210,84 299,1 357.94
M18 27 14 95,13 127,49 245,17 289,3 411,88 490,34
M20 30 17 135,33 180,44 348,14 411,88 578,5 696,28
M22 32 17 182,4 245,17 470,72 558,98 784,54 941,44
M24 36 19 230,46 308,91 598,21 710,99 1000,28 1196,42
M27 41 19 343,23 460,92 887,51 1049,32 1480,81 1775,01
M30 46 22 465,82 622,73 1206,23 1421,97 2010,38 2402,64
M33 50 24 632,53 848,28 1627,91 1931,92 2716,46 3265,63
M36 95 27 813,96 1088,54 2098,64 2481,1 3491,19 4197,27
M39 60 27-30 1059,12 141217 2716,46 3226,41 4530,7 5442,72
M42 65 32 1304,29 1745,59 3363,7 3991,33 5609,44 6727,4
M45 70 - 1637,72 2177,09 4207,08 4991,62 70118 8414,16
M48 75 36 1980,96 2638 5080 6021,32 8473 10149,94
M52 80 36 2539,94 3393,12 6541,08 7747,3 10885,45 | 13091,96
M56 85 41 3167,57 4226,69 8149,38 9649,8 13582,29 | 16279,14
M60 90 46 3932,49 5246,59 10100,91 | 11964,19 | 16867,54 | 20201,82
M64 95 46 4736,64 6305,71 12160,32 = 14415,86 = 20299,89 @ 24320,64
M68 100 50 5788 7727 14891 17645 24809 29754
M72 105 95 6913 9228 17785 21074 29631 35537
M76 110 60 8275 11047 21290 25227 - -
M80 115 65 9625 12849 24763 29341 = =
M90 130 70 14298 24941 36271 42978 - -
M100 145 19613 26182 50460 59790 = =
M110 155 26391 35230 67898 80453 - -
M120 175 34588 46174 88990 = = =
M130 185 44300 59159 114015 - - -
M140 200 55706 77568 143321 = = =
M150 210 68906 91986 177281 - - -
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TORQUE CONVERTION TABLES

®

Torque convertion factors

Units to be Y Desired unit of measure
=mN-m =Nm =N-m = ozfin =|bfin = |bi-ft =gf-tm =f-em (kp-cm) = kgf-m (kp-m)

Tmim 1 0,1 0,001 0,142 0,009 0,0007 10,2 0,01 0,0001 Conversion formula:

1dim 10 1 001 1,416 0,088 0,007 102 0,102 0,001 Units to be converted x factor =

THm 1000 10 1 16 8,851 0738 10197 10,2 0,102 corresponding unit

1azkin 7,062 0,706 0,007 1 0,0625 0,005 7) 0,072 0,0007 Example:

11bfin 13 13 0113 16 1 0,083 1521 1,152 00115 Convert of 5 Ibtft in cN.m

— > 1bift 1356 1356 1356 192 12 1 13826 1383 0,138 Solution:

1gfam 0,098 001 0,0001 0,014 0,0009 000007 1 0,001 0,00001 5x 135,6=676¢N.m

Tkgf.cm (kp-cm) 98,07 9,807 0,098 1389 0,88 0,072 1000 1 0,01

Tkgfm(kpm) 9807 9307 9,807 1389 36,3 7233 100000 100 1
N-minkgfm (kpm)' Convertion Tt = 0,102 kgfm II:]EI(;:::'m{kp‘m) inN-m" Convertion Thgbm (kpm) = 9,807 Nem
Wm0 1 2 3 4 5 5 7 8 9 0 1 2 3 4 5 6 7 8 9
0 000 010 02 031 041 05 061 071 082 0% 0 000 981 1961 DA 9B OB B 665 T8 8%
10 0o LR 13 1 18 18 1 18 1w 0 W07 10787 1768 WA 1IQ MI0 1691 6671 17652 163
20 200 204 24 235 245 255 265 275 286 2% » 9613 594 21575 WSS 1536 UST BAST 2478 4S9 B84
30 306 316 3,3 337 347 357 367 377 381 3% £ B0 401 3BE IBE A3 B IIH 385 IS 326
%0 408 413 428 438 449 459 469 479 489 50 ) 0227 40T 4TS AN A3A9 M1 ASTT 4091 47072 4053
50 50 520 530 S40 551 s61 571 581 591 6 5 4033 50014 S0995  SI97S  SMS6 ST SO SB98 56870 57889
60 612 62 632 642 65 68 673 68 63 10 [ S840 S8 GOBO1 G178 6263 G I 65705 66685 67666
70 74 724 734 7M 755 765 175 185 795 806 » 6647 6627 70608 TISE)  TBEY TS0 WS TSI T6A92  TAD
80 816 826 836 846 857 867 877 887 897 9008 8 78453 70434 80415 81395 8NT6 85 M3 8318 8299 M
90 918 928 938 948 959 969 979 989 9% 1010 % 8260 8241 90221 91202 9NS3 WG MM 9515 96105 97085
0 1020 1030 1040 1050 1060 1071 108 1091 1101 111 100 067 047 100028 101008 101989 102970 103950 104931 105012 106892
N-min Ibf-ft' Convertion TH-m=07376 Ibf-f Ibf-ft in N-m" Convertion 1ibf= 1356 Nm
MmO 1 2 3 4 5 6 7 8 9 bift 0 1 2 3 4 5 6 7 8 9
0 000 074 148 221 195 369 44 516 590 564 0 00 1% A1 47 S& 68 813 949 1085 122
10 738 811 885 959 1033 1106 1160 1254 138 1401 0 BS%  WH 6T UE BB ¥ NH B MM B
20 U5 1549 1623 1696 770 1844 19,08 1991 2085 21,39 » 7 BN BB B R BN BX B V% R
30 273 28 23,60 2434 1508 2581 2655 2729 280 2875 » N§T B B WA M6 a4 881 N6 512 52

" 2950 3024 3098 3172 3245 3319 3B 3467 3540 3604 ® B 555 5% 830 596 6101 6237 BN 658 68

50 3688 3762 3835 3909 308 4057 4130 4204 4287 88 9 7 15 W% 7% BN 4T Be T8 Be 1P
60 4425 4499 4573 4647 4720 4794 4868 4942 5005 5089 6 8135 8270 8406 854 8T BB 04 0B N0 B
70 5163 5237 53,00 5334 5458 5532 5605 5679 5753 58 ) 991 %26 W %97 10033 016 0364 1440 10575 10701
%0 5900 5974 6048 6122 6195 6260 6343 6417 6491 656 8 W4 WA 18 TS 1B USM 1660 % 193 1047
% 6638 67,12 67,86 6859 6933 7007 7081 7154 7228 730 %0 WM IB3® 4B 1609 1745 1880 306 BISI 13287 143
W0 7376 449 753 7597 T671 744 7818 7892 7966 8030 10 1355 13694 13819 1965 W00 1426 W3R MSOT  Med3 14778
N-min Ibfin' Convertion Thm=8,851 lbfin IbfininN-m' Convertion 1ibfin= 0,113 Mm
Nem 0 1 2 3 4 5 6 7 8 o Ibfin o 1 l 3 4 5 L] 7 8 9
1} 0,00 845 i 2655 3540 4455 53,10 61,96 1081 79,66 0 0,00 on 0,23 0,34 045 0,56 0,68 079 0,90 102
0 85 9736 W61 1506 139 13276 1L 15046 15931 168 % n 113 1.4 136 147 158 169 18 192 10 2,15
» mWR o wE MR m§ M 2P MR B9 MR 56 ) 260 23 24 28 27 28 1% 35 3% 38
30 WSR2 OMF MR ¥E N} T M@ WA 2B Msm £ 139 1 38 ERz) 38 395 40 418 4® 4m
4 35403 36288 ang 380,58 3943 39828 LA 4159 42454 LEef) 40 452 4,63 475 436 497 508 520 53 542 554
% W5 BP0 4BP AT AEH 456 SMA  SBM Sha 50 565 57 54T 59 610 621 63 644 655 667
21} 53105 539.90 54875 55760 56645 57530 SEALIS 580 [ 11F:5Y 610,70 1] 678 6,89 100 12 123 134 746 157 768 180
il 61955 [25E] @126 LA 654,96 G381 GTL66 681,51 036 921 b m 802 §13 8,25 836 BA7 8359 870 881 893
0 MM TIEM  TBT6 Bagl 184 Tn JEW TR TG ER 0 004 915 926 938 040 2,60 o 983 00 10,06
«€ 19657 A Ealway 823,12 B Bang2 967 858,52 86738 8763 w0 10,17 0,28 0,39 10,51 10,62 0,73 10,58 10,9 mnar nn
100 SS08 MM G078 O N4 03 MAW  oU@ 9558 KB 00 MW nM s e NS ngs nee 100 1220 1231
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®

Filler- reducer- [ubrieator

Filter- reduser- lubricator Filler- redueer- lubrieator

hir Tank

Compressor

Cooler and dehumidifier

Sample Work Template
Regulator ﬁ __ (Dryer system)

Fast coupling

=1

Air Filter— Oiler hirTool  Fastcoupling

For the compressed air installation, the compressor or dryer device and filters, the capacity of which has been carefully calcula-
ted according to the needs of the system, should be connected with a flexible intermediate hose in order to prevent vibrations
from transmitting to the piping.

The horizontal lines drawn should descend towards the direction of the air flow with 1% inclination. (1 cm at 1 m)

In order to remove the accumulated water, there should be a collection tube and drain cock at the end of the vertical pipe.

For the air to be used, use the air prepared with the conditioner 10-15 cm above the discharge cock.

The water accumulated in the compressor tank and installation should be drained regularly.

It is recommended to connect the ends of the horizontal lines to form a closed circuit.
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DISPLAY STANDS
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I ::I MTS-1300 Polyurethane hose stand 42000

Empty stand price.

Air tools panel
Empty stand price. 50,00

MTS-1000

Rotary stand
Empty stand price.

MTS-1200 1500,00
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TEKNIKEL ALETLERIAS.

Ferhatpaga Mah. 37. Sokak No: 24 Atasehir - IST. / TURKEY e
Tel: +90216 232 3100 L :1"*""
info@gavteknik.com ﬁ"“-" %
www.gavteknik.com
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	GAV FORMA-7 İNGİLİZCE
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